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Introduction

This manual describes detailed instructions on the operation and notes about the use of this machine.
To get maximum versatility from this machine all operators are requested to read this manual carefully
and follow the instructions. Please keep this manual in a handy place near the machine.

Notes

Some illustrations in this manual might be slightly different from the machine.
Certain options might not be available in some countries. For details, please contact your local dealer.

Two kinds of size notation are employed in this manual. With this machine refer to the metric version.

Important

Contents of this manual are subject to change without prior notice. In no event will the company be li-
able for direct, indirect, special, incidental, or consequential damages as a result of handling or oper-
ating the machine.

Trademarks

Microsoft®, Windows® and Windows NT® are registered trademarks of Microsoft Corporation in the
United States and/or other countries.

Adobe® and Acrobat® are registered trademarks of Adobe Systems Incorporated.

Ethernet is a registered trademark of Xerox Corporation.

Other product names used herein are for identification purposes only and might be trademarks of their
respective companies. We disclaim any and all rights in those marks.

Note

The proper names of the Windows operating systems are as follows:

e The product name of Windows® 95 is Microsoft® Windows 95.

e The product name of Windows® 98 is Microsoft® Windows 98.

e The product name of Windows® Me is Microsoft® Windows Millennium Edition (Windows Me).

e The product names of Windows® 2000 are as follows:
Microsoft® Windows® 2000 Advanced Server
Microsoft® Windows® 2000 Server
Microsoft® Windows® 2000 Professional

e The product names of Windows® XP are as follows:
Microsoft® Windows® XP Professional
Microsoft® Windows® XP Home Edition

e The product names of Windows NT® 4.0 are as follows:
Microsoft® Windows NT® Server 4.0

e Microsoft® Windows NT® Workstation 4.0



Manuals for This Machine

The following manuals describe the operational procedures of this machine. For
particular functions, see the relevant parts of the manual.

& Note
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Manuals provided are specific to machine type.

Adobe Acrobat Reader is necessary to view the manuals as a PDF file.
Two CD-ROMs are provided:

¢ CD-ROM 1“Operating Instructions for Printer/Scanner”

¢ CD-ROM 2“Scanner Driver & Document Management Ultilities”

General Settings Guide

Provides an overview of the machine and describes System Settings (paper
trays, Key Operator Tools, etc.), Document Server functions, and trouble-
shooting.

Refer to this manual for Address Book procedures such as registering fax
numbers, e-mail addresses, and user codes.

Network Guide (PDF file - CD-ROM1)
Describes procedures for configuring the machine and computers in a net-
work environment.

Copy Reference
Describes operations, functions, and troubleshooting for the machine’s copier
function.

Facsimile Reference <Basic Features>
Describes operations, functions, and troubleshooting for the machine’s fac-
simile function.

Facsimile Reference<Advanced Features>(this manual)
Describes advanced functions and settings for key operators.

Printer Reference 1
Describes system settings and operations for the machine’s printer function.

Printer Reference 2 (PDF file - CD-ROM1)

Describes operations, functions, and troubleshooting for the machine’s print-
er function.

Scanner Reference (PDF file - CD-ROM1)
Describes operations, functions, and troubleshooting for the machine’s scan-
ner function.



< Manuals for DeskTopBinder V2 Lite

DeskTopBinder V2 Lite is a utility included on the CD-ROM labeled “Scanner

Driver & Document Management Utilities”.

¢ DeskTopBinder V2 Lite Setup Guide (PDF file - CD-ROM2)
Describes installation of, and the operating environment for DeskTop-
Binder V2 Lite in detail. This guide can be displayed from the [Setup] dia-
log box when DeskTopBinder V2 Lite is installed.

¢ DeskTopBinder V2 Lite Introduction Guide (PDF file - CD-ROM?2)
Describes operations of DeskTopBinder V2 Lite and provides an overview
of its functions. This guide is added to the [Start] menu when DeskTop-
Binder V2 Lite is installed.

¢ Auto Document Link Guide (PDF file - CD-ROM2)
Describes operations and functions of Auto Document Link installed with
DeskTopBinder V2 Lite. This guide is added to the [Start] menu when
DeskTopBinder V2 Lite is installed.

< Manuals for ScanRouter V2 Lite
ScanRouter V2 Lite is a utility included on the CD-ROM labeled “Scanner
Driver & Document Management Utilities”.

¢ ScanRouter V2 Lite Setup Guide (PDF file - CD-ROM2)
Describes installation of, settings, and the operating environment for Scan-
Router V2 Lite in detail. This guide can be displayed from the [Setup] dia-
log box when ScanRouter V2 Lite is installed.

¢ ScanRouter V2 Lite Management Guide (PDF file - CD-ROM?2)
Describes delivery server management and operations, and provides an
overview of ScanRouter V2 Lite functions. This guide is added to the [Start]
menu when ScanRouter V2 Lite is installed.

% Other manuals
¢ PS3 Supplement (PDF file - CD-ROM1)
¢ Unix Supplement (Available from an authorized dealer, or as a PDF file on
our Web site.)

& Note
O The following software products are referred to using a general names:

¢ DeskTopBinder V2 Lite and DesktopBinder V2 Professional — Desktop-
Binder V2 Lite/Professional

® ScanRouter V2 Lite and ScanRouter V2 Professional (optional) — Scan-
Router V2 Lite/Professional

¢ SmartNetMonitor for Admin and SmartNetMonitor for Client — Smart-
NetMonitor for Admin/Client
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How to Read This Manual

Symbols

In this manual, the following symbols are used:

N\ WARNING:

This symbol indicates a potentially hazardous situation that might result in
death or serious injury when you misuse the machine without following the in-
structions under this symbol. Be sure to read the instructions, all of which are in-
cluded in “Safety Information”, General Settings Guide.

A\ CAUTION:

This symbol indicates a potentially hazardous situation that might result in mi-
nor or moderate injury or property damage that does not involve personal injury
when you misuse the machine without following the instructions under this
symbol. Be sure to read the instructions, all of which are included in “Safety In-
formation”, General Settings Guide.

* The statements above are notes for your safety.

iﬁklmportant
If this instruction is not followed, paper might be misfed, originals might be
damaged, or data might be lost. Be sure to read this.

B Preparation
This symbol indicates information or preparations required prior to operating.

& Note

This symbol indicates precautions for operation, or actions to take after abnor-
mal operation.

? Limitation

This symbol indicates numerical limits, functions that cannot be used together,
or conditions under which a particular function cannot be used.

A Reference
This symbol indicates a reference.

[ 1]
Keys that appear on the machine's display panel.

[ 1]
Keys and buttons that appear on the computer's display.

1

Keys built into the machine's control panel.






1. Transmission Mode

Sending at a Specific Time (Send Later)

Using this function, you can instruct
the machine to delay transmission of
your fax message until a specified lat-
er time. This allows you to take ad-
vantage of off-peak telephone
charges without having to be by the
machine at the time.

Transmitter

,@l; @ Receiver
B eV
Send Later

at 21:00 (9:00PM)

ND1X01E4

If you have a non-urgent fax, select
Send Later with Economy Transmis-
sion when you scan it. Faxes will be
queued in memory and sent during
Economy Transmission Time.

#Important

O After the machine has been
switched off for about one hour, all
fax messages stored in memory are
lost. If messages are lost for this
reason, a Power Failure Report is
automatically printed when the
operation switch is turned on. Use
this report to identify lost messag-
es.

Limitation

This function is unavailable with
Immediate Transmission. Use
Memory Transmission.

Y ]

& Note
O You can specify a time within 24
hours.

O If the current time shown is not
correct, change it. See “Timer Set-
tings”, General Settings Guide.

3 If the document is sent before the
specified time, the Transmission
Result Report is printed and the
job is completed.

O For convenience, you can program
the time when your phone charges
become cheaper as the Economy
Transmission Time. See p.145
“Program Economy Time”.

O You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps B and H. See
p-145 “Quick Operation Key”.

n Place the original, and then select
the scan settings you require.

A Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

B Press [Transmission Mode].

R File Status E
Sub T Mode




Transmission Mode

B Press [Send Later].

ﬂEnter the time (24 hour format)
using the number keys, and then
press [OK].

1] file and sends & af specified time
ify time to send with Mumber keys (24 hr format).

| Economsy Time !25:00

<Cuttert Time> 1 0:23

The specified time is shown above

the highlighted [Send Later].

& Note

O Press [Economy Time] to specify
the economy time.

O When entering numbers small-
er than 10, add a zero at the be-
ginning.

O If you make a mistake, press
[Clear] or the [Clear/Stop] key be-
fore pressing [OK], and then try
again.

O To cancel Send Later, press
[Cancel]. The display returns to
that of step B.

B Press [OK].
The standby display appears.

& Note

O To check the settings, press
[Transmission Mode].

BSpecify a destination, and then
press the [Start] key.

& Note

3 You can cancel the transmission
setup for Send Later. See p.19
“Canceling a Transmission”.



User Transmission

User Transmission

This function allows you to check
each user or department's transmis-
sion history. To use the function, you
need to program a user code (eight
digits max.) for each user or depart-
ment, to be entered before transmis-
sion. See “Displaying the Counter for
Each User Code”, General Settings
Guide.

If a user code set with an e-mail ad-
dress is specified, a transmission re-
sult e-mail can be sent.

& Note

O You can program codes of up to 8
digits for a maximum of 500 users
and/or departments. See “Regis-
tering a New User Code”, General
Settings Guide. See p.145 “Quick
Operation Key”

O You can enter user codes or names
into various lists or reports.

O You can program transmission op-
erations in Quick Operation key.
Quick Operation key let you skip
steps B and B. See p.145 “Quick
Operation Key”, Facsimile Reference
<Advanced Features> .

O When you send documents by In-
ternet Fax using the user code with
e-mail address programmed and
“Register as Sender” set to “[ON]”,
the following sender name ap-
pears on the e-mail received at the
other end.

¢ When User Name is pro-
grammed in the user code:
User Name <E-mail address
programmed in the user code>

¢ When User Name is not pro-
grammed in the user code:
<E-mail address programmed
in the user code>

n Place the original, and then select
desired scan settings.

A Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>
p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

B Press [Transmission Mode].

R File Status E
Sub T Mode

B press [user TX].

ﬂ Using the number keys enter a
user code (up to eight digits), and
then press [@].

T result will be recorded per user.
Enter user code with Mumber keys, then press &) key.

(P

The programmed user name will

appear.

& Note

O If you enter a wrong code, press
[Clear] or the [Clear/Stop] key be-
fore pressing [@], and then try
again.

O To cancel the operation, press
[Cancel]. The display returns to
that of step B.




Transmission Mode

When your e-mail address is
programmed with the user code

If your e-mail address is pro-
grammed with the user code, you
can select whether the machine
sends transmission result by e-
mail.

@ Press [Yes] or [No].

TH result will be recorded per user.
Enter user code with Mumber keys, then press @ key.

oK KK K K kK |[Cler ] wemait T Resuts

SALES DIYISION

& Note

O If you select [Yes], a Trans-
mission Result Report is sent
to the programmed e-mail
address after the transmis-
sion so that you can check the
result of transmission.

B Press [OK] twice.
The standby display appears.

& Note

O To check the settings, press
[Transmission Mode].

BSpecify a destination, and then
press the [Start] key.

& Note

3 You can cancel the transmission
setup for User Transmission.
See p.19 “Canceling a Transmis-
sion”.



Priority Transmission

Priority Transmission

Documents you send with Memory
Transmission are sent in the order
they are scanned. Therefore, if several
messages are queued in memory, the
next document will not be sent imme-
diately. However, by using this func-
tion you can have your message sent
before other queued messages.

Scan Transmitter Transmission

:'%\ .

:ﬂ\ 2

=l
N
Send First

THYS950E

? Limitation

O This function is not available with
Immediate Transmission. If this
function is selected, the machine
automatically switches to Memory
Transmission.

& Note

O If there is already a message stored
with this function or a transmis-
sion in progress, your message will
be sent after that message has been
transmitted.

n Place the original, and then select
the scan settings you require.

A Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

g Press [Transmission Mode].

TH File Status

R File Status E
Sub T Mode

[OK]

[ Send Later | ] o

| Confidential Tx {| Polling T ]| PolingRx |

The standby display appears.

& Note

O To check the settings, press
[Transmission Mode].

ﬂ Specify the destination, and then
press the [Start] key.

& Note

O Press [Change/Stop TX File] to
cancel the transmission. See
p-19 “Canceling a Transmis-
sion”.




Transmission Mode

Confidential Transmission

If you want to limit who views your
message, use this function. The mes-
sage will be stored in memory at the
other end and not printed until an ID
is entered.

Transmitter

I Receiver
Entering the Confidential ID I

GFSINSON

There are two types of Confidential
Transmission:

«» Default ID
It is not necessary to enter an ID
when transmitting.
The other party can print the mes-
sage by entering the Confidential
ID programmed in their machine.

2
o

ID Override

Should you want to send a confi-
dential message to a particular per-
son at the other end, you can
specify the Confidential ID that the
receiver has to enter to see that
message. Before you send the mes-
sage, do not forget to tell the re-
ceiver the ID that must be entered
to print the message.

Limitation

The destination machine must be
of the same manufacturer and
have the Confidential Reception
function.

O -9

O The destination machine must
have enough memory available.

& Note

O We recommend you program the
Confidential ID in this machine be-
forehand. See p.184 “Program-
ming a Confidential ID”.

O An ID can be any 4-digit number
(except 0000).

3 If the destination machine is not of
the same manufacturer, you can
use Confidential Transmission
with “SUB Code”. See p.49 “SUB
Code”.

O This function is not available with
Internet Fax.

n Place the original, and then select
the scan settings you require.

AP Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

g Press [Transmission Mode].

FFICE

T Sub TH Mode
DETROIT
4. FACTORY

B Press [Confidential TX].



Confidential Transmission

ﬂ Depending on the Confidential
Transmission type, use one of the
following procedures:

Conf. TH Transmitted file will be stored by receiving machine and not printed auff
Select mode of Confidertjal Transmission.

1D Ovwerride

Default ID

@ Check that [Default ID] has been
selected, and then press [OK].

"Default ID" is shown above the
highlighted [Confidential TX].

& Note

3 To cancel Confidential Trans-
mission, press [Cancel]. The
display returns to that of step

Override ID

@ Select [ID Override].

@ Enter the Confidential ID (4-
digit number) using the
number keys, and then press
[OK].

Conf. TH Transmitted file will be stored by receiving machine and not printed auff

Select mode of Confidertjal Transmission.

Specify 4 digit 1D code I;l

with Number keys:

"ID Override" and the entered
Confidential ID are shown
above the highlighted [Confiden-
tial TX].

& Note
O If you make a mistake, press

[Clear] or the [Clear/Stop] key
before pressing [OK], and
then try again.

3 To cancel Confidential Trans-
mission, press [Cancel]. The
display returns to that of step

B press [ok].
The standby display appears.

& Note

O To check the settings, press
[Transmission Mode].

BDial, and then press the [Start]
key.

& Note

3 You can cancel the transmission
setup for Confidential Trans-
mission. See p.19 “Canceling a
Transmission”.
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Polling Transmission

Use Polling Transmission when you
want to leave an original in the ma-
chine memory for others to pick up.
The message will be sent when the
other party calls you up.

Transmitter
(This machine)

éﬂ_ Transmission Receiver
1 Request
| =1,

ND1X01E7

There are three types of Polling
Transmission.

% Free Polling Transmission
It is not necessary to enter the Poll-
ing ID during the procedure.
Anybody can poll the message
from your machine. The machine
sends it regardless of whether Poll-
ing ID's match.

«» Default ID Transmission
It is not necessary to enter the Poll-
ing ID during the procedure.
The message will only be sent if the
Polling ID of the machine trying to
poll your message is the same as
the Polling ID stored in your ma-
chine. Make sure in advance that
both machines' Polling IDs are
identical.
Before using Default ID Transmis-
sion, you need to program the Poll-
ing ID. See p.185 “Programming a
Polling ID”.

< ID Override Transmission

You must enter an Override Poll-
ing ID unique to the transmission.
This ID overrides the ID stored in
the machine. The user must supply
this ID when they poll your ma-
chine. If the IDs match, the mes-
sage is sent. Make sure in advance
the other end knows the ID you are
using.

Limitation

Polling Transmission is allowed

only if the receiver's machine has
the Polling Reception function.

Q -9

O Usually, only machines of the
same manufacturer that support
Polling Reception can perform ID
Polling Transmission. However,
when the Information Box File
function is used, and the other par-
ty's fax machine supports Polling
Transmission and the SEP func-
tion, you can still carry out Polling
Transmission with an ID. See p.43
“Information Boxes”.

& Note

O Free Polling and Default ID Trans-
mission allow only one file to be
stored in memory.

O ID Override Polling Transmission
allows a file to be stored in memo-
ry for each ID; you can store up to
400 files (800 with the optional fax
function upgrade unit) by chang-
ing IDs.

O You can set whether a Polling
Transmission file is deleted after
transmitting in User Parameters.
To save the file to transmit repeat-
edly, set to “Standby (Save)”. See
p-161 “User Parameters” (switch
11, bit 7).



Polling Transmission

0

0

m

Polling Transmission Clear Report
allows you to verify Polling Trans-
mission has taken place. See p.12
“Polling Transmission Clear Re-
port”. If E-mail TX Results is pro-
grammed in a Quick Operation
key, you can select whether a re-
port e-mail is sent after transmis-
sion. The destination of this report
can be selected from the e-mail ad-
dresses in the destination list.

You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps B and B. See
p-145 “Quick Operation Key”.

The communication fee is charged
to the receiver.

This function is not available with
Internet Fax.

n Place the original, and then select

the scan settings you require.

AL Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

B Press [Transmission Mode].

Transmission hode

Sub T hode

B press [Polling TX].

ﬂ Depending on the Polling Trans-

mission mode, use one of the fol-
lowing procedures:

Transmitting message against instruction fom destination
Specity Polling mode

Default 1D T

1D Override Transmission i

Free Polling Transmission

@ Check that [Free Polling TX] is se-
lected.

Default ID Transmission

@ Select [Default ID TX].

ID Override Transmission

@ Select [ID Override Transmission].

@ Specify a 4-digit ID using the
number keys and [A], [B], [C],
[D], [E], and [F].

Transmitting message against instruction from destination.

Specify Polling mode

I—

Default IDTH

& Note

O A Polling ID may be any four
numbers (0 to 9) and charac-
ters (A to F), except 0000 and
FFFF.

O If you make a mistake, press
[Clear] or the [Clear/Stop] key,
and then try again.
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B Press [Only Once] or [Save] to delete
or save the file after transmission.

& Note

O To delete the original immedi-
ately after transmission, select
[Only Once].

O To repeatedly send the original,
select [Save].

O To cancel Polling Transmission,
press [Cancel]. The display re-
turns to that of step BJ.

3 press [0k,
YRR RN KN KN K ap-

pears.

The type of Polling Transmission is
shown above the highlighted [Poll-
ing TX].

B press [0k,

& Note

O To check the settings, press
[Transmission Mode].

B Press the [Start] key.

& Note

3 You can cancel the transmission
setup for Polling Transmission.
See p.19 “Canceling a Transmis-
sion”.

Polling Transmission Clear
Report

This report allows you to verify Poll-
ing Transmission has taken place.

If E-mail TX Results is programmed
in a Quick Operation key, you can
have the report e-mail sent after
transmission.

? Limitation

O This report is not printed if the
User Parameters are set to allow
the stored originals to be repeated-
ly sent (Save). See p.161 “User Pa-
rameters” (switch 11, bit 7).

& Note
O You can turn this function on or off
with the User Parameters. See

p-161 “User Parameters” (switch
03, bit 6).

O You can have a portion of the sent
image printed on the report with
the User Parameters. See p.161
“User Parameters” (switch 04, bit
7).

O You can check the result of Polling
Transmission with the Journal. See
p-27 “Printing the Journal”

O To view the report without text
disruption, select a font of even
character width in your e-mail ap-
plication's settings.



Polling Reception

Polling Reception

Use this function to poll a message
from another terminal. You can also
poll documents from many terminals
with only one operation (use Groups
and Keystroke Programs to fully ex-
ploit this function).

Receiver

(This machine)

Transmission
Request

Sender

@ ]

ND1X01E8

There are two types of Polling Recep-
tion.

KD
0.0

Default ID/Free Polling Reception
Use this method for Free Polling or
Default ID Polling. If the Polling ID
is programmed in your machine,
any messages waiting in the trans-
mitting machine with the same ID
are received. If the other machine
does not have any messages wait-
ing with the same Polling ID, any
messages that do not require ID
are received (Free Polling).

For ID Polling Reception, program
a Polling ID in advance. See p.185
“Programming a Polling ID”.

ID Override Polling Reception

You must enter an Override Poll-
ing ID unique to this transmission.
This ID overrides the one stored in
this machine.

Your machine will receive any
messages waiting in the transmit-
ting machine that have matching
ID's. If no ID's match, any messag-
es that do not require IDs are re-
ceived (Free Polling).

? Limitation

0

m

Polling Reception requires that the
other machine is capable of Polling
Transmission.

Usually, you can only receive doc-
uments with a Polling ID from ma-
chines of the same manufacturer
that support the polling function.
However, if the other party's fax
machine supports Polling Trans-
missions and the SEP function, and
also has stored IDs, you can still
perform Polling Reception. See
p-50 “SEP Code”.

& Note

m

)

To receive a message sent by De-
fault ID Polling Transmission or ID
Override Polling Transmission, it
is necessary to specify the same
Polling ID as the sender's. Free
Polling Transmission does not re-
quire the same Polling ID.

Polling Result Report allows you
to verify Polling Reception has tak-
en place. See p.15 “Polling Result
Report”. If E-mail TX Results is
programmed in a Quick Operation
key, you can select whether a re-
port e-mail is sent after reception.
The destination of this report can
be selected from the e-mail ad-
dresses in the destination list.

You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps @l and B. See
p-145 “Quick Operation Key”.

This function is not available with
Internet Fax.




Transmission Mode

l] Press [Transmission Mode].

R File Status E

Sub TH Wode

B press [Poliing RX].

B Depending on which method you
are using, select one of the follow-
ing procedures:

1 UEL 2UNE 11212

Feceiving Polling transmission file.
Specity Polling mode

1D Cwerride Polling Reception

Default ID/Free Polling Reception

@ Check that [Default ID/Free Polling
RX] is selected, and then press
[OK].

"Deflt ID/Free Poll." is shown
above the highlighted [Polling
RX].

& Note

O To cancel Polling Reception,
press [Cancel]. The display
returns to that of step |.

14

ID Override Polling Reception

@ Select [ID Override Polling Recep-
tion].

@ Specify a 4-digit ID using the
number keys and [A], [B], [C],
[D], [E], and [F], and then press
[OK].

FReceiving Polling transmission file.
Specify Polling mode

h umber I;l

gt 10yfree Polling RX

"ID Override" and the entered
Polling ID are shown above the

highlighted [Polling RX].

& Note

O A Polling ID may be any four
numbers (0 to 9) and charac-
ters (A to F), except 0000 and
FFFF.

O If you make a mistake, press
[Clear] or the [Clear/Stop] key
before pressing [OK], and
then try again.

O To cancel Polling Reception,
press [Cancel]. The display
returns to that of step |

B press [0K].
The standby display appears.

BDial, and then press the [Start]
key.



Polling Reception

Polling Reserve Report

This report is printed after Polling Re-
ception has been set up.

& Note
3 You can turn this function on or off
with the User Parameters. See

p-161 “User Parameters” (switch
03, bit 3).

Polling Result Report

This report is printed after a Polling
Reception has been completed and
shows its result.

If E-mail TX Results is programmed
in a Quick Operation key, you can se-
lect whether a report e-mail is sent af-
ter reception.

& Note

3 You can also check the result of a
Polling Reception with the Journal.
See p.27 “Printing the Journal”.

3 You can turn this function on or off
with the User Parameters. See
p-161 “User Parameters” (switch
03, bit 4).

O To view the report without text
disruption, select a font of even
character width in your e-mail ap-
plication's settings.
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After you have pressed the [Start] key (after scanning originals), you can check
and edit the destination or settings of Memory Transmission. You can also can-
cel a transmission, change the settings of a transmission, print a stored file, print
a list of stored files, and resend a file which the machine failed to transmit.

Memory Transmission
Internet Fax Transmission
Send Later

User Transmission
Priority Transmission
Confidential Transmission
Polling Reception

Polling Transmission
Transfer Request

& Note
O If there are no files being sent, received, or stored by Memory Transmission,

[Change/Stop TX File] does not appear on the display.

O You cannot check or edit a file being sent or received. Also a Confidential

Transmission file or stored file to be printed as a report cannot be checked or
edited.



Checking and Canceling Transmission Files

Displaying Confirmation of Transmission

B press [Change/stop TX File]. B press [Exit].
The standby display appears.

g Press [Check/Change Settings].

Change/Stop T¥ File Select file to stop transmission

|| Secanning DaterTme Transmission hiode  Destinatian Dest. O
11:28 | Memory T |Lowpon oFFIce [t s ]
11:18 | Confidential T# |L& FacToRY [t 1]
11215 | bemory T [#7Z Coupany [t 1]
11215 | bemory T |abefdef company.con [Tt 1 |
11214 |bemory T [123456780 [t 1]

CheclChange Settings E Print File i

B Select a file to check.

Change,Stop T¥ File Select file to check thange

”I Stanning Date/Time  Transmission Mode  Destination Dest, Q1
[Toec 1128 [emory T |LowpoN oFFICE [t s ]
[Toec 1116 Confitential 7% L& FacToRY [t 1]
[Toec 1116 THemory T [#v2 coupany [t 1]
[Toec 1116 THemory T [abeadef company.con [Tt 1 |
[ iDec. 11214 [hemary T [0123458720 [t 1]

| Print File ; Stop Transmission ;

& Note

O If multiple destinations were
specified, only the destination
selected first appears.

O If multiple destinations were
specified, only the number of
unsent messages appears.

ﬂ Confirm a transmission, and then
press [Exit].
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Canceling a Transmission

Canceling a Transmission

You can cancel transmission of a file
when the file is being sent, stored in
memory, or fails to transmit. All the
scanned data is deleted from memo-
ry.

You can cancel a file for Memory
Transmission. This function is useful
to cancel a transmission when you
notice a mistake in destination or
with the originals after storing. To
cancel Memory Transmission, search
for the file to be canceled among the
files stored in memory, and then de-
lete it.

& Note

O If you cancel a transmission while
the file is being sent, some pages of
your file may have already been
sent and will be received at the
other end.

O If the transmission finishes while
you are carrying out this proce-
dure, transmission cannot be can-
celed.

l] Press [Change/Stop TX File].

L0z

TORONTD

OFFICE
3]

[t

SYDNEY O
FFICE

g Select a file whose transmission
you want to cancel.

| Channe/Stop T File Select file to stop transmission

||| Scanning Date/Time  Transmission Mode  Destination Dest. O

‘ 1Dec. 11:23  |Memory T | Lonpon oFFrce [t 5 |

| Confdential Tic L& FacTory [t 1]

| Memary T vz company [t 1]

| Memary T | abchdef company.com [TH 1 |

[ibec 1114 Mooy T

0123456789 [t 1]

& Note
O To display only the files being
sent, press [Files under TX].

O If multiple destinations were
specified, only the number of
unsent messages appears.

O If multiple destinations were
specified, only one destination
number appears. To display all
destinations, press [Check/
Change Settings].

B Press [Stop Transmission].
The selected file is deleted.

& Note
O To quit transmission cancel,
press [Save].

O To cancel another transmission,
repeat from step B.

ﬂ Press [Exit].
The standby display appears.




Checking and Canceling Transmission Files

Deleting a Destination

You can delete destinations. ﬂ Press [Change] for the destination

& Note you want to delete.

O If you delete a destination that is %
CheckAhange Seftings Destination and T time can be changed

the only destination for a transmis-
sion, the transmission is canceled.

l] Press [Change/Stop TX File].

000541 L4 FACTORY

[ Changeitop TH Flle

99%

tion between fax number and e-
mail address.

B Press [Check/Change Settings]. B I’.ress [Clear] to delete the destina-
tion.
”I Scanning Date/Time  Transmission hiode Destination Dest. O CheckAChange Seftings. Destination and T time can be changed

| Dec. 11:23 | bemory T |LowpoN oFFICE [t s ] Total:
[Toec 1116 Confitential 7% L& FacToRY [t 1] (000531 511

[Toec 1116 THemory T [#v2 coupany [t 1]

[Toec 1116 THemory T [abeadef company.con [Tt 1 |

[Toec 1118 Themory T [0123458720 [t 1]

heckChange Settings g Pt File ;

BSelect the file from which you 2 Note

want to delete a destination. )
O Pressing [Clear] deletes the des-

Change/Stop TH File Select file to checkthange. tlnatlon by Single dlglt

”I Scanning Date/Time  Transmission Mode  Destination Dest. O
[oec 1123 [Wemory T [CoNDON OFFICE [ 3] B Press [Exit].
[oec 111 | confitenial % LA FacTORY [t 1]
[oec 1116 [hemory T [z CouPany [t 1] @ Note
(e 1116 Tenory Tx |obcBsefconpery con_[10 1] O To delete another destination,
[roec 1118 THemory T [0123458789 [t 1] repeat from step B

Frint File ; Stop Transmission ;

ﬂ Press [Exit].
The standby display appears.

20



Adding a Destination

Adding a Destination

@ Note B press [Add].

O A destination cannot be added us- %
lng a destination list. Check/Change Seftings.  Destination and T time can be changed

l] Press [Change/Stop TX File].

000541 L4 FACTORY

& Note

O Press &2 to switch the destina-
tion between fax number and e-
mail address.

B Press [Check/Change Settings].

B Specify the destination using the
Change(stap TH File Select file o stop tanemission number keys or soft (on-screen)

”I Stanning Date/Time  Transmission Mode  Destination Dest, Q1
: keys.
[Toec 1128 [emory T |LowpoN oFFICE [t s ]
[Toec 1116 Confitential 7% L& FacToRY [t 1]
7 CheckAhange Seftings Destination and T time can be changed.
[Toec 1116 THemory T [#v2 coupany [t 1] =
[Toec 1116 THemory T |abchdef campany.con [Tt 1| — !
11:14 | bemory T [0123458720 [t 1]

- | Check/Change Settings g Pt File ;

B Select the file to which you want
to add a destination.

Change;Stop TH File Select file ta checkthange @ Note

Scanning Date/Time  Transmission hiode Destination Dest, O .

HIF Dec. 11:23 | bemory T |LowpoN oFFICE [t s ] O To add e-mail address, prgss
[Toec 1116 Confitential 7% L& FacToRY [t 1] [Manual !npu.t]' and then SpeCIfy
[Toec 1116 THemory T [#v2 coupany [t 1] the destination.

[ibee 1116 Toenory Tx [cbctcteonpery con_[H 1] O You can also program a SUB
R YT [ Code by pressing [Adv. Features].

Print File ; Stop Transmission ;

O Repeat steps [§ and B, if you
want to add another destina-
tion.

B Press [Exit].

ﬂ Press [Exit].
The standby display appears.

2]
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Changing the Transmission Time

You can change the transmission time
specified with Send Later. See p.3
“Sending at a Specific Time (Send
Later)”.

You can also delete the transmission
time. If the transmission time is delet-
ed, the file is transmitted immediate-

ly.
l] Press [Change/Stop TX File].

g Press [Check/Change Settings].

Change/Stop T¥ File Select file to stop transmission

|| Secanning DaterTme Transmission hiode  Destinatian Dest. O
11:28 | Memory T |Lowpon oFFIce [t s ]
11:18 | Confidential T# |L& FacToRY [t 1]
11215 | bemory T [#7Z Coupany [t 1]
11215 | bemory T |abefdef company.con [Tt 1 |
11214 |bemory T [123456780 [t 1]

i ChecChange Settings E Print File i

B Select the file for which you want
to change or cancel the transmis-
sion time.

Change/Stop T¥ File Select file to check/thange

|| Secanning DaterTme Transmission hiode  Destinatian Dest. O
[Toec 128 [Wemory T |Lowpon oFFIce [t s ]
[TToec Titi6 | Confitentl % |L& FacToRY [t 1]
[Toec T1:16 [Wemory T8 [#7Z Coupany [t 1]
[Toec T1:16 [Wemory T8 |abefdef company.con [Tt 1 |
|= iDec. T1:14  [Wemony T [123456780 [t 1]

Print File i Stop Transmission i

ﬂ The recipient appears.

B Press [Change TX time].

Je can be changed.

Print File !

Change T time

i Scanning datedime
H 1712 11: 23
i original | sheets

B Press [Clear], and then re-enter the
transmission time using the
number keys or select [Economy
Time], and then press [OK].

je transmission time with Number keys (24 hr frmat)
hould be transmitted immediately, press [Transmit Mow]

[[23:00

|| Cler | | EconomyTime | 23:00

<Cument Time= 1 1:26

& Note

O If you select [Economy Time], the
economy time already specified
is entered. See p.144 “General
Settings/Adjustment”.

O If you press [Transmit Now], the
file is transmitted immediately.
However, if there is a file on
standby, that file is sent first.

n Press [Exit].

& Note

O Repeat from step B, if you want
to change another transmission
time.

B Press [Exit].
The standby display appears.



Printing a File

Printing a File

If you want to check the contents of a
file that is stored in memory and not
yet sent, use this procedure to print it
out.

& Note
O Confidential Transmission files are
displayed, but cannot be printed.

O You can also print files that have
not been successfully transmitted.

l] Press [Change/Stop TX File].

[ Changeitop TH Flle

99%

B Press [Print File].

Change/Stop TH File Select file to stop transmission

”I Scanning Date/Time  Transmission Mode  Destination Dest. O
[oec 1123 [Wemory T |LOKDON DFFICE LN
[oec 111 | confitenial % LA FacTORY [t 1]
[oec 1116 [hemory T [¥VZ CoMPany [t 1]
[oec 1116 Themory T | abchdef company. con [Tt 1|
[roec 1118 THemory T [0123458789 [t 1]

heckChange Settings § Print File ;

B Select the file you want to print.

Change/Stop TH File Select file to print

”I Scanning Date/Time  Transmission Mode  Destination Dest. O
| 1Dec. 11:23  |MemonyTH [LONDON 0FF ICE [t 3
| 1Dec.  11:18 | Conidential T L& FacTORY [t 1]
| 1Dec. 11:15  |Memory TH [¥VZ CoMPany [t 1]
| 1Dec. 11:16  |Memony T | abcdef conpany.con [Tt 1|
|E 1Dec. 11:14 [Memoy T [123456780 [t 1]

@ Note

O If multiple destinations were
specified, only the number of
unsent messages appears.

O If you want two-sided printing,
press [Print 2 Sides].

O To cancel printing, press [Can-
cel]. The display returns to that
of step B.

ﬂ Press the [Start] key.

& Note

O To cancel printing after pressing
the [Start] key, press [Stop Print-
ing]. The display returns to that
of step B.

B Press [Exit].
The standby display appears.

& Note

O Repeat from step B, if you want
to print another file.
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Resending a File

Machine memory stores messages
that could not be successfully trans-
mitted using Memory Transmission.
Use this procedure to resend these
messages.

5] Preparation
You should select “Store for 24
hours” for “Store a message that
could not be transmitted” in User
Parameters. See p.161 “User Pa-
rameters” (switch 24, bit 0).

& Note

3 Files that could not be transmitted
will be kept for either 24 or 72
hours depending on how you pro-
gram this function. See p.161 “User
Parameters” (switch 24, bit 1).

l] Press [Change/Stop TX File].

[ Changeitop TH Flle

99%

mission

sfination Dest. O File Mo Status

NDON OFF ICE [T 3| tsit| 0030 |Stendiy | [
FACTORY [t 1] “rshts] 028 [Stendby }
7 COMPANY [i 1] st 0027 [T failed | -
cldefconpany. com [Tt 1 | 1sits] 0026 |Standby

23456789 [t 1] “rshts] 0025 [Stendby  {

Transmit Failed File

B Select the file you want to resend.

“TX failed” is displayed for files
that could not be sent.

jain.
stination Dest.  On.

[= ]
= ;
7 COMPANY [L 1] st 0027 |TX failed
[= :]

File Mo Status

l Files under T i
l Print List

rint Li i
] H

& Note

O If multiple destinations were
specified, only the destination
number appears.

O If multiple destinations were
specified, only the number of
unsent messages appears.

ﬂ Press [OK].

@ Note

O To add destinations, press
[Add], and then specify the des-

tinations.

O To cancel transmissions, press
[Cancel]. The display returns to
that of step B).

O Repeat from step B to resend
another file.
B Press [Exit].
The standby display appears.

Transmission starts.



Printing a List of Files in Memory (Print TX File List)

Printing a List of Files in Memory (Print TX

File List)

Print this list if you want to find out
which files are stored in memory and
what their file numbers are. Knowing
the file number can be useful (for ex-
ample when erasing files).

& Note

O The contents of a file stored in
memory can also be printed. See
p-23 “Printing a File”.

l] Press [Change/Stop TX File].

[ Changeriop o Flle

;

B Press [Print List].

mission

stination Dest.  Org.  FileMo Stalus
NDON OFF LCE [T 57T Tt 0020 [Standhy | (e
FACTORY [t 1] “rshte 028 [Stendby
Print List
7 CONPANY [t 1] “rshte] 0027 [Stendby ] -
cldefconpeny.con |1 1 | Isfis] 0026 [Standby |
!

23466799 [t 1] “rshts] 0025 [Standby

& Note

O To cancel printing before press-
ing the [Start] key, press [Can-
cel]. The display returns to that
of step |-

B Press the [Start] key.

& Note

O To cancel printing after pressing
the [Start] key, press [Stop Print-
ing]. The display returns to that
of step B.

ﬂ Press [Exit].
The standby display appears.
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3. Communication

Printing the Journal

The Journal contains information
about the last 50 communications
(maximum) made by your machine. It
is printed automatically after every 50
communications (receptions & trans-
missions).

You can also print a copy of the Jour-
nal at any time by following the pro-
cedure below.

If the machine is installed with the
optional extra G3 interface unit, you
can print the Journal of each line type.

ﬂlmportant

O The contents of a Journal printed
automatically are deleted after
printing. Keep the journal if you
require a record of transmissions
and receptions. You can check a to-
tal of 200 communications (recep-
tions & transmissions) on the

display.
Al

Prints the results of communica-
tions in the order made.

2
o

2
o

Print per File No.
Prints only the results of commu-
nications specified by file number.

< Print per User Code
Prints only the results of commu-
nications through User Code Man-
agement or User Transmission. See
p-9 “User code entry display”, Fac-
simile Reference <Basic Features>
and p.5 “User Transmission”.

Information

& Note

O The setting on the machine can be
changed so that user codes will be
printed instead of user names. For
more information, contact your
service representative.

O The sender name column of the
Journal is useful when you need to
program a special sender. See
p-165 “Special Senders to Treat
Differently”.

3 You can set whether the Journal is
automatically printed after every
50 communications in User Param-
eters. See p.161 “User Parameters”
(switch 03, bit 7).

O You can set whether you print the
Journal by line type. See p.161 “Us-
er Parameters” (switch 19, bit 1).

O You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps @l and B. See
p-145 “Quick Operation Key”.

l] Press [Information].

100%

B Press [Print Journal].
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B Select a printing mode.

Print Journal
Select printing mode

All
@ Select [All].

Print per File No.

@ Select [Print per File No.].
@ Enter a 4-digit file number.

@ Frirting Jourmal
Enter 4 digit file No.,

then press [Start]

—

& Note
O If you make a mistake, press

[Clear] or the [Clear/Stop] key,
and then try again.

Print per User Code

@ Select [Print per User Code].

@ Specify a user code of up to 8
digits using the number keys,
and then press [@].

@ Prirting Journal
Specify user code, then press @,

& Note

O If you make a mistake, press
[Clear] or the [Clear/Stop] key
before pressing [@], and
then try again.

© Check the user name shown on
the display.
ﬂ Press the [Start] key.

& Note
O To cancel a file printing, press
[Stop Printing]. The display re-
turns to that of step BJ.
B press [Exit] twice.
The standby display appears.



Printing the Journal

Journal

1
P 1
* % % Journal (1. Dec.2003 18:38) * * * 7
6 8
5— 1) ABC.COMPAN?i 2
4 —1 2) DESIGN
<TX> (Manual print)
3 ———Date  Time Destination Mode TXtime Page Result  Pers. Name File ——— 11
,,,,,,,,,,,,,,,,,,,,,,,,,,,, . ____No
1. Dec. 14:35 NEW YORK OFFICE G3TESM 031”7 P.1 OK “‘ 0528 ;0
14:36 LONDON OFFICE G3TESM  0°07" P2 OK 0529
14:40 PARIS OFFICE G3TESM  0°01” Pl OK 0530
18:27 --LAN-Fax--> *DM 002" Pl OK DESIGN 0536
18:28 NEW YORK OFFICE G3TEDM 0’53 P.1 OK DESIGN 0536
19:25 aaa@abc.company.com:3 @TS 001" Pl —_— 0537
<RX>
Date Time Sender Mode RXtime Page Result Pers. Name l]ililc
0.
1. Dec. 14:45 PARIS OFFICE G3RES 004" Pl OK 0531
14:49 NEW YORK OFFICE G3RESC 011" P2 OK 0532
15:00 LONDON OFFICE G3RED 003" Pl OK 0533
15:30 LA FACTORY G3RES 002" P1 OK 0534
15:32 BERLIN OFFICE G3REF 003" Pl OK+ 0535
T X Count 00021 R X Count 00020
# @ Batch C : Confidential $ : Transfer P : Polling
M : Memory L : Send later @ : Forwarding E : ECM
S : Standard D : Detail F : Fine U : Super Fine
> : Reduction H : Stored/D.Server * : LAN-Fax + @ Delivery
Q : RX Notice Req. A : RX Notice
AAGO11S
1. Printing date 3. Date

Shows the date and time when the report
is printed.

2. Programmed sender name
Shows the sender name programmed for

printing.

Shows the transmission or reception
date.
4. Time

Shows the transmission or reception start
time.
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5.

K2
0.0

Other end

For fax destinations

e Shows the name (for display) pro-
grammed by the other end.

e Shows the programmed fax
number if the name (for display)
has not been programmed.

¢ Ifneither name nor fax number has
been programmed by the other
end, an entered fax number or a
name programmed in a destination
list is shown for transmissions.

* The space will be blank for recep-
tions.

& Note

O To prioritize a fax number or name
programmed in the destination
list, contact your service represent-
ative.

For Internet Fax destinations

¢ Shows the e-mail address or name
programmed in the destination list
for transmissions.

¢ Shows the number of the destina-
tions after an e-mail address or a
name for broadcasting transmis-
sions.

* When receiving a fax, the e-mail
address of the sender for recep-
tions.

Communication mode

For fax transmissions and receptions
After “T” for outgoing fax or “R” for
ingoing fax, shows a communication
mode. If the optional Extra G3 inter-
face unit has been installed, "G3-1" or
"G3-2" will be shown.

For Internet Fax transmissions and re-
ceptions

After ¢, and "T" for outgoing e-mail
or "R" for ingoing e-mail, the commu-
nication mode appears in alphabetical
letters or symbols. Outgoing e-mail
set for Reception Notice of E-mail Op-
tions bears a "Q", whereas "A" appears
with reception confirmation e-mails.

7. Communication time

Shows time taken for transmissions or re-
ceptions.

8. Number of pages

Shows the number of pages transmitted
or received.

9. Communication result

Shows the result of transmissions or re-
ceptions.

OK: All pages were properly transmitted
or received. When Reception Notice is ac-
tivated using the Internet Fax E-mail Op-
tions, receipt of Reception Notice is
shown.

--: The Internet Fax was document sent to
the mail server programmed in this ma-
chine. (However , this does not mean the
e-mail was delivered.)

Error: A communication error occurred.
D: Power was disconnected during com-
munication. Not all fax messages were
transmitted.

10. User name

Shows the user name programmed for
user code use restriction or User Trans-
mission.

11. File number

Shows file management numbers.



Checking the Transmission Result (TX File Status)

Checking the Transmission Result (TX File
Status)

You can browse a part of the Trans-
mission Result Report on the display.

& Note

o

0

Only the transmission result of the
last 200 communications (recep-
tions & transmissions) are shown.

You can view sent fax messages
and their lists, using a network
computer Web browser. For de-
tails, see the Web browser's Help.

If a transmission is completed
while you are using this function,
the result will not appear. To view
the latest result, exit TX File Status,
and then try again.

You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps @l and B. See
p-145 “Quick Operation Key”.

l] Press [Information].

B Select [TX File Status].

B Check the transmission results.

| THFile Status Displaying transmission file status

Date/Time Destination Qriginal
Dec.  11:35 ABC COMPANY

10ec.  11:25 NEW YORK OFFICE

Dec.  11:22 LOMDON OFFICE

Dec.  10:35 TORONTO OFFICE

10ec.  10:240 # STORE
PARIS OFFICE

Dt

Transmission results are dis-

played, from the latest result
down, in groups of six.

& Note

O When a fax is sent, “Destina-
tion” shows the Own Fax
Number or Fax Header infor-
mation of a receiver. The e-mail
address and name programmed
in the destination list appears in
the "To" field of the sent Internet
Fax document. For a transmis-
sion from a computer, “-—- LAN-
Fax -->" is shown.

ﬂ Press [Exit] twice.

The standby display appears.
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Checking the Reception Result (RX File
Status)

You can browse a part of the Recep-
tion Result Report on the display.

& Note

o

0

Only the reception result of the last
200 communications (receptions &
transmissions) are shown.

You can view received fax messag-
es and their lists, using a network
computer Web browser. For de-
tails, see the Web browser's Help.

If a message is received while you
are using this function, the result
will not appear. To view the latest
result, exit RX File Status, and then
try again.

You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps @l and B. See
p-145 “Quick Operation Key”.

l] Press [Information].

B Select [RX File Status].

B Check the reception results.

| R¥ File Status Displaying reception file status

Date/Time TH Station Qriginal
10ec.  10:40 AEC COMPAMNY 1
10ec.  13:56 MEW *YORK OFFICE 2

1
1

ibec.  13:53 LONDON OFF ICE
10ec.  13:52 X STORE

Reception results are displayed
from the latest result in groups of
SiX.

& Note

O When a fax is received, Trans-
mission Station shows the fax
number of a sender or Fax
Header information. The send-
er's e-mail address appears in
the "From" field of the received
Internet Fax.

ﬂ Press [Exit] twice.

The standby display appears.



Displaying the Memory Status

Displaying the Memory Status

Use this function to display a summa-
ry of current memory usage. Items
shown are the percentage of free
memory space, the number of re-
ceived confidential messages, the
number of files to be sent, the number
of Memory Lock files and the number
of received messages to be printed.

l] Press [Information].

1

99%

g Press [Memory Status].
B Check the memory status.

bdernary Status
Displaying memary stafus.

99 %
5 Files
0 Files
O Files
O Files

- bdemory
* TH Standby File

* Confidential Reception
* blemory Lock
* R Print Standby File

& Note
O “Others” will be displayed:
¢ When storing attachment

files. See p.65 “Sending an
Auto Document”.

e When storing Transfer Re-
quest files. See p.52 “Transfer
Request”.

¢ When storing originals in the
Information Boxes. See p.43
“Storing Messages in Infor-
mation Boxes”.

¢ When sending to the Person-
al Box. See p.41 “Printing
Personal Box Messages”.

O If you have made the machine
save received messages on the
hard disk, see "RX Print Stand-
by File" on the display to check
the number.

B press [Exit] twice.
The standby display appears.
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Printing/Deleting Received and Stored
Documents (Print Stored RX File)

You can print documents that are re-
ceived and stored on the hard disk.
You can also delete unwanted docu-
ments.

This machine

Transmitting station

i

GFJYUSSE

5] Preparation
Make a setting for received and
stored documents before using this
function. See p.186 “Storing or
Printing Received Documents”.

& Note

O If you have selected to store re-
ceived documents and specified an
e-mail address for notification of
receipt, fax reception notification
can be sent to that e-mail address.
See p.187 “Reception Report e-
mail”.

O You can store up to 400 received
documents on the hard disk (800
with the optional fax function up-
grade unit).

O You can view and/or print re-
ceived and stored documents
using a Web browser or Desktop-
Binder V2 Lite. See p.121 “Viewing
Fax Information Using a Web
Browser” or the DesktopBinder V2
Lite's manuals and Help.

Printing Received and Stored
Documents

Use the following procedure to print
documents saved on the hard disk.

& Note
O This function allows you to print

only received and stored docu-
ments.

O You cannot print and delete re-
ceived documents using the Docu-
ment Server function.

O You can specify and print multiple
documents. You can specify a max-
imum of 30 documents at one time.

n Press [Information].

3 press [Print Stored RX File].

BSelect a file to be printed, and
then press [Print].

0ec.  16:16

Original File Mo,
[ ipeforis]|
[ o dpelo112]]




Printing/Deleting Received and Stored Documents (Print Stored RX File)

ﬂ Select the printing mode, and
then press the [Start] key.

& Note

O To cancel printing, press [Can-
cel]. The display returns to that
of step B

O To delete the document after
printing, press [Delete File after
Printing].

O To perform 2-sided printing,
press [Print on 2 Sides] before
pressing the [Start] key.

B press [Exit] twice.
The standby display appears.

Deleting Received and Stored
Documents

Use the following procedure to delete
documents stored on the hard disk.

& Note

O You cannot delete a document
while another person is preview-
ing or printing it using a Web
browser or DesktopBinder V2 Lite.

O You can specify and print multiple
documents. You can specify a max-
imum of 30 documents at one time.

l] Press [Information].

{ FacTory { clsoo

3 press [Print Stored RX File].

BSelect a file to be deleted, and
then press [Delete].

0ec.  16:16

Original File Mo,
[ ipeforis]|
[ o dpelo112]]

ﬂ Press [Yes].

& Note
O To cancel a deletion, press [No].
The display returns to that of
step .
B Press [Exit] twice.
The standby display appears.
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Printing a Confidential Message

This function is designed to prevent
unauthorized users from reading
your messages. If someone sends you
a message using Confidential Trans-
mission, it is stored in memory but
not automatically printed. To print
the message you have to enter the
Confidential ID Code. When your
machine has received a confidential
message, the Confidential File ()
indicator lights.

5] Preparation
Before using this function, pro-
gram your Confidential ID. See
p-184 “Programming a Confiden-
tial ID”.

#Important

O If the main power switch is off
more than one hour, all confiden-
tial messages are deleted. When
this happens, use the Power Fail-
ure Report to identify which mes-
sages have been deleted. See p.190
“Turning Off the Main Power /
When a Power Failure Occurs”.

? Limitation

O You must program the Confiden-
tial ID for Confidential Reception
to work.

& Note

O You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps B and B. See
p-145 “Quick Operation Key”.

n Confirm that the Confidential
File indicator is lit.

[o/m | [
C -

9, nicating (B RET]

Screen i

Contrast pieo*® 1 ¥ [+ Sk

ZFLS150E

B Press [Information].

%

B Press [Print Confidential RX File].

& Note

O If no confidential messages
have been received, the mes-

sage “No reception file.”is
shown. Press [Exit].

ﬂ Enter a 4-digit Confidential ID
using the number keys, and then
press the [Start] key.

@ Printing Confidential reception file
Erter Corfidential D with Murnber keys,
then press [Start]

—

The Confidential ID differs de-
pending on the Sender's specifica-
tions.



Printing a Confidential Message

& Note
O You must enter the Confidential
ID programmed in this ma-

chine, if the received file has no
Confidential ID.

O You must enter the Confidential
ID programmed by the sender.
Confirm the sender's Confiden-
tial ID in advance.

O If the Confidential IDs or Per-
sonal Confidential IDs do not
match, the message “No recep-
tion file under specified
Confidential ID.” appears.
Press [Exit] to cancel the opera-
tion, and then check the Confi-
dential ID or Personal
Confidential ID with the other
party, and then try again.

B Press [Exit].
The standby display appears.

’-'Q'?If you cannot print confidential
files even if the Confidential
File (®) indicator is lit.

The Confidential File indicator also
lights if the machine received a mes-
sage with a SUB Code. Check the Per-
sonal Boxes.

& Note

O Print from the Personal Box, when
a file has been sent from another
party with a SUB Code attached.
See p.41 “Printing Personal Box
Messages”.

Confidential File Report

When this function is turned on, this
report is printed whenever your ma-
chine receives a confidential message.

& Note
O You can turn this function on or off
with the User Parameters. See

p-161 “User Parameters” (switch
04, bit 0).
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Printing a File Received with Memory Lock

This is a security function designed to
prevent unauthorized users from
reading your messages. If Memory
Lock is switched on, all received mes-
sages are stored in memory and are
not automatically printed. To print
the messages, you have to enter the
Memory Lock ID Code. When your
machine has received a message with
Memory Lock, the Confidential File
(E) indicator blinks.

5] Preparation
Before using this function, pro-
gram your Memory Lock ID. See
p-185 “Programming a Memory
Lock ID”.

Before using this function, set
Memory Lock to On. See p.167
“Memory Lock”.

#Important

O If the main power switch is turned
off for more than an hour, all mes-
sages protected by Memory Lock
will be deleted. In that case, the
Power Failure Report will be print-
ed so you can confirm which mes-
sages have been deleted. See p.190
“Turning Off the Main Power /
When a Power Failure Occurs”.

& Note

O If Memory Lock and received doc-
ument storage are both set to on,
Memory Lock is unavailable and
received documents become
stored documents. For details, see
p-186 “Storing or Printing Re-
ceived Documents” and p.34
“Printing /Deleting Received and
Stored Documents (Print Stored
RX File)”.

O Even when Memory Lock is avail-
able, if free memory is insufficient,
reception is not possible.

O You can also apply a Memory Lock
to messages that come only from
certain senders. See p.168 “Pro-
gramming/ Changing Special
Senders”.

O Messages received by Polling Re-
ception are automatically printed
even if this function is switched on.

O You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps B and H. See
p-145 “Quick Operation Key”.

n Confirm that the Confidential
File indicator is blinking.

[o/m | fl

Commu- ¥ Y
2 nicating =) L)
Screen Receive
Contrast File = & i D"

g Press [Information].

2E

ZFLS150E




Printing a File Received with Memory Lock

B Press [Print Memory Lock].

& Note

O If no messages were received
while Memory Lock was
switched on, the message “No

reception file.” is shown.
Press [Exit] .

ﬂ Enter a 4-digit Memory Lock ID
with the number keys, and then
press the [Start] key.

@ Frirting Mernory Lock file.
Enter Mernory Lock D with Number keys,

then press [Start]

L1

& Note

O If the Memory Lock ID does not
match, the message “sSpeci-
fied code does not corre-
spond to programed Memory
Lock ID.” appears. Press [Exit]
and retry after checking the
Memory Lock ID.

B Press [Exit].
The standby display appears.
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Personal Boxes

5] Preparation
Before using this function, set the
Personal Box in advance. See p.174
“Programming/changing Person-
al Boxes”.

Personal Boxes

This function lets you set up the ma-
chine so that incoming messages ad-
dressed to certain users are stored in
memory instead of being printed out
immediately.

Each user must be assigned a SUB
Code (Personal Code) that has been
designated as a Personal Box before-
hand. When the other party sends
their message, they specify the SUB
Code of the receiver. When the mes-
sage is received, it is stored in the Per-
sonal Box with the matching SUB
Code. In order to print a received
message.

This enables several individuals or
departments to share a single fax ma-
chine yet be able to differentiate be-
tween messages. Furthermore, if you
specify a receiver for the Personal
Box, instead of being stored in memo-
ry, incoming messages with this SUB
Code appended are forwarded direct-
ly to the destination you specify. You
can specify a fax number or an e-mail
address. See p.174 “Program-
ming/changing Personal Boxes”.

This machine

Sender Personal Box

Receiver

i SUBCode: 1111 |
| Receiver : -

[>! Receiver : A

i Receiver : B

GFSINBON

* To be able to receive messages into
a Personal Box you must inform
the sender of the SUB Code pro-
grammed for that Personal Box and
ask them to send the message using
SUB Code Transmission with that
SUB Code. See p.49 “SUB Code”.

¢ When messages have been re-
ceived into Personal Boxes, the
Confidential Reception/Memory
Lock indicator lights and the Con-
fidential File Report is printed. See
p-37 “Confidential File Report”.

¢ If a Personal Box is assigned a re-
ceiver, incoming messages are
transferred to that receiver with a
Forwarding Mark stamped on them.
See p.159 “Forwarding Mark”.

e If a receiver is not assigned, print
these messages. See p.41 “Printing
Personal Box Messages”.



Personal Boxes

< SUB Code and SEP Code

SUB Code and SEP Code are IDs
consisting of up to 20 digits, and
can include numbers, #, *, and
spaces. To use this function, you
must program a box and SUB/SEP
Code beforehand. The other party
can send messages to, and retrieve
stored messages from, this box us-
ing the code.

& Note

O This function is not available when
you have set received documents
to be delivered to the network de-
livery server.

Printing Personal Box
Messages

Follow these steps to print a message
that has been received into a Personal
Box.

& Note
O If you print a Personal Box mes-
sage, it is deleted.

nMake sure that the Confidential
File indicator is lit.

[o/m | I
C -

9, nicating (LN RS

Screen i

Contrast Ei?:ewe £ i D‘ 3’\:‘

g Press [Information].

B Press [Print Personal Box File].

ﬂ Select the box with the message
you want to print.

| Personal Box. |

Select Box to print file of.

Lddd
! GEMNERAL AFFAIR

1111
EXPORT DIV¥.

When a password is required

The display appears, when the se-
lected Personal Box password is
set in advance.

& Note

O The password is programmed
in “Key Operator Tools”. See
p-174 “Programming/chang-
ing Personal Boxes”.

@ Enter the password, and then
press [OK].

@ Enter password with Number keys,

then press [OK]

& Note

O If you make a mistake, press
[Clear] or the [Clear/Stop] key
before pressing [OK], and
then try again.

O To cancel entering a pass-
word, press [Cancel]. The dis-
play returns to that of step [J.
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B Press the [Start] key.

& Note

O To stop printing, press [Stop
Printing]. The display returns to
that of step .

B Press [Exit].

& Note
O To print a message in another
Personal Box, refer to step [,
and then try again.
ﬂ Press [Exit].
The standby display appears.



Information Boxes

Information Boxes

5] Preparation
Before using this function, set the
Information Box in advance. See
p-177 “Programming/changing
Information Boxes”.

Information Boxes

Use the Information Box function to
set up the machine as Document
Server. By scanning documents into
Information Boxes, other parties can
receive these messages whenever
they request them.

This machine

Information Boxes

Register
Documents|

=

Print

Receiver

SEP:2222

Transmission
Request

CAH

GFKEIBON

* You can program documents for
this function with “Store/De-
lete/Print Information Box File”.
See p.43 “Storing Messages in In-
formation Boxes” .

¢ For other parties to be able to re-
trieve a message programmed in
an Information Box, you need to
inform them of the SEP Code as-
signed to that Information Box.

¢ When an SEP Code Polling Recep-
tion request is made by another
party, the SEP Code they specify is
matched against the SEP Codes
programmed in that Information
Boxes. If a code matches, the mes-
sage stored in the Information Box
is sent to the other party automati-
cally. See p.49 “SUB Code”.

* You can check the contents of In-
formation Boxes with “Store/De-
lete/Print Information Box File”.
See p.45 “Printing Information Box
Messages”.

* You can set a password for Infor-
mation Boxes in advance. A pass-
word can be set in “Key Operator
Setting”. See p.177 “Program-
ming/changing Information Box-
es”.

Storing Messages in
Information Boxes

Follow these steps to store a message
in an Information Box.

& Note
O One Information Box stores one
file.

O The stored file is not deleted auto-
matically. If you want to delete a
stored file, see p.46 “Deleting In-
formation Box Messages”.

l] Press [Information].

-

BPress [Store/Delete/Print Information
Box File.].
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B Select the box in which you want
to store the file.

Store/Delete,Print Infomation Box File.

Select Box to store file

i AT
| |EXPORT DIY. [ |cEnERAL AFFATR

| Deeerie ; Frirt File ;

& Note

O When there are pre-programmed
files, a file mark is displayed at
the end of the Box Name.

O A message is displayed, when
selecting a box with a file stored
in it. Press [Yes], when changing
the file name. The file stored
originally will be overwritten.

When a password is required

@ Enter the password, and then
press [OK].

@ Erter passwird with Murnber keys,

then press [OK].

& Note

O If you make a mistake, press
[Clear] or the [Clear/Stop] key
before pressing [OK], and
then try again.

O To cancel entering a pass-
word, press [Cancel]. The dis-
play returns to that of step .

ﬂ Place the original, and then select
the scan settings you require.

Ready to Store File p W ooy

Set original, then press [Star] 99%
SEP Code: 3344
Bux name: General Affairs Div.

Fallowing functions can be selected

& Note
3 You can also select the follow-
ing settings:
® Book Fax
¢ Two-Sided Original (The op-
tional ADF is required.)
e Stamp (The optional ADF is
required.)

A Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>
B Press the [Start] key.

The machine starts to scan the orig-
inal.

To stop scanning, press [Stop Scan-
ning]. The display returns to that of

step B.
B Press [Exit].

@ Note

O To store a message in another
Information Box, return to step

38
ﬂ Press [Exit].
The standby display appears.



Information Boxes

Printing Information Box
Messages

Follow these steps to print a message
stored in an Information Box.

l] Press [Information].

{ FacTory { clsoo

gPress [Store/Delete/Print Information
Box File.].

B press [Print File].

ﬂ Select the box that contains the
stored file you want to print.

Store/Delete,Print Infomation Box File

Select 3 Boxcto print file of.

1 EEFH
94 Gereral Affairs |0

1 Store File g Delte Flle ;

& Note

O You cannot select a box that has
no stored file.

When a password is required

@ Enter the password, and then
press [OK].

@ Enter password with Number keys,

then press [OK]

L1

& Note

O If you make a mistake, press
[Clear] or the [Clear/Stop] key
before pressing [OK], and
then try again.

O To cancel entering a pass-
word, press [Cancel]. The dis-
play returns to that of step [J.

B Press the [Start] key.

& Note

O If you want two-sided printing,
press [Print 2 Sides] before press-
ing the [Start] key.

O To stop printing before pressing
the [Start] key, press [Cancel].
The display returns to that of
step [

O To stop printing after pressing
the [Start] key, press [Stop Print-
ing]. The display returns to that
of step @.

B Press [Exit].

& Note
O Repeat from step [ to print an-
other stored file in the box.
ﬂ Press [Exit].
The standby display appears.
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Deleting Information Box
Messages

Follow these steps to delete a file
stored in an Information Box.

l] Press [Information].

gPress [Store/Delete/Print Information
Box File.].

B Press [Delete File].

ﬂ Select the box that contains the
stored file you want to delete.

Store/Delete,Print Infomation Box File

Select 2 Boxto delete file from

1 EEFH
94 Gereral Affairs |0

When a password is required

@ Enter the password, and then
press [OK].

@ Enter password with Mumber keys,
then press [OK]

I—

& Note
O If you make a mistake, press

[Clear] or the [Clear/Stop] key
before pressing [OK], and
then try again.

O To cancel entering a pass-
word, press [Cancel]. The dis-
play returns to that of step [J.

B press [Delete].

& Note

O To stop deleting, press [Do not
Delete]. The display returns to
that of step .

B Press [Exit].

& Note

O Repeat from step [J to delete an-
other stored file in another box.

ﬂ Press [Exit].
The standby display appears.
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Handy Dialing Functions

Chain Dial

Redial

This allows you to compose a tele-
phone number from various parts,
some of which may be stored in
Quick Dials and some of which may
be entered using the number keys.

& Note
0 Maximum length of a telephone or
fax number: 128 digits

O For Memory Transmission and Im-
mediate Transmission, insert a
pause between parts of a number.
For On Hook Dial and Manual Di-
al, no pause is needed.

O You cannot use this function with
Internet Fax transmission.

O The Advanced Features function
programmed in the destination list
is unavailable.

(Example) 01133-1-555333

Assume that 01133 is stored in a
Quick Dial key.

n Place the original, and then select
the scan settings you require.

g Press the Quick Dial key that is
programmed “01133”.

B) Press the [Pause/Redial] key.

B enter [1], [5), [5), (5] (3], [3),
[3]) using the number keys.

B Press the [Start] key.

The machine stores the last 10 desti-
nations specified. If you want to send
a message to a destination which you
sent faxes to recently, the Redial func-
tion saves you time by finding and
entering the destination again.

? Limitation
O The following kinds of destina-
tions are not stored:

e Quick Dials
¢ Group Dials

e Destinations dialed as Receiv-
ing Stations for Transfer Re-
quest

¢ Forwarding terminal of the Sub-
stitute Reception

e Destinations dialed using the
external telephone

® Destinations dialed by Redial
(regarded as already stored in
memory)

e Second and later destinations
broadcasted to

O To redial a fax number, do not dial
any numbers before you press the
[Pause/Redial] key. If you press the
[Pause/Redial] key after entering
numbers using the number keys, a
pause will be entered instead.

& Note

O Redial can be used to specify Inter-
net Fax recipients. To redial e-mail
address, do not enter any charac-
ters before you press [Manual Input].
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n Place the original, and then select
the scan settings you require.

B Press the [Pause/Redial] key.

=OOO
=O 00
i | o)

[

=)
g
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3z
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=
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[

g
S
3

l

ZFLS090E

B Select the destination you want to
redial to.

FRedial Select destination (Last 10 dest.)

e ]2, 1234567890

13:

120123456789

& Note

O Now that the date and time the
original was read appears as a
key, select by pressing it.

O When you press [ProgDest], you
can register a selected recipient
in the destination list.
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Advanced Features

SUB Code

Normally you can only use Confiden-
tial Transmission to send messages to
fax machines of the same manufactur-
er that have the Confidential Recep-
tion function. See p.8 “Confidential
Transmission”. However, if the other
machine supports a similar function
called “SUB Code”, you can send fax
messages to the other party using this
method instead.

& Note
O The ID can be up to 20 digits long.

O You can enter numbers, *, #, and
spaces to program an ID.

O Make sure the number of digits in
the ID matches the specification of
the machine to which you are
sending.

O You can store IDs in destination
lists and Programs. See “Register-
ing a Fax Destination”, General Set-
tings Guide. See p.127 “Registering
and Changing Keystroke Pro-
grams”.

O Messages you send using this
function are marked “SUB” on all
reports.

O This function is not available with
Internet Fax.

n Place the original, and then select
the scan settings you require.

AP Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

gDial the fax number using the
number keys.

B Press [Adv. Features].

-

ﬂ Press [SUB Code].
B Press [TX SUB Code].

B Enter a SUB Code, and then press
[OK].

Enter with Mumber, #, #and space keys.

"SUB Code" appears one line
above [Adv. Features] on the dis-

play.

& Note

O If you make a mistake, press
[Cancel] or the [Clear/Stop] key
before pressing [OK], and then
try again.

ﬂ To enter a password, press [Pass-
word (SID)].

B Enter the password with the
number keys, and then press [OK].

ﬂ Press [Exit].
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m Press the [Start] key.

& Note

O If you use Inmediate Transmis-
sion and the fax machine at the
destination does not support
the SUB Code function, a mes-
sage will appear on the display
to inform you of this. When this
happens, press [OK] to cancel
the transmission.

SID Code

There are times when you may want
to use an “SID” (Sender ID) when
sending confidential faxes with the
SUB Code function.

& Note
O The ID can be up to 20 digits long.

O You can enter numbers, *, #, and
spaces to program an ID.

O You can store IDs in destination
lists and Programs. See p.127
“Registering and Changing Key-
stroke Programs”. See “Register-
ing a Fax Destination”, General
Settings Guide.

O Messages you send using this
function are marked “SID” on all
reports.

SEP Code

Normally you can only use Polling
Reception to receive faxes from ma-
chines that have the Polling Recep-
tion function and the same
manufacturer. However, if a machine
of another manufacturer supports
Polling Reception, you can receive fax
messages from the other party using
this method instead.

You can receive messages that have
the same SEP Code as the SEP Code
you entered.

& Note
O The ID can be up to 20 digits long.

O Make sure the number of digits in
the ID matches the one set on the
machine to which you are sending.

O You can enter numbers, *, #, and
spaces to program an ID.

O You can store IDs in destination
lists and Programs. See “Register-
ing a Fax Destination”, General Set-
tings Guide. See p.127 “Registering
and Changing Keystroke Pro-
grams”.

O Messages you receive using this
function are marked “SEP” on all
reports.

O This function is not available with
Internet Fax.

nDial the fax number using the
number keys.

g Press [Adv. Features].
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B press [SEP Code].
ﬂ Press [RX SEP Code].

B Enter a SEP Code, and then press
[OK].

Enter with Number, # , #and space keys

“SEP Code” appears one line
above [Adv. Features] on the dis-

play.

& Note

O If you make a mistake, press
[Cancel] or the [Clear/Stop] key
before pressing [OK], and then
try again.

B To enter a password, press [Pass-
word (PWD)].

ﬂ Enter the password using the
number keys, and then press [OK].

B Press [Exit].

ﬂ Press [Transmission Mode].

THFile Status |

q R File Status E

[ press [Polling RX].

@ press [Default ID/Free Polling RX],
and then press [OK].

Receiving Polling transmiszion file.
Specity Polling mode

Onerride Polling Reception !

[Polling RX] is highlighted, and
“Deflt ID/Free Poll.” is shown.

& Note
O To cancel Polling RX, press [Can-
cel]. The display returns to that
of step .
m Press [OK].
The standby display appears.

[B Press the [Start] key.

PWD Code

There are times you may want to use
a password when receiving faxes by
polling using the SEP Code function.

& Note

O The password can be up to 20 dig-
its long.

O You can enter numbers, *, #, and
spaces as a password.

O You can store IDs in destination
lists and Programs. See “Register-
ing a Fax Destination”, General Set-
tings Guide. See p.127 “Registering
and Changing Keystroke Pro-
grams”.

O Messages you send using this
function are marked “PWD” on all
reports.
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Transfer Request

Transfer Request allows fax machines
that have this function to automati-
cally transfer incoming messages to
multiple fax destinations. This func-
tion helps you save costs when you
send the same message to more than
one place in a distant area, and saves
time since many messages can be sent
in a single operation.

Transfer Requests can be sent by fax
or e-mail.

The diagram below may make the
concept clearer.

Requesting Receiving Station
Party Transfer @
Station
o—|— ., .+ ["Receiving Station
— n
TGf
ransfer Iy !
Result Report Recelwr{Statmn

GFTRRQIE

The following terminologies are used
in this section:

< Requesting Party
The machine where the message
originates.

< Transfer Station
The machine that forwards the in-
coming message to another desti-
nation.

% Receiving Station
The facsimile or computer that re-
ceived the message from the
Transfer Station.

5] Preparation
Before you can use this function,
you must make the following
preparations:

* Program each Transfer Station
number in this machine (Re-
questing Party) and in the
Transfer Station itself. See p.183
“Transfer Report”.

® Program the same Polling ID in
both this machine (Requesting
Party) and the Transfer Station.
See p.185 “Programming a Poll-
ing ID”.

¢ To send a Transfer Request by
fax, the Transfer Station must be
a fax machine of the same man-
ufacturer and have the Transfer
Station function.

¢ Tosend a Transfer Request by e-
mail, Transfer Station must be a
fax machine of the same manu-
facturer that supports Internet
Fax.

* You cannot use Transfer Re-
quest without programming the
fax number of the Requesting
Party in a Quick Dial or Speed
Dial.

e The Receiving Station's fax
number must be programmed
in the Transfer Station's Quick
Dial, Speed Dial or Group Dial.

& Note

O You can specify up to 500 Transfer
Stations in a Transfer Request.

O You can have up to 30 End Receiv-
ers per Transfer Station. If you
specify a Transfer Station's Group,
the Group counts as a single re-
ceiver.

O You can specify up to 100 Receiv-
ing Stations and Transfer Stations
in total.
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O When a Transfer Request is sent by
e-mail, as soon as the Transfer Sta-
tion completes transfer to all Re-
ceiving Stations, it sends back a
Transfer Result Report by e-mail.
See p.91 “Transfer Result Report
(transfer request by e-mail)”.

O When a Transfer Request is sent by
e-mail to a computer or facsimile
without the Transfer Request func-
tion, that machine receives it as or-
dinary e-mail. It does not transfer
the message nor send an error re-
port back to the Requesting Party.
To send Transfer Request by e-
mail, use a Transfer Station that
supports Internet Fax and has the
Transfer Station function.

O You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps B and 0. See
p-145 “Quick Operation Key”.

n Place the original, and then select
any scan settings you require.

& Note

O When sending a Transfer Re-
quest by e-mail, sent text size is
[Detail], even if [Super Fine] is se-
lected.

O Transfer Requests by e-mail are
sent at A4 width. Wider origi-
nals are reduced to A4 width.

pe Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

g Specify a Transfer Station.

& Note

O Specify whether to enter the
Transfer Station's fax number or
e-mail address directly, or to
use the destination list.

O If you make a mistake, press the
[Clear/Stop] key, and then try
again.

O When a Transfer Request is sent
by e-mail, e-mail options can be
set. See steps B and H on p.52
“Sending Internet Fax Docu-
ments”, Facsimile Reference <Ba-
sic Features>.

A Reference
p-35 “Entering a Fax Number”,
Facsimile Reference <Basic Fea-
tures>

p-37 “Entering an E-mail Ad-
dress”, Facsimile Reference <Basic
Features>

p-38 “Using Destination Lists”,
Facsimile Reference <Basic Fea-
tures>

B Press [Adv. Features].

ﬂ Select [Transfer Req.].
B Press [Receiving Station].
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B Specify a Receiving Station.

Receiving statn ~ Above destination will be transfer station
Specify Quick, Speed, and Group Dial Mo. programed bythe stafion.

_ Total: 0

| #cuickDial ] #¥ Speed Dial 1§ #30¢ Group Dial |

& Note

O You cannot enter Receiving Sta-
tion numbers directly. The
numbers must be stored in des-
tination lists, Speed Dial, or
Groups in the Transfer Sta-
tion(s). To specify a Receiving
Station, use the procedure de-
scribed below.

O To cancel the Transfer Request,
press [Cancel]. The display re-
turns to that of step B

Destination List

© Select [# Quick Dial].

@ Enter the registration number
of the destination list where
the Receiving Station is stored.

For example, to select the regis-
tration number stored in Quick
Dial 01 of the Transfer Station,
enter: [0][1]).

& Note
O You can enter up to five digits.

Speed Dial

© Select [H-¥ Speed Dial].

@ Enter the number of the Speed
Dial code.

For example, to select the

number stored in Speed Dial 12
of the Transfer Station, enter:

(11[2)

Group Dial

@ Select [H¥¥ Group Dial].

@ Enter the number of the Group
number.

For example, to select the
number stored in Group Dial 04
of the Transfer Station, enter:

(o][4]

ﬂ To specify another Receiving Sta-
tion, press [Add].

& Note

(3 Press [A Prev.] or [V Next] to see
the Receiving Stations already
entered. You can select a Re-
ceiving Station from this list and

remove it by pressing [Clear] or
the [Clear/Stop] key.

BWhen you have specified all the
Receiving Stations, press [OK].

g Press [Exit].

1002

0123456789_
Receivg. sin..

100025 k00028
100026 k00029
100027 100030

The Transfer Stations and Receiv-
ing Stations are displayed.

m Press the [Start] key.
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With transfer requests set in the system
settings

You can program a Quick Dial key
with Transfer Station and/or Receiv-
ing Station using the Transfer Re-
quest function in the System Settings.
See “Registering the Transfer Re-
quest”, General Settings Guide.

n Place the original down, and then
select the desired settings.

/O Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

gPress the key programmed with
Transfer Request.

B Press the [Start] key.

{ESetting Multistep Transfer

Program a Transfer Station in a desti-
nation list. When receiving a Transfer
Request that specifies the same Re-
ceiving Station as programmed in the
destination list, this machine sends a
Transfer Request to the programmed
Transfer Station. This function allows
fax messages to be transferred via
multiple stations and makes fax mes-
sage transfer more efficient.

You can program up to 30 Receiving
Stations per Transfer Station. For
more information, contact your serv-
ice representative.
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On Hook Dial

The On Hook Dial function allows
you to dial while hearing tone from
the internal speaker. You can send a
fax checking the connection.

? Limitation

O This function is unavailable for the
optional extra G3 interface unit.

& Note

O This function is unavailable in
some countries.

O If a Transmission Result Report
(Immediate Transmission) is print-
ed, On Hook Dial transmission re-
sults are not mentioned on the
report.

n Place the original, and then select
the scan settings you require.

A Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

g Press the [On Hook Dial] key.

St

On Hook Dial
—
Pause/
Redial

Tone

ZFLS120E

You will hear a low tone from the
internal speaker.

& Note

O If you want to cancel this oper-
ation, press the [On Hook Dial]
key again.

The machine immediately dials the
destination.

& Note

O You can adjust the volume of
the On-hook sound by pressing
[Higher] or [Lower] in the upper
right-hand corner of the dis-
play. The volume can also be
preprogrammed in “General
Settings and Adjustments”. See
p-73 “Adjusting the Volume”,
Facsimile Reference <Basic Fea-
tures> and p.144 “General Set-
tings/Adjustment”.

O If you make a mistake, press the
[On Hook Dial] or [Clear Modes)
key, and then return to step B.

ﬂWhen the line is connected and
you hear a high-pitched tone,
press the [Start] key.

The transmission starts.

& Note

O After transmission, the machine
returns to standby mode.

O If you want to cancel a transmis-

sion, press the [Clear/Stop] key,
and then remove the originals.



On Hook Dial

{EExternal Telephone On Hook
Dial

If you have an external telephone on
the fax machine, you can speak with
the other party when you hear a
voice. If you hear a voice before press-
ing the [Start] key, pick up the exter-
nal telephone and tell the receiver
you want to send a fax message (ask
them to switch to facsimile mode).
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Manual Dial

The external telephone is required.

Pick up the handset of the external
telephone and dial. When the line is
connected and you hear a high-
pitched tone, press the [Start] key to
send your fax message. If, on the oth-
er hand, you hear a voice at the other
end, continue conversation as nor-
mal.

? Limitation

O This function is unavailable for the
optional extra G3 interface unit.

O If Transmission Result Report (Im-
mediate Transmission) is printed,
the result of a transmission with
Manual Dial is not mentioned in
the report.

n Place the original, and then select
the scan settings you require.

A Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>
ﬂ Pick up the external telephone.

You will hear a tone.

B Dial.

The machine immediately dials the
destination.

58

& Note

O If you make a mistake, replace
the external telephone, and then
try again from step B.

ﬂWhen the line is connected and
you hear a high-pitched tone,
press the [Start] key to send your
fax message.

The transmission starts.

& Note

O If you hear a voice, tell the re-
ceiver that you want to send
them a fax message (ask them to
switch to facsimile mode).

B Replace the handset of the exter-
nal telephone.

After transmission, the standby
display appears.
& Note

O If you want to cancel a transmis-
sion, press the [Clear/Stop] key,
and then remove the originals.
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Changing the Line Port

The optional extra G3 interface unit is required.

When the extra G3 interface unit is in- < Multi-port

stalled, you can connect to a maxi-
mum of two ports.

& Note

O When you install the extra G3 in-
terface unit, you can specify the
line port home position from
“General Settings and Adjust-
ment”. See p.144 “General Set-
tings/Adjustment”.

O When sending a fax, you can select
the line port if dialing with the
number keys or Chain Dial.

G3

G3 is selected after power up or
when the machine is reset. If you
install the extra G3 interface unit,
you can select “G3-1”, “G3-2”, or
“G3 Auto”depending on the
number of the installed unit.

2
o

100%]

Total

0

| elect Line

When the extra G3 interface unit is
installed, communications can
take place simultaneously through
two lines at once.

The following list shows protocol
combinations available for each
line type.

Option Available | Available
line types | protocol
combinations

Without PSTN G3
option

Extra G3 | PSTN+ G3+G3
interface | PSTN

unit
& Note

0O A maximum of two communi-
cations can take place simulta-
neously.

O You cannot perform two Imme-
diate Transmissions simultane-
ously.

O If two communications are in
progress, the display shows the
first communication that was
initiated.

l] Press [Select Line].
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g Select the line you want to use.

When one optional extra G3 unit is
installed.

100%]

& Note

O If you select “G3 Auto”, the ma-
chine will use any available line.
This increases efficiency.

B Press [Exit].
The standby display appears.
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Sub Transmission Mode

Book Fax

Use to send book originals from the
exposure glass. Pages are scanned in
the order shown below.

> (12

Exposure glass

THYS980E

? Limitation

O Place the original on the exposure

glass. You cannot use the optional
ADF.

O Depending on paper sizes availa-
ble in the destination machine, the
message may be reduced when
printed at the other end.

& Note

O You can have bound originals
scanned as left or right page first.
You can set which page (left or
right) the machine scans first as de-
fault with the User Parameters. See
p-161 “User Parameters” (switch
06, bit 6).

O When using the Internet Fax func-
tion, documents transmitted are
sent at A4 width. Documents larg-
er than A4 are reduced to A4
width. See p.13 “Placing Origi-
nals”, Facsimile Reference <Basic
Features>.

n Place the original on the exposure
glass, and then select the scan set-
tings you require.

AP Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

B press [Sub TX Mode].

THFile Stalus

Rt File Status i

Sub TH Mode

LOD0EST 000767 EGG057 g EiEy
BERLIN O NEW YORK J TORONTO § XY2Z COWP
FFICE OFFICE $0FFICE 3 ANY

B press [Book Fax].

ﬂ Select the size of the original.

Transmitting book type original in left and right halves.

Specity original Size and transmission mode.

& Note

O To cancel this mode, press [Can-
cel]. The display returns to that
of step B.

O If you select A3, the original will
be sent using Image Rotation
Transmission. See p.80 “Trans-
mission with Image Rotation”.
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B Select [From first Page] or [From sec-

ond Page], and then press [OK].

Transmitting book type original in left and right hatves.
Specity original size and transmission mode

[T~ L]] Ul

The selected original size is shown
above the highlighted [Book Fax].

& Note

(3 Select [From first Page] to send a
book original from the first
page.

O Select [From second Page] if you
want to send a cover letter as the
first page.

O To cancel this mode, press [Can-
cel]. The display returns to that
of step B

B Press [OK].

ﬂSpecify a destination, and then

press the [Start] key.

& Note

O When sending more than one
page, place the originals indi-
vidually, one after the other,
pressing the [Start] key after
each page.

O After the last original has been
scanned, press [@].

O If [@] is not pressed, the ma-
chine will automatically start
sending the documents, 60 sec-
onds after the last original has
been scanned.

Two-Sided Transmission
(Double-Sided Transmission)

The optional ADF is required.

Use this function to send two-sided
originals.

& Note

O Originals placed on the exposure
glass cannot be sent.

O The front and back of the scanned
original will be printed in order on
separate sheets at the other end.
The orientation of alternate sheets
may be reversed at the other end. If
you want to print the original with
the same orientation at the other
end, specify the “Original Posi-
tion” and “Page Opening Orienta-
tion”.

Original_&>Original positionel>Pege oeting ornentaion]Output at te other end]

Top to Top 7R
©

Top to Bottom

el -G
oum=)

Top to Top

Top to Bottom

A3, B4 JIS, A4, 11" x 17", 8'/2" x 14", 812" x 11"

i ) i | i el

Top to Top

Top to Bottom

Top to Top

B5 JIS, A5, 8'2" x 5'/2"

Top to Bottom

)

GHPY020E
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GHPY030E

See p.80 “Transmission with Im-
age Rotation”

O This function is only available with
Memory Transmission.

O This function is only available with
the ADF.

O You can confirm whether both
sides were properly scanned using
the Stamp function. See p.73
“Stamp”.

O You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps B and B. See
p-145 “Quick Operation Key”.

n Place the original in the ADF, and
then select the scan settings you
require.

AL Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

B3 press [Sub TX Mode].
Original =>Original position==>Page opening orinentafion | Output at the other end|
a Top to Top
A
= ;‘;E Top to Bottom | TRFile Status
x l Ri File Status E
P :
:
< Top to Top
- T ; Sub TH Mode
DETROIT ' SAM FRANJ SVONEY OFLA FACTO
=9 FACTORY JCISCO  FFICE i e F
3% Top to Bottom J H o ..

B press [2 Sided Original].

ﬂ Specify the original position.
Check the orientation of the placed

document, and then press [Ez] or
=],

2 Sided TH Transmitting Z Sided original. Select position, page opening orientation|

and transmission mode.
”
2

COriginal Position Page Opening Orientation

& Note
O Make sure that the specified
original position matches the

orientation of originals loaded
in the ADF.

B Specify the page opening orienta-
tion from [Top to Top] or [Top to Bot-
tom].

2 Sided TH Transmitting Z Sided original. Select position, page opening orientation|

and transmission mode.
”
2

COriginal Position Page Opening Orientation

Ti

Top to Battomn
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B Specify the transmission mode
from [2 Sided from 1st Page] or [1 Sid-
ed for 1st Page], and then press
[OK].

mitting Z Sided original. Select position, page opening orientation
mode

Page Openir

Sided for 1st Page

The selected original position and
page opening orientation are
shown above the highlighted [2
Sided Original].

& Note
O To cancel this mode, press [Can-
cel]. The display returns to that

of step B.

3 Select [2 Sided from 1st Page] to
send a two-sided original from
the first page.

O Select [1 Sided for 1st Page] if you
want to send a cover letter as the
first page.

B press [0k,

B Specify the destination, and then
press the [Start] key.

Standard Message Stamp

Use this function to stamp a standard
message at the top of the first original
sent.

There are four types of standard mes-
sages: “Confidential”, “Urgent”,
“Please phone”, and “Copy to corres.
section”

You can also program other messag-
es.

& Note

O While this function is in use, the
third line of the Label Insertion is
not printed. See p.76 “Program-
ming the Label Insertion”.

O When there is an image around the
area where the standard message
is to be stamped, that image is de-
leted.

O To program a standard message,
use the Program/Change/Delete
Standard Message function. See
p-151 “Programming, Changing,
and Deleting Standard Messages”.

n Place the originals, and the select
the scan settings you require.

A Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

g Press [Sub TX Mode].

100%

Transmission hode

Sub TX hode
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B Press [Std. Message].

ﬂ Select the standard message to be
stamped, and then press [OK].

Please phone

Copyto corres, section

The selected standard message is
shown above the highlighted [Std.
Message].

& Note

O To cancel the selection, press
[Cancel]. The display returns to
that of step B.

O Programmed standard messag-
es are shown in the keys.

O The machine cannot stamp mul-
tiple standard messages.

B Press [OK].

B Specify the destination, and then
press the [Start] key.

Sending an Auto Document

If you often send a particular page to
people (for example a map, a stand-
ard attachment, or a set of instruc-
tions), store that page in memory as
an Auto Document. This saves res-
canning every time you want to send
it.

You can fax an Auto Document by it-
self, or attach it to a normal fax mes-
sage.

5] Preparation
You need to register an Auto Doc-
ument. See p.152 “Storing, Chang-
ing, and Deleting an Auto
Document”.

& Note

O You can attach one Auto Docu-
ment to each transmission.

O You can store up to 6 Auto Docu-
ments (up to 18 with the optional
expansion memory installed). See
p-152 “Storing, Changing, and De-
leting an Auto Document”.

O Files with Auto Documents are
sent by Memory Transmission.

O When sending an Auto Document
with other files, the Auto Docu-
ment is sent first.

O Storing Auto Documents reduces
the amount of free memory slight-
ly. Unless you delete the docu-
ment, free memory will not return
to 100%.

O You can print an Auto Document
currently stored in memory. See
p-66 “Printing documents stored
as Auto Documents”.

O You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps B and H. See
p-145 “Quick Operation Key”.
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n Place the original, and then select
the scan settings you require.
A Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

& Note

O When you fax an Auto Docu-
ment, start from step |-

B press [Sub TX Mode].

R File Status E
Sub TH Wode

B Press [Auto Document].
ﬂ Select an Auto Document file,
and then press [OK].

When you fax an Auto Document
by itself, press [TX Stored File(AD)
Only], and then press [OK].

Auto Document  Transmitting with original. Select file

| 1 ner Tl oa]xe

Lax
HE

The selected file name is shown
above the highlighted [Auto Docu-
ment].

@ Note

O Programmed Auto Documents
are shown in the keys.

O To cancel the Auto Document,
press [Cancel]. The display re-
turns to that of step B.

B Press [OK].

B Specify the destination, and then
press the [Start] key.

Printing documents stored as Auto
Documents

This function is used for printing doc-
uments stored as Auto Documents.
This function is very convenient as it
can be used for checking the contents
of stored files.

BD press [sub TX Mode].

R Status E
Sub T Mode

B Press [Auto Document].

B Select an Auto Document file to be
printed, and then press [Print File].

futo Document  Transmitting ‘with original. Select file.

& Note

O To cancel the Auto Document,
press [Cancel]. The display re-
turns to that of step BJ.
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ﬂ Press the [Start] key.
Once printing is completed, the
display returns to that of step B.

& Note

O To cancel printing after pressing
the [Start] key, press [Stop Print-
ing]. The display returns to that
of step B

B Press [Cancel].

& Note

3 You can also send Auto Docu-
ments. See p.65 “Sending an
Auto Document”.

B Press [OK].
The standby display appears.

Sending a Stored File

Use this function to send documents
stored in the Document Server. You
can specify and send multiple docu-
ments, and also send them with
scanned originals all at once.

You can also print stored originals
with [Print File]. See p.70 “Printing
stored documents”.

This machine

Document
Server

(Original + stored file)
=
[ [+]e]¢]

GHPY010E

][]

5] Preparation

Store the documents to be sent in
advance. You can program a pass-
word for this function. You can
change the user names, file names,
and passwords of stored docu-
ments. See p.131 “Using the Docu-
ment Server”, and p.134
“Changing Information of Stored
Documents”.

& Note

O Received fax documents are stored
and categorized as stored recep-
tion files. See p.34 “Printing/De-
leting Received and Stored
Documents (Print Stored RX File)”.

O You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps @l and B. See
p-145 “Quick Operation Key”.
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Sending stored documents

The machine sends documents stored
in the Document Server.

The documents stored in the Docu-
ment Server can be sent again and
again until they are deleted. Once
sent, documents are stored in the
Document Server. Therefore, you can
send them in just one operation with-
out having to set your originals again.

? Limitation

O You cannot use the following
transmission methods:

¢ Free Polling Transmission

e Default ID Transmission

e ID Override Transmission

¢ Immediate Transmission

¢ Parallel Memory Transmission
¢ On Hook Dial

e Manual Dial

& Note

O You can specify and print multiple
documents. You can specify a max-
imum of 30 documents at once.

O The machine can send a total of
1,000 pages in one operation.

O The specified documents are sent
with the scan settings made when
they were stored.

n Press [Sub TX Mode].

|
,

R¥ File Status

Sub T Wode

g Press [Select Stored File].

B Select the documents to be sent.

Select file to transmit, then press [OK]

§ Date {rage|
[roee. [ 1]

[roee. [ 1] "

| UserName  § " File Mame

© [ [SALES DIVISION |Féton0z

© [ [DOMESTIC DIVISIO|Fétonn T

£ Eorigi. + Stored File E Stored file + £ Origi 3 Managedelete File E

& Note

O When multiple documents are
selected, they are sent in the or-
der of selection.

O Press [TX Order] to arrange the
order of the documents to be
sent.

O Press [File Name] to place the
documents in alphabetical or-
der.

O Press [User Name] to place the
documents in order by pro-
grammed user name.

O Press [Date] to place the docu-
ments in order of programmed
date.

Specifying documents from the
file list

@ Press [A Prev.] or [V Next] to dis-
play the documents to be sent.

@ Select the file name.
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Specifying documents from the
User Name

Specifying documents from the
file name

@ Select [Search by User Name].

Select Stored File Select file to transmit, then press [OK]

@ Select [Search by File Name].

Select Stored File Select file to transmit, then press [OK]

[ Oserviame ¥ Filetlame | Date

f || seles DvisTan Traoio2 [ Tbe:

[ Search by User Name

| H[DOMESTIC DIVISIO [FAX0001 | “1ec

@ Select the user name of the pro-
grammed document, and then
press [OK].

Search User Mame -
E Cle

TR EEEE R R

LONDON OFFICE §  Donald ] Blex Al

4C-NET | Dorathy Frank

\ 1
\ i i
[ otfice § Hark T ueftrer |
\ i i

Lopez 1 Hewin Harry

& Note
O To search by user name,
press [Non-programmed Name],
and then enter the user
name. Partial matching is
used when searching for a
user name. See p.165 “Special
Senders to Treat Different-
ly”.
© Select the file name to be sent.

| Userhame § FileMame  f Date

| [ SALES DIVISION |Fax0002 [

| 1 [DOMESTIC DIVISIO [FAX0001 [

Search by User Name

I cl0rigi + Stored File E Stored file + £ Origi i

@ Enter the name of the docu-
ment to be sent, and then press
[OK].

& Note

O Partial matching is used
when searching for a file
name. See p.165 “Special
Senders to Treat Differently”

© Select the file name to be sent.

ﬂlf you select a document with a

password, enter the password,
and then press [OK].

@ Enter password with Nurnber keys,

then press [OK]

If the document does not have a
password, proceed to step B.
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B When you want to add your origi-
nals to stored documents and
send them all at once, press [(]
Origi. + Stored File] or [Stored file + (]
Origi.].

It or mote files are selected, they will be transmitted together.

| Uservame T FileMame ] Date {Page] TX Oner

When sending only stored docu-
ments, proceed to step 3.

& Note

O When [€] Origi. + Stored File] is
pressed, the machine sends the
originals and then stored files.
When [Stored file + (] Origi.] is
pressed, the machine sends the
stored files and then originals.

O The added originals are not
stored.

ﬂ Press [OK] twice.

& Note

O To add an original to stored
documents, place the original,
and then select any scan settings
you require.

ﬂ Specify the destination, and then
press the [Start] key.

70

Printing stored documents

Use this function to print documents
stored in the Document Server.

& Note

O Only documents stored using the
facsimile function can be printed.

O You can print documents saved
from the copy or the printer func-
tion with the Document Server.
You cannot print documents saved
from the scanner function with this
mode.

O You can also print the first page
only to check the content of the
original.

O You can specify and print multiple
documents. You can specify a max-
imum of 30 documents at one time.

n Press [Sub TX Mode].

100%

Edi0zs] [T [GHTES M O]
BERLIN O NEW YORK ] TORONTO ¥ XYZ COMP
FFICE OFFICE J0OFFICE  FANY

B Press [Select Stored File].

B Select the document to be printed.

Select file to transmit, then press [OK]

| UserName § FieMame  § Date |Pagel

© [ [SALES DIVISION |Féton0z [roee. [ 1]

© [ [DOMESTIC DIVISIO|Fétonn T [ [ 1] | 1p

£ Eorigi. + Stored File E Stored file + £ Origi 3 Managedelete File E
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& Note

O The documents stored using the
facsimile function appear on the
display.

O Press [File Name] to place the

documents in alphabetical or-
der.

O Press [User Name] to place docu-
ments in order of programmed
user name.

O Press [Date] to place the docu-
ments in order by the pro-
grammed date.

O To see details of the selected
document, press [Detail]. To re-

turn to the standby menu, press
[Select File].

Ittwo or more files are selected, they will be transmitted together.

P File name = Storage method
| FAs0002 @ Facsimile
M- Llser name:
SALES DIYISION
- Stirage time
1/0ec /2003 14:04
»Site W Pages
hkrg 1
Teoer 11 f & %
[ Origi. + Stored File ; Stored file + {1 Origi. ;

Selecting a document from file list

@ Select the file name.

& Note

3 Press [A Prev.] or [V Next] to
display the document to be
sent.

Specifying a document from the
User Name

@ Select [Search by User Name].

Select Stored File Select file to transmit, then press [OK]

| Userhame § FileMame  f Date

| [ [SALES DIYISION |FAX0002 [
| 1 [DOMESTIC DIVISIO [FAX0001 [

Search by User Name

I cl0rigi + Stored File E Stored file + £ Origi i

@ Press the user name of the doc-
ument to be sent, and then
press [OK].

| Search User Mame:
Cle:

B3R R B R TR

| Lonpon oFFIcE | Donald ] Alex ] all
P secnEr 1 Dorothy | Frank [
FWraffice ) ark I e
L Lopez ] Kevin ] Harry ]

& Note

O To search by user name,
press [Non-programmed Name],
and then enter the user
name. User name searches
using partial matching.

A Reference
“Entering Text”, General Set-
tings Guide
© Select the file name.
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Specrfymg a document from the B Press [Print File] or [Print 1st Page].

file name When [Print File] is pressed, the ma-
- chine prints all the pages. When
@ Press [Search by File Name]. [Print 1st Page] is pressed, the ma-
chine prints only the first page.
Select Stored File Select file to transmit, then press [OK]
[ Terreme . J Fiktame J Date ? Limitation
B | G ovisIon JRasdo: [ 139; 3 When [Print 1st PGQE] is selected,
T | H[DOMESTIC DIVISIO [FAX0001 | nec originals larger than A4 size are
printed after they are reduced
' to A4 size.
O The machine can print up to 30

files using the Print 1st Page

@ Enter the file name to be print- function.
ed, and then press [OK].

& Note
O To print both sides, press [Print 2
Sides].

O To cancel printing, press [Can-
cel].

B Press the [Start] key.

& Note
O When only the first page is
& Note printed, the file name is printed
) Partial matching is used to at the top Of the paper'

search for the file name.

O To cancel printing after pressing

AP Reference the [Start] key, press [Stop Print-
“Entering Text”, General Set- ing].
fings Guide ﬂ Press [OK] twice.

© Select the file name. The standby display appears.

ﬂlf you select a document with a
password, enter the password,
and then press [OK].

@ Enter password with Mumber keys,
then press [OK]

I—

If the document does not have a
password, proceed to step B.
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Stamp

The optional ADF is required.

When sending a fax message using
the ADF, the machine can stamp a cir-
cle mark at the bottom of the original.
When sending a two-sided docu-
ment, the document is marked at the
bottom of the front page and top of
the rear page. This stamp indicates
that the original has been successfully
stored in memory for Memory Trans-
mission, or successfully sent by Im-
mediate Transmission.

<«—— Scan

<

O~

ZHPX020E

& Note

O Stamp only works when scanning
from the ADF.

O When the stamp starts getting
lighter, replace the cartridge. See
p-193 “Replacing the Stamp Car-
tridge”.

0O If a page was not stamped even
though the Stamp function is
turned on, you need to resend that
page.

O If you use this function often, you
can set the default in General Set-
tings and Adjustment so that this
function is always on. In this case,
Stamp can easily be turned off for
any single transmission by press-
ing [Stamp]. See p.144 “General Set-
tings/Adjustment”.

O A paper jam during Parallel Mem-
ory Transmission may cause the
transmission to be failed even if
stamping is performed.

O You cannot turn the Stamp func-
tion on or off while a document is
being scanned.

n Place the original, and then select
the scan settings you require.

A Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>

B press [Sub TX Mode].

THFile Status |

B Press [Stamp], and then press [OK].

& Note
O To cancel the stamp, press

[Stamp] again before pressing
[OK].

ﬂ Specify the destination, and then
press the [Start] key.
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Transmission Options

This section describes various func-
tions that you can switch on and off
for any particular transmission, fol-
lowing the procedures given here.

In addition, if you frequently use a
certain option configuration, you can
change the default home position (on
or off) of each option.

Fax Header Print

In some cases, you may want the oth-
er party to receive an unmarked copy
of your original. To do this, switch
Fax Header off.

When the Fax Header is set to “ON”,
the stored name is printed on the re-
ceiver's paper.

You can store two Fax Headers; “First
Name” and “Second Name”.

For example, if you store your depart-
ment name in one and your organiza-
tion name in the other, you could use
the first when sending internal faxes
and the second for external faxes.

& Note

O If you used the number keys to
specify the receiver, the first head-
er name will be printed on the re-
ceiver's paper.

O You can program fax header
names using the Program Fax In-
formation function.

3O You can select whether or not
dates, fax header names, file num-
bers, or page numbers are printed
by changing their respective User
Parameters. (switch 18, bit 3,2,1, 0)
See p.161 “User Parameters”.

O You can program one of the Quick
Operation keys with operations for
this function.

Label Insertion

With this function you can have the
receiver name printed on the message
when it is received at the other end.
The name will be printed at the top of
the page and will be preceded by
“To”. You can also cause the text pro-
grammed as a standard message to be
printed. See p.151 “Programming,
Changing, and Deleting Standard
Messages”.

& Note

O When there is an image around the
area where the Label is to be print-
ed, that image is deleted.

O You can program one of the Quick
Operation keys with operations for
this function.

Sender Stamp

When there is data, such as the user
name and department name, pro-
grammed into the user code, you can
have the machine print a sender
stamp on the right edge of your pa-

per.

& Note

O Enter the user name in System Set-
tings. See “Registering a New User
Code”, General Settings Guide.
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Reduced Image Transmission

Using this function, your message is
sent at a reduced size (93%) with a
blank margin on the left.

Transmitter
| (This machine)

:g Receiver _
H i A

(Reduction)

GFSMALON

& Note

O This function is unavailable with
Immediate Transmission, or speci-
fied transmission of a stored docu-
ment.

O Image Rotation is unavailable with
this function.

Auto Reduce

When this function is turned on, if the
receiver's paper is smaller than the
paper you are sending on, the mes-
sage is automatically reduced to fit
onto the paper available at the other
end.

Transmitter
(This machine)

':I; Receiver
o} —. @ﬂ
Reduction

ND1X02E0

ﬂlmportant

O If you turn this function off, the
scale of the original is maintained
and some parts of the image may
be deleted when printed at the oth-

er end.

Default ID Transmission

A\

ND1X02E1

If you turn this function on, transmis-
sion will only take place if the desti-
nation's Polling ID is the same as
yours. This function can stop you ac-
cidentally sending information to the
wrong place (you need to coordinate
Polling ID's with the other party).

& Note

O You can program one of the Quick
Operation keys with operations for
this function.

Selecting transmission options for a
single transmission

n Place the original, and then select
the scan settings you require.

A Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

p-30 “Scan Settings”, Facsimile
Reference <Basic Features>
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B press [Sub TX Mode].

TH File Status

R File Status E
Sub TH Wode

B seiect [Options].

ﬂ Select options to be set up.

Option Sefting Set functions

W Fax Header Print i 1 »Feducd Image T><

- Lahel Insertion Programed MName 3 W Auto Reduce

- Stamp Sender Mame K Mo Stamy W Default 1D TH i

Set functions.

Programed Mame P éiuto Reduce

X Mo Stamp W Default 1D TH

& Note
O To close the option settings,
proceed to step B.

Programming the Fax Header
Print

@ Press [ON] for Fax Header Print.

& Note

O Press [OFF] if you do not
want to print the sender
name.

Programming the Label Insertion

@ Press [Programed Name] for La-
bel Insertion.

& Note
O Press [OFF] if you do not
want to insert a destination.

Programming the Stamp Sender
Name

@ Press [Change] for Stamp Send-
er Name.

@ Press the name of the user to be
stamped, and then press [OK].

e —

w8 ] eo f e ek orw foum Fooen | omeT

[ Donald [ dlex | #llen | Towo o

1 vorethy ] Frark | Jores | I

[ Nark 1 derires ] denniter ] Bira

Kevin Harry Bobr §  ABC COME

& Note

O The set user name is dis-
played when the user code
has been stored. See “Regis-
tering a New User Code”,
General Settings Guide.

O You can switch titles by
pressing the title keys.

O To stamp a non-programmed
user name, press [Non-pro-
grammed Name], and then en-
ter the user name.

O If you do not want to stamp
the sender's stamp, press [*Do
not Stamp].
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Programming the Reduced
Image Transmission

@ Press [ON] in for Reduced Im-
age TX.

& Note

O Press [OFF] if you do not
want to do a reduced trans-
mission.

Programming the Auto Reduce

@ Press [ON] for Auto Reduce.

& Note

O Press [OFF] if you do not
want to use the Auto Reduce
function.

Programming the Default ID
Transmission

@ Press [ON] for Default ID TX.

& Note
O Press [OFF] if you do not
want to use ID transmission.

B Press [OK] twice.

B Specify the destination, and then
press the [Start] key.
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More Transmission Functions

If Memory Runs Out While
Storing an Original

If you run out of memory while stor-
ing an original (free space reaches
0%), the message “Memory is full.
Cannot scan more. Transmitting
only scanned pages.” is displayed.

Press [Exit] to transmit stored pages
only.

& Note

O In default, scanned pages are sent.
To change the settings to delete
scanned pages, contact your serv-
ice representative.

Parallel Memory Transmission

This function dials while the original
is being scanned. Standard Memory
Transmission stores the original in
memory, then dials the destination.
Parallel Memory Transmission al-
lows you to quickly determine
whether a connection was made. In
addition, this function scans the orig-
inal faster than Immediate Transmis-
sion. This is useful when you are in a
hurry and need to use the original for
another purpose.

? Limitation

0O Standard Memory Transmission is
used instead of Parallel Memory
Transmission in the following cas-
es:

¢ When the line is busy and could
not be connected to

e With Send Later

¢ When you store an original for
Memory Transmission while
another communication is in
progress

e When two or more destinations
are specified

¢ When you send only an Auto
Document

¢ When the first page of an origi-
nal is placed on the exposure
glass

e When you send messages
stored in the Document Server

& Note

O You can turn this function on or off
with the User Parameters. See
p-161 “User Parameters” (switch
07, bit 2).

0O Standard Memory Transmission
may be used instead of Parallel
Memory Transmission depending
on the optional equipment in-
stalled if there is not enough free
memory left.

O If you use this function, the Memo-
ry Storage Report will not be print-
ed.

O If the [Clear/Stop] key is pressed,
an original will jam or memory
will run out during Parallel Mem-
ory Transmission stops. The Trans-
mission Result Report is printed
and files are deleted.

O When Parallel Memory Transmis-
sion is used, the total number of
originals in “Fax Header Print” is
not automatically printed.
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Checking the Transmission
Result

¢ Turn the Transmission Result Re-
port on if you want a report to be
printed after every successful
transmission. See p.83 “Transmis-
sion Result Report (Memory
Transmission)”.

¢ If you leave the Transmission Re-
sult Report off, the report will not
be printed after every transmis-
sion. However, if a transmission
fails, a Communication Failure Re-
port will be printed instead. See
p-83 “Transmission Result Report
(Memory Transmission)” and p.84
“Communication Failure Report”.

¢ You can also check the transmis-
sion result by examining the Jour-
nal. See p.27 “Printing the
Journal”.

* You can either print or scroll
through the Journal on the display.
See p.31 “Checking the Transmis-
sion Result (TX File Status)”.

Automatic Redial

If a fax message could not be trans-
mitted because the line was busy or
an error occurred during transmis-
sion, redialing is done five times in
five minutes intervals (these figures
vary according to which country you
are in).

If redialing fails after four redials, the
machine cancels the transmission and
prints a Transmission Result Report
or Communication Failure Report.
See p.84 “Communication Failure Re-
port”. and p.83 “Transmission Result
Report (Memory Transmission)”.

Batch Transmission

If you send a fax message by Memory
Transmission and there is another fax
message waiting in memory to be
sent to the same destination, that
message is sent along with your orig-
inal. Several fax messages can be sent
with a single call, thus eliminating the
need for several separate calls. This
helps save communication costs and
reduce transmission time.

Fax messages for which the transmis-
sion time has been set in advance are
sent by batch transmission when that
time is reached.

& Note
3 You can turn this function on or off
with the User Parameters. See

p-161 “User Parameters” (switch
14, bit 2).

O The originals to be transmitted at a
specific time will be sent at that
time.

O If fax memory is overloaded, mes-
sages may not be sent in the order
they were scanned.

Dual Access

The machine can scan other messages
into memory even while sending a
fax message from memory, receiving
a message into memory, or automati-
cally printing a report. Since the ma-
chine starts sending the second
message immediately after the cur-
rent transmission ends, the line is
used efficiently.

& Note

O Note that during Immediate
Transmission or when in User
Tools mode, the machine cannot
scan an original.
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Transmission with Image
Rotation

Generally, place A4, 8!/,"x11" origi-
nals in the landscape orientation (I7).
If you place an A4, 81/,"x11" original
in the portrait orientation ([J), the
image will be sent rotated by 90°. Pro-
viding the receiver has A4, 8'/,"x11"
landscape paper ([7), the message
will be printed the same size as the
original.

& Note
O This function is unavailable with
Immediate Transmission.

O When Image Rotation is used, all
messages are sent by normal Mem-
ory Transmission.

O This function is unavailable when
using Mixed Original Sizes.

Simultaneous Broadcast

The optional extra G3 interface unit is re-
quired.

The Standard Broadcast function
sends faxes one at a time to multiple
destinations in the order of specified
destinations.

The Simultaneous Broadcast func-
tion, however, can simultaneously
send faxes to multiple destinations
using different lines.

This results in a shorter overall trans-
mission time.

Receiver

IR
‘
‘
‘
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& Note
O This function can use a maximum
of two lines simultaneously.

O When using the optional extra G3
interface unit, if you set the line se-
lection as “G3 Auto” beforehand,
the machine will use whichever G3
line is not busy. This increases effi-
ciency.



More Transmission Functions

JBIG Transmission

Transmitting Journal by E-mail

The optional fax function upgrade unit is
required.

If you use JBIG (Joint Bi-level Image
Experts Group) compression, you can
send photographic originals faster
than with other methods of compres-
sion. You can only use this function
with G3 line type.

pe Reference
p-31 “Original Type”, Facsimile Ref-
erence <Basic Features>

? Limitation

O This function requires that the oth-
er party's fax machine has both the
JBIG function and ECM function
(G3 communication only).

O Unavailable when using Internet
Fax.

& Note

O When the optional extra G3 inter-
face unit is installed, JBIG recep-
tions of G3-2 line is standard.

O If ECM is turned off, JBIG Trans-

mission is unavailable. See p.160
“ECM (Error Correction Mode)”.

5] Preparation
To transmit the Journal by e-mail,
it is necessary to make settings
with User Parameters. See p.161
“User Parameters” (switch 21, bit
4).
The Journal is automatically transmit-
ted to an e-mail address of the admin-
istrator by every 50 communications.
A CSV format Journal is attached to
the e-mail. See “Settings You Can
Change with User Tools - File Trans-
fer”, Network Guide.

#Important

O This machine does not store sent
CSV files. It is recommended that
you double-check the e-mail ad-
dress of an administrator before
the Journal is transmitted. If the e-
mail address of the administrator
is not correct, your important Jour-
nal may be lost and sent CSV file is
not left on the fax machine.

& Note

O If the administrator address is
wrong, you may not be able to ac-
quire Journal.

3 If the Journal in e-mail format fails
to be transmitted, the Journal is
printed out.

O The name of an attached CSV file
is "JOURNAL+year, month,
hours, minutes". For example, the
file name transmitted in 10:40:12
on 1st, December, 2003 is
"JOURNAL20031201104012.csv".

O The subject of Journal by e-mail be-
gins with "Journal".
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Journal by E-mail

If the setting is made so that the Jour-
nal is transmitted as e-mail, it is trans-
mitted to the e-mail address of an
administrator.

This section describes the CSV format
of the Journal attached with e-mail.

& Note

3 To transmit the Journal, it is neces-
sary to make settings with User Pa-
rameters. See p.161 “User
Parameters” (switch 21, bit 4).

O To set the administrator e-mail ad-
dress, see “Settings You Can
Change with User Tools - File
Transfer”, Network Guide.



Printed Report

Printed Report

Memory Storage Report

This report is printed after an original
is stored in memory. It helps you re-
view the contents and the destina-
tions of stored originals.

? Limitation

O If you use Parallel Memory Trans-
mission, the Memory Storage Re-
port is not printed.

& Note
O You can turn this report on and off.

See p.161 “User Parameters”
(switch 03, bit 2).

O Even if the machine is set up not to
print this report, it is still printed if
an original could not be stored.

O You can select whether to include
part of the original image on the re-
port. See p.161 “User Parameters”
(switch 04, bit 7).

Transmission Result Report
(Memory Transmission)

This report is printed when a Memo-
ry Transmission is completed, so you
can check the result of the transmis-
sion. If E-mail TX Results is pro-
grammed in a Quick Operation key,
you can select whether a report e-mail
is sent after transmission.

& Note

O If two or more destinations are
specified, this report is printed af-
ter the fax message has been sent to
all the destinations.

O If the machine is set up not to print
this report and the fax message
could not be successfully trans-
mitted, a Communication Failure
Report is printed. See p.84 “Com-
munication Failure Report”.

3 You can turn this function on or off
with the User Parameters. See
p-161 “User Parameters” (switch
03, bit 0).

O You can select whether to include
part of the original image on the re-
port. See p.161 “User Parameters”
(switch 04, bit 7).

O To view the report without text
disruption, select a font of even
character width in your e-mail ap-
plication's settings.

O The Page column gives the total
number of pages. The Not Sent col-
umn gives the number of pages
that could not be sent successfully.

O -- column indicates the Internet
Fax document was sent to the mail
server programmed in this ma-
chine. (However, this does not
mean the e-mail was delivered.)
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Communication Failure Report

This report is printed when a message
could not be successfully transmitted
with Memory Transmission.

If the machine is set up to print a
Transmission Result Report, this re-
port is not printed. Use it to keep a
record of failed transmissions so you
can send them again.

& Note

O This report is only printed if the
Transmission Result Report is
turned off and a message could not
be successfully transmitted with
Memory Transmission.

O You can select whether to include
part of the original image on the re-
port. See p.161 “User Parameters”
(switch 04, bit 7).

O The Page column gives the total
number of pages. The Not Sent col-
umn gives the number of pages
that could not be sent successfully.

O Unprogrammed destination col-
umn indicates the message could
not be sent because the transfer's
fax number is incorrect, or not pro-
grammed.

O -- column indicates the Internet
Fax document was sent to the mail
server programmed in this ma-
chine. (However, this does not
mean the e-mail was delivered.)

Transmission Result Report
(Immediate Transmission)

If you turn this report on, a report will
be printed after every Immediate
Transmission so you have a record of
whether the transmission was suc-
cessful or not. If the machine is set up
not to print this report and the fax
message could not be successfully
transmitted, the Error Report is print-
ed instead. If E-mail TX Results is
programmed in a Quick Operation
key, you can select whether a report
e-mail is sent after transmission.

& Note

O You can switch this report on or off
in the User Parameters. See p.161
“User Parameters” (switch 03, bit
5).

O To view the report without text
Disruption, select a font of even
character width in your e-mail ap-
plication's settings.

O If the page was sent successfully,
the Page column gives the total
number of pages sent successfully.



5. Reception Features

Reception

Immediate Reception

Each page of a fax message is printed
as soon as it is received. This method
is used for standard fax messages.

Receiver (this machine)
Sender

e

Normally this machine receives mes-
sages by Immediate Reception. But
Memory Reception is used when
“Combine 2 Originals”, “Multi-copy
Reception”, “RX Reverse Printing” or
“2 Sided Print” is set to “ON”. See
p-96 “Printing Options”. If the condi-
tions are that Substitute Reception
should be used, a fax message is not
printed. It will be stored in memory.
See p.85 “Memory Reception”. See
p-86 “Substitute Reception”.

ND1X00E2

& Note

O The machine may not be able to re-
ceive fax messages when free
memory space is low.

O If free memory reaches 0% during
Immediate Reception, any further
reception becomes impossible and
the current communication is ter-
minated.

< Reception resolution
This machine supports Standard,
Detail, and Super Fine resolutions
for reception. If you do not have
the optional fax function upgrade
unit, faxes sent at Super Fine reso-
lution will be printed on your ma-
chine at Detail resolution. This may
differ from the sender's intended
resolution. See p.30 “Resolution”,
Facsimile Reference <Basic Features>.

Memory Reception

The machine waits until all pages of
the message have been received into
memory before printing it.

Receiver (this machine)

Sender

-
R

ND1X00E3

This method is used with the follow-
ing functions:

¢ Combine 2 originals
See p.99 “Combine Two Origi-
nals”.

¢ Multi-copy when set to multiple
copies
See p.98 “Multi-copy Reception”.
* Reverse Order Printing
See p.100 “Reverse Order Print-
ing”.
¢ 2-sided Printing
See p.97 “Two-Sided Printing”.
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ﬂlmportant

O When about one hour passes after
power of the machine is turned off,
all fax messages stored in memory
will be lost. If any messages have
been lost for this reason, a Power
Failure Report is automatically
printed when the operation switch
is turned on. Use this report to
identify lost messages.

O The machine may not be able to re-
ceive large numbers of messages
or messages with high data con-
tent. In such cases, we recommend
you switch off the above functions
or install the optional expansion
memory.

? Limitation

O The machine may not be able to re-
ceive fax messages when free
memory space is low.

& Note

O If the free memory space reaches
0% during Memory Reception, the
machine can no longer receive the
current fax message and stops
communicating.

O If you have selected Store for Re-
ception File Setting, received mes-
sages will be saved on the hard disk
and will not be printed. You can
print those messages by operating
the machine or a connected compu-
ter, as necessary. See p.186 “Storing
or Printing Received Documents”.

Substitute Reception

In Substitute Reception, a received fax message is stored in memory instead of
being printed. Substitute Reception gets used when the machine cannot print
any fax messages. Fax messages received using Substitute Reception are auto-
matically printed when the condition which caused the machine to use Substi-

tute Reception is rectified.

Depending on why the machine cannot print, Substitute Reception might be
used for all fax messages received, or for only those messages that match a spec-

ified condition.

The Receive File indicator lights to let you know when fax messages have been

received using Substitute Reception.

[o/m | I
9 ﬁﬁmm; BN R
Screen :

Contrast pieo'® B ¥ [ 8k

& Note

O Reception may not take place if there is not enough free memory.

O If free memory reaches 0% during Substitute Reception, any further reception
becomes impossible and the current communication is terminated.

O When a fax message is received after Store has been selected for Reception
File Setting in the Facsimile Features menu, the Receive File indicator lights.



Reception

Receiving messages unconditionally

If one of the conditions listed below occurs, the machine receives all fax messag-
es using Substitute Reception.

Problems Causes Solutions

& is lit. Paper is jammed. Remove the jammed paper.

140,

See “8&Clearing Misfeeds”, General
Settings Guide.

The machine is printing The machine is busy print- | The message will be automatically
with other function. ing with other function. printed after the current job finishes.
The message “Follow- | The output tray is full. Remove paper from the output tray.

ing output tray is
full. Remove pa-
per.” appears.

O is Lit. The cover is open. Close the cover shown in the display.

Receiving messages according to parameter-specified settings

If one of the conditions listed below occurs, the machine receives only those mes-
sages that match the conditions specified in the User Parameters. See p.161 “Us-
er Parameters” (switch 05, bit 2,1).

Problems Causes Solutions

& is lit. All trays out of paper. Add paper. See “JLoading Paper” ,
General Settings Guide.

1) is lit. Toner is empty. Replace the toner cartridge. See
“iMAdding Toner”, General Settings
Guide.

The message “This All trays out of action. Call your service representative.

tray is out of
order.” appears.

You can specify the following conditions with the User Parameters. See p.161
“User Parameters” (switch 05, bit 2,1).

< When Own Name or Own Fax Number is received
The machine switches to Substitute Reception only when the sender has pro-
grammed their Own Name or Own Fax Number. If the power is switched off
for more than an hour, all the messages stored in memory are deleted. In that
case, the Power Failure Report or the Journal can be used to identify which
messages are lost so you can ask the senders to transmit them again.

{¥important

O If a sender has not programmed their Own Name or Own Fax Number, the
machine may fail to receive an important fax message. We recommend
that you ask important senders to program an Own Name or Own Fax
Number in advance.
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% Free
The machine switches to Substitute Reception regardless of whether or not
the sender has programmed their Own Name or Own Fax Number.

< Polling ID match
The machine switches to Substitute Reception only when the programmed
Polling ID of the other end matches the ID of this machine.

« Disable
The machine does not receive any messages.



Reception Functions

Reception Functions

Transfer Station

Transfer Stations allow you to expand
the standard functions of your fax
machine to set up complex networks.

The diagram below may make the
concept clearer.

Receiving Station

Requesting Transfer Station 5

Party
) <_¢f-<
o=
Transfer
Result Report

Receiving Station
—
\
Receiving Station
N

GFTRRQ2E

The following terminologies are used
in this section:

% Requesting Party
The machine where the message
originates.

2
o

Transfer Station (this machine)

The machine that forwards the in-
coming message to another desti-
nation.

% Receiving Station
The facsimile or computer that re-
ceived the message from the
Transfer Station.
The final destination of the mes-
sage, that is the machine the Trans-
fer Station sends to. Receiving
Stations must be programmed into
a Quick Dial or Groups in the
Transfer Station.

5] Preparation
This machine can receive forward-
ing requests by e-mail. Before you
can use this function, you must
make the following preparations.

® Program each Transfer Station
number in this machine (Trans-
fer Station) and in the Request-
ing Party itself. See p.183
“Transfer Report”.

® Program the same Polling ID in
both this machine (Transfer Sta-
tion) and the Requesting Party.
See p.185 “Programming a Poll-
ing ID”.

* The Requesting Party's fax
number must be programmed
in the destination list of this ma-
chine (Transfer Station). The
registration number must be be-
tween 00001 and 00100.

e The End Receiver's fax number
or e-mail address must be pro-
grammed in the destination list
or Group Dial of this machine
(Transfer Station).

& Note

O You cannot receive e-mails unless
your machine has the capacity to
store two or more destinations
specified using the number keys.

O If the Requesting Party specifies a
Group for the Receiving Stations
and the total number of Receiving
Stations exceeds 500, the Transfer
Station cannot transfer the mes-
sage and sends a Transfer Result
Report to the Requesting Party.
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O If the Requesting Party specified a
destination with both the fax
number and e-mail address pro-
grammed in Transfer Station as
End Receiver, this machine sends
the message to the fax number or e-
mail address according to the User
Parameter setting. See p.161 “User
Parameters” (switch 32, bit 0).

’-‘Q'?Multistep transfer

The principles of Transfer Stations
can be used to build up a multi-step
facsimile network where messages
are passed through several Transfer
Stations. By programming the Receiv-
ing Stations in a Transfer Station
Group, you can enable this machine
to transfer messages onto other
Transfer Stations.

For more information, contact your
service representative.

This function can only be used if the
machines are made by the same man-
ufacturer.

’-'Q'?Sending the Transfer Result
Report

This machine compares the fax
number of the Requesting Party with
the Requesting Party's number pro-
grammed as a Quick Dial or Speed Di-
al. If the lower five digits of the two
numbers match, it sends the Transfer
Result Report to the Requesting Party.
For example:

* Requesting Party's own dial number:

001813-11112222
e Transfer Station's Quick Dial:

03-11112222

Transfer Result Report

5] Preparation
Program the Requesting Party fax
number into a Quick Dial key in
the Transfer Station (this machine)
in advance.

Program your own fax number.
See p.183 “Transfer Report”.

Program the Polling ID. See p.185
“Programming a Polling ID”.

This reports whether transmission to
the Receiving Stations was successful
or not.

When the Transfer Station has trans-
ferred the message to all Receiving
Stations, it sends the Transfer Result
Report back to the Requesting Party.
The machine prints the report if it
cannot be sent back to the Requesting
Party.

& Note

O You can set whether a portion of
the original image is printed on the
report with the User Parameters.
See p.161 “User Parameters”
(switch 04, bit 7).

O Unprogrammed destination col-
umn indicates the message could
not be sent because either the end
receiver's fax number or e-mail ad-
dress is incorrect, or not pro-
grammed.

O -- column indicates the Internet
Fax document was sent to the mail
server programmed in this ma-
chine.
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Transfer Result Report (transfer request
by e-mail)

When this machine receives a transfer
request by e-mail, the Transfer Result
Report is sent by e-mail to the Re-
questing Party after completing all
transmissions to the specified Trans-
fer Stations. If the Key Operator's e-
mail address has been programmed,
the Transfer Result Report e-mail is
forwarded to that address.

& Note

O Unprogrammed destination col-
umn indicates the message could
not be sent because either the End
Receiver's fax number or e-mail
address is incorrect, or not pro-
grammed.

O -- column indicates the Internet
Fax document was sent to the mail
server programmed in this ma-
chine.

O When using multistep transfer, the
Transfer Result Report e-mail is
sent to the last Transfer Station that
sent Transfer Request.

Forwarding Received Documents

This machine can forward received documents to other destinations pro-
grammed in memory based on Own Name, Own Fax Number or sender's e-mail
address. If a sender's e-mail address is programmed as the destination, docu-

ments received are forwarded as e-mail.

Los Angeles Branch of Customer B ]

FAX No:310-567-1234
Fax Header:COMPANY B

l New York Branch of Customer B ]

;b Internet

=
Internet Fax
E-Mail:bbbb@b.company.com

Telephone
Network

( l New York Branch of Company A ] \

design@abc.company.com
Fax Header:COMPANY B

Server

COMPANY B=design @abc.company.com |
| | T

| bbbb @b.company.com=design @ abc.company.com |

This machine
E-Mail: aaaa@abc.company.com

\ FAX No:212-123-5678 j

AAGO04S
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& Note

O You need to specify the Forwarding destination in advance. See p.157 “For-
warding”.

O If you want to forward documents to a different destination depending on the
sender, see p.165 “Special Senders to Treat Differently”.

O You can select whether the machine prints out the messages it forwards with
User Parameters (switch 11, bit 6). For details, see p.161 “User Parameters”.

Routing Received Documents with SUB Code

When a document is received, its SUB Code is compared to user codes pro-
grammed in Personal Boxes and, if a match is found, the document is routed to
the destination whose user code is specified. If the destination specified is an e-
mail address, the received document is routed to that destination as e-mail.

In addition to SUB Codes, you can use the forward feature to send all received
transmissions to a specific e-mail address. See p.157 “Forwarding”.

l 212-123-5678+1111 l ( l New York Branch of Company A ] \
design@abc.company.com

l ] [5UB Code:tii1] Server I
Los Angeles Branch of Customer B Ea PC EI
— R\
[ 1111=design@abc.company.com |
=2 Telephone o
Network - l:E Fe

This machine

E-Mail: aaaa@abc.company.com
FAX No:212-123-5678

FAX
FAX No:310-567-1234

AAGO0SS

& Note

O You can route documents received from any fax machine, regardless of man-
ufacturer.

O Before routing received documents, you must set up a Personal Box and rout-
ing address. See p.174 “Programming/changing Personal Boxes”.

O This function is not available when you have set received documents to be de-
livered to the network delivery server.
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Transferring Received Documents

Originals sent with a SUB Code that matches the SUB Code programmed as a
Transfer Box are received then relayed to the programmed receiver.

When e-mail addresses are programmed in the Transfer Station as receivers, re-
ceived messages are sent in an e-mail format to the receivers.

5] Preparation
Transfer Boxes and Receiving Stations must be set up in order to transfer re-
ceived documents. See p.180 “Programming/changing Transfer Boxes”.

& Note
O Transfer Results are not sent back to Requesting Party.

O You can transfer data received from any fax machine, regardless of manufac-
turer.

SMTP Reception Using Internet Fax

You can set this machine to SMTP reception.

With SMTP reception, e-mail is received as soon as it is sent to the e-mail address
set by the machine. You can route received e-mail to other Internet Fax machines
as well.

Server

Server
Receives message
immediately after the SMTP
server receives e-mail.
d n]

LAN 1 ,_E-E/ \ (o) f‘ I
‘ Router Router ‘ LAN
PC
Sending to
bbbb @abc.company.com

This machine
E-mail:

AAGOOTS

& Note
O For SMTP reception, set the MX record of the DNS server to receive SMTP.

O To use SMTP reception, set the reception protocol to SMTP. See “Settings You
Can Change with User Tools - File Transfer”, Network Guide.

O Even if SMTP reception is enabled on the DNS server, e-mail sent from the
SMTP server will not be received and the machine reports an error if SMTP
reception is not set. Also, the SMTP server sends an error notification to the
originator.

O If an error occurs while receiving e-mail, reception is aborted, the e-mail is de-
leted, and Error Report is printed. Also, the SMTP server will send an error
notification to the originator.
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O When the SMTP server attempts to route received documents to this machine
while the machine is transmitting an e-mail, the machine will respond to the
SMTP server with a "busy" signal. Then, the SMTP server usually tries resend-
ing the documents until the set timeout.

AP Reference
p.61 “Auto E-mail Reception”, Facsimile Reference <Basic Features>

p-61 “Manual E-mail Reception”, Facsimile Reference <Basic Features>
p-94 “Routing E-mail Received via SMTP”

Routing E-mail Received via SMTP

E-mail received via SMTP can be routed to other fax machines. It can also be
routed to destinations programmed as Quick Dial entries or Groups.

4 )

l Los Angeles Branch of Company A ] l New York Branch of Company A ]

PC Server H
] ]
==, @ A

|fax=2125671234@abc.company.com |

l New York Branch of Company B ]

A
This machine

Telephone <
Network
E-mail: aaaa@abc.company.com

FAX No : 212-567-1234 \ FAX No:212-123-5678 /

AAGO03S

B Preparation

Before routing e-mail received via SMTP, you first must set "SMTP RX File
Delivery Settings" to "On". See p.147 “E-mail Settings” .

& Note

O If an e-mail transfer request is received when the "SMTP RX File Delivery Set-
tings" to "Off", this machine responds with an error message to the SMTP
server.

O You can make settings that limit transfer to specified originators. See p.147
“E-mail Settings”.

O Using this function, you can also send documents from your e-mail software
to e-mail addresses and G3 fax machines' destinations through this machine
simultaneously. For details about specifying the destinations of fax machines,
see the following.
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:Q'::specifying E-mail Transfer

The originator can request transfer of e-mail sent to another fax machine by spec-

ifying the e-mail address as follows:

< Fax Number

fax=destination fax number@host name of this machine. domain name
Example: to transfer to fax number 212-123-4567, specify:

fax=2121234567@abc.company.com

2
o

Quick Dial Destination

fax=#registration number of 5 digits or less@host name of this machine.do-

main name

Example: to transfer to the destination number 00001:

fax=#00001@abc.company.com

< Group Destination

fax=#**registration number of 5 digits or less@host name of this machine.do-

main name

Example: to transfer to the destination programmed under Group number 04:

fax=#**04@abc.company.com

JBIG Reception

Auto Fax Reception Power-up

The optional fax function upgrade unit is
required.

If you use JBIG (Joint Bi-level Image
Experts Group) compression, you can
send photographic originals faster
than with other methods of compres-
sion. You can only use this function
with G3 line type. It allows you to re-
ceive messages sent in the JBIG for-
mat through JBIG Transmission.

? Limitation

O If ECM is turned off, JBIG Recep-
tion is unavailable. See p.160
“ECM (Error Correction Mode)”.

& Note

O When the optional extra G3 inter-
face unit is installed, JBIG recep-
tions of G3-2 line is as standard.

This machine can be set to shut down
automatically if no one has used it for
a while. In these situations, even
though the operation switch is off, the
machine can still receive incoming
messages as long as the main power
switch is on.

ﬂlmportant

O Reception is not possible if both
the operation switch and main
power switch are turned off.

& Note

O You can set whether messages are
printed as soon as they are received
(Immediate Reception) with the
User Parameters. See p.161 “User
Parameters” (switch 14, bit 0).

O You can also have fax messages re-
ceived by Memory Reception
(Substitute Reception) printed af-
ter the machine is turned on.
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Printing Options

Print Completion Beep

Centre Mark

When this function is turned on, the
machine beeps to let you know when
a received message has been printed.

& Note

O You can alter the volume of the
beep or turn it off completely (set
the volume to the minimum level).
See p.73 “Adjusting the Volume”,
Facsimile Reference <Basic Features>.

E Checkered Mark

When this function is turned on, a
Checkered Mark is printed on the
first page of fax messages to help you
separate them.

— "

E

& Note

O You can turn this function on or off
using Reception Setting. See p.146
“Reception Settings”.

ND1X00ES

96

When this function is turned on,
marks are printed halfway down the
left side and at the top centre of each
page received. This makes it easy for
you to position a hole puncher cor-
rectly when you file received messag-
es.

ND1X00ES

& Note

O The Centre Mark may deviate a lit-
tle from the exact centre of the
edge.

O You can turn this function on or off
using Reception Settings. See p.146
“Reception Settings”.
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Reception Time

You can have the date and time print-
ed at the bottom of the message when
it is received. You can turn this func-
tion on or off using Reception Set-
tings. See p.146 “Reception Settings”.

& Note

O When a received message is print-
ed on two or more sheets, the date
and time is printed on the last
page.

O The date and time when the mes-
sage was printed can also be re-
corded on the message. If you need
this function, contact your service
representative.

Two-Sided Printing

You can have a received message
printed on both sides of a sheet. You
can turn this function on or off using
Reception Settings. See p.146 “Recep-

tion Settings”.
;
3

? Limitation

O To use this function, all pages of
the received document must be of
the same size—inform the sending
party of this beforehand if neces-
sary. You must also have paper set
in your machine of the same size as
that sent by the sending party. In
Two-Sided Printing, this machine
will correctly receive in A3, B4
JIS (Japanese Industrial Stand-
ard)?, A4D 2, B5 JIS 2,
A3 (11"x17", 8'/,"x14",
81/,"x11"[J 2, 81/,"x5' /,"P). The
following table shows the results
that can be achieved when receiv-
ing with this machine.

Originals Top binding (Side binding

I
s

Y%
i
=B
leruued

A4,B5JIS, A5, 81/2" x 11", 81/2" X 51/2"

N
i
1=

A3, BAJIS, 11" X 17", 812" X 14

NDOX03N3

O This function works only when all
pages are of the same width and
received into memory.

O This function cannot be used with
Combine Two Originals.

97



98

Reception Features

& Note

O The machine will use Memory Re-
ception for Two-Sided Printing.

O Printouts may vary depending on
how the sender sets the originals.

O You can select to have messages
only from selected senders printed
in this way. See p.165 “Special
Senders to Treat Differently”.

O Stored documents of the same size
are printed on the same paper.
Some stored documents may be
unavailable for this printing op-
tion.

180-Degree Rotation Printing

When printing on both sides of the
paper, this machine rotates images as
shown in the diagram.

CP2B02E0

Multi-copy Reception

If you switch this function on, multi-
ple copies of each incoming fax mes-
sage will be printed. You can also
select to have multiple copies made of
messages from particular senders.
See p.165 “Special Senders to Treat
Differently”. See p.146 “Reception
Settings”.

ND1X00E7

& Note
O The maximum number of copies

that can be made for each message
is 10.

O When you are using the Multi-
Copy function with specified send-
ers, the maximum number of cop-
ies is 10.

O You can turn this function on or off
using Reception Settings. See p.146
“Reception Settings”.

O The machine will use Memory Re-
ception for Multi-copy Reception.
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Image Rotation

If you have set paper in the standard
tray [J, incoming fax messages will
be rotated automatically to fit onto
the paper.

This machine

<

ND1X00E9

& Note

O You can choose to have received
messages printed from a specified
tray. See p.146 “Reception Set-
tings”.

Combine Two Originals

When two messages of the same size
and orientation are received consecu-
tively, they are printed on a single
sheet when you turn this function on.
This can help you economize on pa-

per.

12

ND1X01E0

e Two A5[) messages are printed
side by side on a sheet of A40Y.

e TwoB5JIS[} messages are printed
side by side on a sheet of B4 JIS[.

e Two A4[) messages are printed
side by side on a sheet of A3LY.

e Two 8!/,"%x5!/,"[;) messages are
printed side by side on a sheet of
81/,"x11"D.

e Two 8'/2"x11"[J) messages are
printed side by side on a sheet of
11"x17".

Limitation

This function does not work with
messages larger than A5[J, B5
JIsh), A4[J, 81/," x 11"[J) or 81/,"
x 51/,"[). When A5[J, B5 JIS[),
A4[J, 81/," x 11" or 81/," x
5!/,"[) size paper is loaded in the
machine, each page of the received
message is printed on a single
sheet.

O If paper matching the size and ori-
entation of a received document is
unavailable, Combine Two Origi-
nals is not possible.

Q -

O When Combine Two Originals and
2-Sided Printing are selected at the
same time, 2-Sided Printing takes
priority and Combine Two Origi-
nals is canceled.

& Note

O You can turn this function on or off
with the User Parameters. See
p-161 “User Parameters” (switch
10, bit 1).

O This function uses Memory Recep-
tion.

99



Reception Features

Page Separation and Length
Reduction

When the size of a received message is
longer than the paper loaded in the
machine, each page of the message can
be split and printed on several sheets,
or reduced and printed on a single
sheet. For example, this function splits
the message if the message length is 20
mm (0.79") or longer than the paper
used. The message is reduced if it is
less than 20 mm (0.79"). When a mes-
sage is split, an asterix (*) is inserted at
the split position and about 10 mm
(0.39") of the split area is duplicated on
the top of the second sheet.

ABC |=~|AB B

(Document)

ND1X01E1

& Note

O Your service representative can
customize this function with the
following settings:

e Reduction

¢ Print split mark

¢ Overprinting

¢ Overprinting length
¢ Guideline for split

O You can adjust the overprinting
and reduction lengths within the
following ranges:

¢ Overprinting length: 4 mm (0.16"),
10 mm (0.39"), 15 mm (0.59")

¢ Guideline for split: 5-155 mm
(5 mm steps)/0.2"-6.1" (0.2" steps)

Reverse Order Printing

Normally, received pages are printed
and stacked on the tray in the order
they are received. If you turn this
function on, the machine will start
printing the message from the last
page received.

This machine

RIS

(I

Print

ND1X01E2

& Note

O You can turn this function on or off
using Reception Settings. See p.146
“Reception Settings”.

3 When this function is on, the first
page will be printed last.

O This function uses Memory Recep-
tion.
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Page Reduction

If you receive a message that is longer
than the paper in the tray, the ma-
chine usually prints it on two pages. If
you turn this function on, the ma-
chine reduces the width and length of
the received image so that it will fit on
one page. If A4[? paper is loaded and
a message of B4 JISLY size is received,
the machine will reduce the message
to a single A4 sheet.

This machine

AB—=|-e

(B4 JIS size)

Reduction A B

(A4 size)

ND1X01E3

& Note

3 You can turn this function on or off
with the User Parameters. See
p-161 “User Parameters” (switch
10, bit 3).

O When this function is used, the
printing quality may not be as
good as usual.

A Reference
p.100 “Page Separation and
Length Reduction”

TSI Print (Transmitting
Subscriber Identification Print)

Usually the sender's Fax Header is
printed on received messages. If the
sender has not programmed their Fax
Header, you will not be able to identi-
fy them. However, if you turn this
function on, the sender's Own Name
or Own Fax Number is printed in-
stead so you can find out where the
message came from. When you re-
ceive an Internet Fax document, the e-
mail address of the sender is printed.

pe Reference
p-65 “Initial Settings and Adjust-
ments”, Facsimile Reference <Basic
Features>

& Note

3 You can turn this function on or off
in the User Parameters. See p.161
“User Parameters” (switch 02, bit
3).
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When There Is No Paper of the
Correct Size

If there is no paper in your machine
that matches the size of a received
message, the machine will choose a
paper size based on the paper availa-
ble. For example, if your machine has
81/,"x11"[) and A3[? loaded and

you receive a A4[Y size message,
check the A4 column of the follow-
ing table. The paper size at the top has
highest priority. In this case, since
81/,"x11"[) is given a higher priority
than A3LY, the message is printed on
81/,"x11"[).

If only B5 JISLY is loaded and you re-
ceive an A3[Y message, the received
message is stored in memory and not

printed.
< Priority Table
Received Image Size
A3 DLT [B4JIS [A4,LT A4LT B5JIS |LG F/F4
A R e N e
1]|A3 B4JIS LT A4 B5JIS [LG FIF4
e [
2|DLT A3 LT A4 B5JIS |A4 LG
> @ » @ P>
3|A4 DLT Ad LT B4JIS |A4 Ad
EEN =2 = [ &P
41A4 B5JIS [A4 LT A4 LT A4
R P = P = E R
5|LT B5JIS |F/F4 A3 A4 LT LT
) PP &2 [, =
6|LT A4 LG FIF4 LT F LT
L) P B PP
g 7|F/F4 Ad A3 DLT LT B4JIS [B4JIS
HI e e e e )
E 8|B4JIS |LT B4 JIS [B4JIS |F/F4 A3 A3
A oo e S el e e
8
5 9[LG LT DLT LG A3 DLT DLT
i oo P 2 2
10 FIF4 HLT DLT HLT HLT
[ o DD
1 LG A5 LG A5 A5
(] o DD
D Portrait
[ Landscape
[ image Rotation SFPRIOOE
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Page reduction Disabled
Reduction in Enabled
Sub-scan Direction

Page Separation 20 mm (0.79")
Threshold

Width or Length Width
Priority

e D) and @ indicate that the
message is split over two pages of
paper with the orientation and size
shown.

& Note

O Paper placed in the bypass tray is
not usually selected for printing a
received message. However, you
can use this tray if you select the
bypass tray as the main paper tray
using Reception with Specified
Senders. See p.165 “Special Send-
ers to Treat Differently”.

O Widths that this machine can re-
ceive are A4, B4 JIS, and A3. Any
messages narrower than A4 are
sent as A4 width with the length
unchanged.

O The paper size used to print a re-
ceived message may be different
from the size of the sent original.

O If you specify a receiving tray with
the setting priority under System
Settings, the messages may be re-
ceived in a different order by set-
ting the priority table. The priority
tray may be used only when the
document received is the same size
as the priority tray.

AP Reference
p-99 “Image Rotation”

p.-100 “Page Separation and
Length Reduction”

p-101 “Page Reduction”

“Tray Paper Settings”, General Set-
tings Guide
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Setting priority trays

With the same size of paper loaded
into multiple trays, you can make the
machine use one tray for one function
and another tray for another function.
For example, you may load white A4
paper into tray 1 to use when making
copies, and yellow A4 paper into tray
2 to use when printing received faxes.
You can then easily identify for which
purpose paper has been output. You
can perform this setting using System
Settings. See “Tray Paper Settings”,
General Settings Guide.

& Note

O When a different size of document
from the priority tray is received,
the tray containing the same size of
paper as the received document is
used.

Just size printing

If you turn this function on and no pa-
per tray is stocked with paper of a
suitable size to print a received docu-
ment, a message will appear on the
display prompting you to load paper
of the required size. When you have
loaded new paper, you can then print
the message.

Two messages can appear:

¢ Paper tray

@ o paper
Load fallowing paper and press [Exit]

¢ Bypass Tray

@ o paper
Load paper on the bypass tray and press [Exit]

? Limitation

O If the paper tray is pulled out or
the machine runs out of the speci-
fied size of paper, the message will
not be printed. Be sure the paper
tray is inserted.

O The action that follows pressing
[Exit] varies depending on the sta-
tus of the machine when the mes-
sage occurred.

¢ Ifany received documents or re-
ports were being printed auto-
matically, the printer
automatically continues print-
ing from where it left off.

e If any documents or reports
were being printed manually,
the printer does not resume
printing. Perform the operation
from the beginning again.

& Note
O You can turn this function on or off
with the User Parameters. See

p-161 “User Parameters” (switch
05, bit 5).

103



104

Reception Features

Having Incoming Messages
Printed on Paper from the
Bypass Tray

You can have messages sent from
Specified Senders printed on paper
from the bypass tray. This is useful if
you need messages printed on a size
of paper not stocked in the paper
tray(s).

You can load a maximum of 100
sheets of standard paper in the by-
pass tray.

& Note

O Before you can use this function,
you need to turn on Authorized
Reception (Initial Setup Reception
Mode settings), program the Spec-
ified Senders (Key Operator Set-
tings) along with the paper. See
p-146 “Reception Settings”. See
p-165 “Special Senders to Treat
Differently”.

O The print area is determined by the
optional expansion memory, reso-
lution, and the vertical length of
the originals.

O If paper longer than 600 mm is
used, the paper may get wrinkled,
it may not be sent, or a paper jam
may occur.

O The machine can detect A5,
A4D, A3 (51/,"x81/,"'D,
81/,"x11"'E, 11"x13"D, 8"x13"D)
paper sizes. When you load any
other size, specify the paper size.
See p.172 “Programming Bypass
Tray Paper Size” .

O If the specified paper size and the
size of paper set in the bypass tray
do not match, paper jams may oc-
cur, or the image may be truncat-
ed.

O If messages are printed on paper
smaller than A4, the image may be
truncated, or split across sheets.

O If you use this function, Image Ro-
tation and 180-Degree Rotating
Printing are not possible.



Where Incoming Message are Delivered - Output Tray

Where Incoming Message are Delivered -
Output Tray

Specifying Tray for Lines

The optional extra G3 interface unit is re-
quired.

You can specify the document feed-
ing tray for each port (telephone or
LAN). For example, you can specify
documents received through the G3 -
1 port to be fed to the “Internal Tray
1”7 and documents received through
the G3 -2 port to be fed to the “Inter-
nal Tray 2”, facilitating separation of
files. You can also set the machine to
output Internet Faxes and ordinary
faxes onto different trays.

& Note

O To use this function, specify the
port and destination using [Specify
Tray for Lines]. See p.146 “Reception
Settings”.

Tray Shift

The optional finisher is required.

When the optional finisher unit is se-
lected for fax output, you can use the
Tray Shift function whenever a fax or
report is printed.

This is useful for separating faxes
stacked in the finisher output tray.
For example, if the previous incoming
fax was output to the left, the next in-
coming fax will be output to the right
and vice-versa.

& Note
3 You can turn this function on or off
with the User Parameters. See
p-161 “User Parameters” (switch
19, bit 0).
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Sending Fax Documents from Computers

Using computers connected to the machine through parallel ports, IEEE 1394 (IP
Over 1394) ports, LANs, wireless LANs, or USB2.0 you can fax documents, cre-
ated using Windows applications, to other fax machines over a telephone line.

¢ To send a fax, simply select [Print] from the Windows application, then select
LAN-Fax as the printer, and then specify a destination.

¢ In addition to sending faxes, LAN-Fax Driver allows this machine to be used
for printing out documents prepared on a computer for proof checking.

¢ To use LAN-Fax Driver, connect this machine to a LAN and make the neces-
sary network settings, and then install LAN-Fax Driver and related utilities
on your computer.

Telephone
Network

Paris Branch of
Customer B

| London Branch of Company A
FAX N0:0212-123-5678 —

Print with the
[Print] button.

Specify
FAX No0:01-56-78-12-34

Computer Computer

= &
ﬂklmportant

O Errors occurring when the machine is used as a LAN-Fax will not be dis-
played on the computer. Check the help menus using a Web browser.

AAGO0BS
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Before Use

To use these features, a LAN-Fax
Driver must be installed on your com-
puter. Use the LAN-Fax driver in-
cluded on the printer CD-ROM. You
must also make the required compu-
ter to fax network settings on the ma-
chine, according to the type of
connection.

/O Reference

When a personal computer and the
machine are connected in parallel:

See “System Settings (Parallel Con-
nection)”, Printer Reference 2.

When using Ethernet, IEEE 1394
(IP over 1394), or IEEE 802.11b
(wireless LAN):

See “User Tools Menu (System Set-
tings)”, Network Guide.

Installing the Software

You need to install LAN-Fax Driver
on your computer before using the
LAN-Fax functions. LAN-Fax Driver
is on the CD-ROM included with the
printer.

Address Book and LAN-Fax Cover
Sheet Editor are installed with LAN-
Fax Driver. Address Book helps you
edit LAN-Fax transmission destina-
tions. LAN-Fax Cover Sheet Editor
helps you edit LAN-Fax cover sheets.

& Note

O The following explanation as-
sumes that you are familiar with
general Windows procedures and
practices. If you are not, see the
documentation that comes with
Windows for details.

Auto run program

With Windows 95/98/Me, Windows
2000/ XP, and Windows NT 4.0, the in-
stallers for various drivers and utilities
launch automatically as Auto Run pro-
grams when you insert the CD-ROM.

If your operating system is Windows
2000/ XP or Windows NT 4.0, install-
ing a printer driver using Auto Run re-
quires Administrator permissions.
When you install LAN-Fax Driver us-
ing Auto Run, log on using an account
that has Administrator permissions.

& Note

O If the plug and play function starts,
click [Cancel] in the [New Hardware
Found], [Device Driver Wizard], or
[Found New Hardware Wizard] dialog
box, and then insert the CD-ROM.
The [New Hardware Found] or [Found
New Hardware Wizard] dialog box ap-
pears depending on the system
version of Windows 95/98/Me,
Windows 2000, or Windows XP.

O Auto Run might not work auto-
matically with certain OS settings.
If this is the case, double-click “Set-
up.exe”, located on the CD-ROM
root directory.

O If you want to cancel Auto Run,
hold down the [SHIFT] key (when
your system is Windows 2000/
Windows XP, hold down the left
[SHIFT] key) while inserting the
CD-ROM. Keep the [SHIFT] key
hold down until the computer
stops reading the CD-ROM.

O Clicking [Cancel] during installa-
tion aborts the installation. If you
cancel the installation, restart your
computer and install the rest of the
software or printer driver.

LAN-Fax Driver, Address Book, and

LAN-Fax Cover Sheet Editor can be
installed by Auto Run.
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Installing individual applications

5] Preparation
Before installing the above appli-
cations, install SmartNetMonitor
for Client. See “Installing Smart-
NetMonitor for Client/Admin”,
Printer Reference 1.

Use the following procedure to install
LAN-Fax Driver, Address Book, and
LAN-Fax Cover Sheet Editor at one
time.

nQuit all applications currently
running.

g Insert the CD-ROM included
with this machine into the CD-
ROM drive of your computer.

The installer launches automatical-
ly, and the language selection win-
dow appears.

& Note

O Depending on your operating
system settings, the installer
may not launch automatically.
If it does not, double-click “SET-
UP.EXE” in the CD-ROM root
directory to launch the installer.

B Select the interface language of
the software, and then click [OK].

B Click [LAN-Fax Driver].

The software license agreement
window appears.

B Read all of the terms and, if you
agree, select [l accept the agreement],
and then click [Next].

& Note

O If you select [l don't accept the
agreement], you cannot complete
the installation.

B Click the [LAN-Fax Driver] check
box, and then click [Next].

[ Confirm that the [Printer Name:<LAN-
Fax M3>] check box has been select-
ed, and then click [Continue].

& Note
O Select the desired port.

B click [Finish).

The installation completion dialog
box appears.

B click Finish).
M click [Exit).
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Applications Stored on the
CD-ROM

This section provides information
about LAN-Fax Driver, Address
Book, and LAN-Fax Cover Sheet Edi-
tor.

LAN-Fax Driver

This driver allows you to use LAN-
Fax functions.

< Location of the File

The following folders are on the
CD-ROM:

e LAN-Fax Driver for Windows
95/98/Me
DRIVERSLAN-FAXWIN9X_Me

e LAN-Fax Driver for Windows
2000/XP
DRIVERSLAN-FAXWIN2K_XP

e LAN-Fax Driver for Windows
NT 4.0
DRIVERSLAN-FAX T4

< Operating Environment

¢ Computer
PC/AT Compatible

¢ Operating Systems
Microsoft Windows 95/98 /Me
Microsoft Windows 2000/ XP
Microsoft Windows NT 4.0

¢ Display
VGA 640x480 dots or more

? Limitation

O All operations cannot be guaran-
teed depending on the system en-
vironment.

O When you use Windows NT,
LAN-Fax Driver will not work in
an RISC base processor (MIPS R
series, Alpha AXP, PowerPC) en-
vironment.

& Note

O Before beginning installation, exit
all other applications.

Address Book

Address Book helps you edit LAN-
Fax transmission destinations.

< Operating Systems
Microsoft Windows 95/98/Me
Microsoft Windows 2000/ XP
Microsoft Windows NT 4.0

LAN-Fax Cover Sheet Editor

LAN-Fax Cover Sheet Editor helps
you edit LAN-Fax cover sheets.

< Operating Systems
Microsoft Windows 95/98/Me
Microsoft Windows 2000/ XP
Microsoft Windows NT 4.0
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Setting LAN-Fax Properties

This section describes how to make
settings such as paper size, resolu-
tion, and options.

¢ Paper size

¢ QOrientation

e Tray

e Resolution

¢ Gray scale

¢ Printing images of True Type fonts

When this machine is connected to a
network, selections for the option
configuration are automatically per-
formed.

For details, see Help.

& Note

O If the options on this machine are
not configured as instructed, LAN-
Fax functions may fail to work as
intended.

O If your operating system is Win-
dows 2000/ XP or Windows NT
4.0, log on using an account that
has Administrator permissions.

n On the [Start] menu, point to [Set-
tings], and then click [Printers].

& Note

O With Windows XP Professional,
select [Printers and Faxes] on the
[Start] menu.

O With Windows XP Home Edi-
tion, select [Control Panel] on the
[Start] menu. Next select [Print-
ers and Other Hardware], and then
[Printers and Faxes].

B Double-click [LAN-Fax M3], and
then click [Properties] on the [File]
menu.

& Note
O With Windows NT, click [Docu-
ment Default] on the [File] menu.

B Make settings for the option con-
figuration.

When using Windows 95/98/Me

@ Click the [Paper] tab.
@ Click [Accessories...].

When using Windows 2000,
Windows XP, or Windows NT

@ Click the [Advanced] tab.
@ Click [Printing Defaults...].
© Click [Accessories...].

ﬂConfirm the settings for the op-
tion configuration.

When using a network

@ If the settings do not match the
installed optional units, click
[Reload from Device].

When not using a network

@ Select the check box besides
the installed optional units.

B ciick fox.

The settings for the option configu-
ration are completed.

B cick [ox).
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Basic Transmission

This section describes how to send fax
documents created using Windows
applications.

To send a fax, simply select [Print]
from the Windows application, then
select [LAN-Fax] as the printer, and
then specify a destination in the [LAN-
Fax] dialog box.

Open the application document you
want to send or create a new docu-
ment, and then perform the following
procedure.

For details, see Help.

? Limitation

O When using SmartNetMonitor for
Client, you cannot send docu-
ments to this machine using more
than one LAN-Fax at the same
time.

& Note

O To send to an Internet Fax destina-
tion, the destination must be set in
the destination list of this machine
beforehand. Use this machine's
destination list to specify Internet
Fax destinations. E-mail addresses
cannot be entered in the LAN-Fax
dialog box.

B on the [File] menu, click [Print].
B Select [LAN-Fax M3] in [Printer Name].

B Click [OK].
The LAN-Fax dialog box appears.

& Note
O The setting method may differ
depending on the application

you are using. In all cases, select
[LAN-Fax M3] for the printer.

ﬂ Specify the destination.

Use one of the following proce-
dures to specify a destination. For
details, see Help.

& Note

O You can select the appropriate
line in the [Line:] list.

O You can specify up to 500 desti-
nations.

O The machine can hold up to 64
documents sent using LAN-
Fax, as those to be transmitted.

Specifying a destination using a
destination list

@ Enter a destination in the [Fax
Number:] box.

When using a destination list:

Enter [#] and the registration
number.

@ Click [Next Number].

The entered destination is add-
ed and displayed in the [List of
Destinations:] box.

& Note

O If you do not want the en-
tered destination to be added
to the list, skip this step. Also
when this step is skipped, the
document will be sent to the
number entered in the [Fax
Number:] box.

© To specify more destinations,
repeat steps @ and @.

Specifying a destination by
directly entering a fax number

@ Enter a fax number in the [Fax
Number:] box.

& Note
O To enter a pause, click [Pause].
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@ Click [Next Number].

The entered destination is add-
ed and displayed in the [List of
Destinations:] box.

& Note

O If you do not want the en-
tered destination to be added
to the list, skip this step. Also
when this step is skipped, the
document will be sent to the
number entered in the [Fax
Number:] box.

© To specify more destinations,
repeat steps @ and @.

Specifying a destination using
Address Book

In order to use this method, you
need to register destinations in the
address list using Address Book.
See p.110 “Address Book”.

@ Select a CSV file containing
the desired address list, from
the drop-down menu.

& Note

O Up to three files used most
lately appear in the drop-
down menu. To use an ad-
dress list that did not appear,
click [Browse...], and then se-
lect the file.

@ In the [Name:] list select [Con-
tact], [Company], or [Group], and
then select [ALL] or an initial
letter.

The destinations matching the
selected parameters appear.

@ Click the destination to high-
light it, and then click [Set as
Destination].

The entered destination is add-
ed and displayed in the [List of
Destinations:] box.

O To specify more destinations,

repeat steps @ and @.
B Specify options.

pe Reference
p-113 “Attaching a cover sheet”.
p-114 “Previewing fax images”.
p-114 “Specifying options”.
p-115 “Printing and Saving”.
p-116 “Specifying Two-Sided
Printing”.

If you do not want to specify op-

tions, proceed to step 3.

B crick [send.

& Note

O When you click [Print & Send], a
fax will be transmitted to the
destination and a copy of the
document you send will be
printed from your machine.

Attaching a cover sheet

Selecting the [Attach a Cover Sheet]
check box causes a cover sheet to be
attached to the top of the fax docu-
ment.

The cover sheet includes the follow-
ing items:

¢ Company name as destination in-
fo.

* Department name as destination
info.

¢ Person name as destination info.

e Title of address as destination info.
¢ Company name as sender info.

¢ Department name as sender info.
¢ Person name as sender info.

¢ Telephone number as sender info.

e Fax number as sender info.
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¢ Date
* Message

& Note

3 To edit the cover sheet, click [Cover
Sheet...]. See p.118 “Editing Fax
Cover Sheets”.

Previewing fax images

Selecting the [Preview] check box al-
lows you to check how the fax docu-
ment will be output at the
destination.

n Select the [Preview] check box, and
then click [Print] or [Send].
The [Preview] window appears.

g Check the image, and then click
[OK].
& Note
O To cancel printing or sending,
click [Cancel].

Images on the Preview window
are not exactly the same as images
to be output.

Specifying options

You can specify the following op-
tions:

For details, see Help.

¢ Sending at a Specific Time
e User Code

e User ID

e Print Fax Header

¢ Document Server

ﬂ Click [Option...].
g Specify options you want to use.

< To send the fax document at a spe-
cific time:
Select the [Sending at Specific
Time] check box, and then speci-
fy a transmission time.

< To send with a user code:
Enter a user code into the [User

Code] field.

« To distinguish fax documents for
each user:
Enter a user ID into the [User ID:]
field. Use this option when
checking the job history using
SmartNetMonitor for Client.

K2
L <4

To have the header printed on the
fax document:

Select the [Print Fax Header]
check box.

« To store the fax document on the
Document Server:
Select the [Send to Document Serv-
er] check box, and then enter a
user name, file name, and pass-
word.

& Note

O The user code you specified for
this machine must be the same
as the one entered in this ma-
chine. See “Registering a New
User Code”, General Settings
Guide.

O If [Hard Disk Unit] has not been
selected in the [Accessories]
window, you cannot perform
selection for "Document Serv-
er". See p.111 “Setting LAN-Fax
Properties”.

B ciick [ox).
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{FTransmission result notification

After you have sent faxes, this func-
tion informs you whether the fax was
successfully transmitted to its desti-
nation or not.

When you store documents in the
Document Server or use this machine
just as a printer, this function also in-
forms you whether data was success-
fully transmitted to this machine or
not.

& Note

O You cannot receive notification
when using SmartNetMonitor for
Client version 5.0 or earlier.

O Transmission results are informed
only when connected with a net-

work using SmartNetMonitor for
Client.

FManaging transmission using
LAN-Fax Driver

From “SmartNetMonitor for Admin”,
“SmartNetMonitor for Client”, or a
Web browser, you can manage trans-
missions using LAN-Fax Driver. You
can view the following information
on transmitted files using LAN-Fax
Driver.

e UserID

e Status

¢ Number of pages
e Start time

e File No.

pe Reference
For details, see Help.

Printing and Saving

You can print documents created us-
ing Windows applications.

You can also save documents in TIF
format.

Open the application document you
want to print or create a new docu-
ment, and then perform the following
procedure.

For details, see Help.

& Note

O You can select whether to cause
the machine to automatically re-
start printing when problems such
as paper running-out or paper
jams are resolved. The machine
may not allow LAN-Fax Driver to
send documents until it finishes re-
printing. See p.161 “User Parame-
ters” (switch 20, bit 1).

O You can select the time delay after
problems are resolved until the
machine restarts printing. See
p-161 “User Parameters” (switch
20,bit2/3/4/5).

B On the [File] meny, click [Print...].
B sciect [LAN-Fax M3] in [Printer

Name], and then click [OK].
The [LAN-Fax] dialog box appears.

& Note
O The setting method may differ
depending on the application

you are using. In all cases, select
[LAN-Fax M3] for the printer.

Printing

@ Click [Print].
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Specifying Two-Sided Printing

@ Selecting the [Duplex printing]
check box.

@ Click [Print].

Saving as Files

You can save the fax document in
TIF format.

@ Select the [Save as file] check
box.

@ Click [Save to...].

© Select a folder on the folder
tree.

@ Select a file naming method.

& Note

0O To manually enter a file
name, select the [Specify file
name when saving] check box.
To have the program itself
name the file, select the [Auto-
matically create a new file]
check box.

@ Click [OK].

O Click [Save].
If you have selected [Automati-
cally create a new file], the image
file is assigned a name and
saved under the specified fold-
er. The file name will be RicHH-
MMSS.tif (HH: hours, MM:
minutes, SS: seconds).

@ Enter a file name.

& Note

O You can also change the fold-
er in this step.

© Click [Save].

The image file is saved in the
specified folder.

Editing Address Book

You can program and edit destina-
tions in the address list using the Ad-
dress Book.

For details, see Help.

n On the [Start] menu, point to [Pro-
grams], [LAN-Fax Utilities], and then
click [Address Book].

The Address Book display ap-
pears.

& Note

O If LAN-Fax Driver has already
started up, click [Address
Book...].

gClick [New/Browse], and then se-
lect the CSV file containing the
address list to be edited.

BEdit an existing destination or
program a new one.

& Note

3 You can use files created in CSV
format, as Address Book data.
For this purpose, create CSV files
that conform to a certain format.
For more information, see Help.

O You can register the Address
Book data of this machine in the
LAN-Fax's Address Book.

Programming new destinations

@ Enter the destination and name.

& Note

O For [Line:], select the appro-
priate line type; G3, G3-2, or
G3-3, G3 Dir. Auto, G3 PABX
Auto. Do not select G3-3, G4,
and I-G3, which is unavaila-
ble on this machine.

@ Click [Add].
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Editing programmed destinations

@ Select the destination you
want to edit in the list.

The company name should ap-
pear in gray.

@ Edit the data.

© Click [Update].

Deleting programmed
destinations

@ Select the destination you
want to edit in the list.

The company name should ap-
pear in gray.

@ Click [Delete].

© Click [Yes].

B click [Close].

B If you made changes to a destina-
tion, a confirmation message ap-
pears. To save the changes, click
[Yes].

If you do not want to save the
changes and want to quit editing,
click [No].

To return to the editing display,
click [Cancel].

& Note

O The confirmation dialog box
does not appear when you have
not made any changes after
starting Address Book.

’@?Using the machine's Address
Book data as the LAN-Fax's
Address Book data

You can retrieve the Address Book
data of this machine using SmartNet-
Monitor for Admin and edit it to reg-
ister in the LAN-Fax's Address Book.

p Reference

For more information, see Help on
SmartNetMonitor for Admin.

’@quqging the facsimile
functions using
SmartNetMonitor for Admin

Using SmartNetMonitor for Admin,
you can check information about the
machine's facsimile functions and
save the information on the computer.

SmartNetMonitor for Admin provides
the following management functions:

Using [Address Management Tool], you
can check the information about des-
tinations programmed on the ma-
chine and change the fax numbers
and names of these destinations. You
can also register a new destination.

Using [Address Management Tool], you
can retrieve destinations programmed
on the machine and save them on the
computer as CSV files. You can then
export the saved CSV files to the Ad-
dress Book of LAN-Fax Driver using
the Address Book application.

& Note

O For the method of installing Smart-
NetMonitor for Admin, see the
Printer Reference 1.

O For detailed operations, see Net-
work Guide and Help on SmartNet-
Monitor for Admin.
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Editing Fax Cover Sheets

LAN-Fax Cover Sheet Editor allows
you to edit the format for fax cover
sheets. It is necessary to create a cover
sheet file before attaching a cover
sheet to fax messages using LAN-Fax
Driver.

Creating a cover sheet

Use the following procedure to create
a fax cover sheet.

You can edit the items below using
LAN-Fax Cover Sheet Editor.

¢ Company name as destination in-
fo.

* Department name as destination
info.

¢ Person name as destination info.

e Title of address as destination info.
¢ Company name as sender info.

¢ Department name as sender info.
e Person name as sender info.

¢ Telephone number as sender info.
e Fax number as sender info.

e Date

* Message

& Note

3 Cover sheet data is stored in its
own format (using "fcp" as its ex-
tension)

n On the [Start] menu, point to [Pro-
grams], [LAN-Fax Utilities], and then
click [LAN-Fax Cover Sheet Editor].
The dialog box of LAN-Fax Cover
Sheet Editor appears.

g Edit the cover sheet.

& Note

O For details about operations, see
Help.

B Click [Save as...] on the [File] menu.

ﬂ Select a folder, and then enter a
file name.

B crick [save].

Attaching a created cover sheet

Use the following procedure to attach
a created cover sheet file to a fax mes-
sage.

B on the [File] meny, click [Print..].

B Select “LAN-Fax M3” in “Printer
Name”, and then click [OK].

The [LAN-Fax] dialog box appears.

B Click [Cover Sheet...].

The [Cover Sheet...] dialog box ap-
pears.

ﬂ Select a cover sheet file from the
drop-down list or after clicking
[Browse...] in [Select Cover Sheet].

& Note

3 The selection made in [Select
Cover Sheet] is not canceled un-
less you select another file. If
you want to change only desti-
nation information, skip this
step and proceed to step B.
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B Enter the destination information. ﬂ Enter the sender information.

& Note & Note

O You can select [Use Address O You can enter company, depart-
Book], [To Whom It May Concern], ment, and person names, and
[Edit Names], or [None]. Selecting telephone and fax numbers.
[Edit Names] allows you to enter 0 To add a message, select the
company, department, and per- [With a Message] check box, and
son names.

then enter a message.

B To print the date, select the [With a B Click [OK].

Date] check box.

g Specify a destination.

M select the [Attach a Cover Sheet]
check box.

@ click [send].

LAN-Fax Operation Messages

& Note

O You can have the LAN-Fax Error Report printed when options are not prop-
erly selected, or there is a communication error with a computer. See p.161
“User Parameters” (switch 20, bit 0).

Message

Causes and Solutions

Cannot access the print-
er. Click [retry] to send
the data again.

Check the network connection.
Check that the power is turned on.

The number of entries in
Destinations exceed the
limits. Up to 500 entries
can be entered.

The number of destinations specified exceeds the maxi-
mum possible. The maximum number of destinations
that can be specified at one time is 500.

“LAN-Fax” has already
been launched. Cannot
launch it again.

The [LAN-Fax] dialog box is already open. Quit LAN-Fax
once, and then start it up again.

Failed to allocate memo-
ry.

Available memory on the computer is insufficient. Quit
applications currently not in use.
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LAN-Fax Error Report

This report is printed when options are not properly selected, or a communica-
tion error with a computer occurs. Check the error message of the report.

If you entered a user code in the [Options] dialog box, this report can be sent to
you by e-mail, provided your e-mail address is programmed in the machine.
However, if User Code Management is on for fax, the report is not sent.

& Note
O You can select whether or not a LAN-Fax Error Report is printed. See p.161
“User Parameters” (switch 20, bit 0).

Error Messages

Check the error report, and then try again.

LAN-Fax Result by E-mail

If you entered a user code in the [Options] dialog box, the result can be sent to you
by e-mail, provided your e-mail address is programmed in the machine.

& Note

O You can select whether or not a LAN-Fax Result is sent to the specified e-mail
address. See p.161 “User Parameters” (switch 20, bit 7). If the message failed
to be sent to one or more of the specified destinations, the result is sent re-
gardless of this setting.
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Viewing Fax Information Using a Web

Browser

You can view received fax messages
and their lists or print these messages
using a Web browser on a network
computer.

& Note

O You need to select "Store" as the
"Reception File Setting" in the Fac-
simile Features menu. See p.186
“Storing or Printing Received Doc-
uments”.

O You can also check and manage
the documents using DeskTop-
Binder V2 Lite. See p.137 “Manag-
ing Documents Saved in the
Document Server from a Compu-
ter”.

pe Reference
“Configuring the Network Inter-

face Board Using a Web Browser”,
Network Guide

Viewing, Printing, and Deleting
Received Fax Messages Using
a Web Browser

Use the following procedure to view
and/or print received fax messages
using a Web browser.

Viewing received fax messages using a
Web browser

n Start a Web browser.

g Enter the machine's IP address in
the [Address] field.

B Click [Fax Received File].

With a user code (stored
reception file) programmed

@ If you have programmed a user
code, enter the code, and then
press [OK].

A list of the received fax mes-
sages appears.

& Note

O If the programmed user code
has been deleted using the
Address Book Management
function under System Set-
tings, a message indicating
incorrect user code entry ap-
pears. If this is the case, re-
program a user code. See
p-188 “Setting a User Code
for Viewing Received and
Stored Documents”.
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ﬂ Click the Property icon of the de-
sired fax message.

Information such as reception
dates, senders, line types, number
of pages, and file numbers appear
in addition to preview images.

& Note

O To view a list of the fax messag-
es, select the thumbnail display,
detail display, or icon display.
Click [Thumbnails], [Details], or
[lcons].

B View the content of the fax mes-
sage.

& Note

O To enlarge the preview image,
click [Enlarge Image]. Enlarge-
ment cannot be performed
without Acrobat Reader in-
stalled. For more information,
see Help on the Web browser.

B To download the received fax
message, click [PDF] or [Multi-page
TIFF].

Clicking [PDF] causes Acrobat
Reader to be started and the mes-
sage to be displayed.

Clicking [Multi-page TIFF] causes a
downloading confirmation win-
dow to appear.

& Note

O The method for downloading
differs depending on the select-
ed format. For more informa-
tion, see Help on the Web
browser.

Printing fax information using a Web
browser

n Start a Web browser.

ﬂ Enter the machine's IP address in
the [Address] field.

B Click [Fax Received File].

The list of received fax messages
appears.

ﬂ Click and select the check box be-
side the fax message to be print-
ed.

& Note

O To view a list of the fax messag-
es, select the thumbnail display,
detail display, or icon display.
Click [Thumbnails], [Details], or
[lcons].

B Click [Print].
B Click [Start Print].

& Note

O To cancel printing, press [Can-
cel] before clicking [Start Print].

O You can change the printing or-
der of selected multiple messag-
es. You can also have messages
printed on both sides of paper.
For more information, see Help
on the Web browser.

B ciick [ok.
The display returns to that of step
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Deleting fax information using a Web
browser

n Start a Web browser.

ﬂ Enter the machine's IP address in
the [Address] field.

B Click [Fax Received File].

The list of received fax messages
appears.

ﬂ Click and check the check box be-
side the fax message to be delet-
ed.

& Note

O To view a list of the fax messag-
es, select the thumbnail display,
detail display, or icon display.
Click [Thumbnails], [Details], or
[lcons].

B Click [Delete].
B Click [Delete File].

& Note

O To cancel deletion, press [Can-
cel] before clicking [Delete File].

O After selecting multiple mes-
sages, you can also cancel dele-
tion of some of the selected
messages. For more informa-
tion, see Help on the Web
browser.

B ciick oK),
The display returns to that of step

123



124

Fax via Computer

Viewing Received Messages on a

Computer

ScanRouter V2 Professional (sold separately) is also required as a delivery server. Desk-
topBinder V2 Professional Lite or DesktopBinder V2 Professional software (both sold

separately) must be installed on your computer.

Delivering Received Messages

Messages received by the machine
can be viewed on or downloaded to a
computer with the network delivery
server, ScanRouter V2 Professional.
This is a useful function, enabling you
to view and store messages on your
computer without printing them.

Using the delivery server, you can
eliminate the task of retrieving and
delivering messages.

% Functions
Delivery server provides the fol-
lowing functions:

¢ Use the delivery server to associate
incoming messages (Confidential
ID, SUB Code, Own Name, and
Own Fax Number) with receivers,
so messages are delivered to the
intended receivers.

* You can select the delivery meth-
od for incoming messages: "Save
in the delivery server inbox,"
"Send as an e-mail attachment,”
or "Save in the designated PC
folder." Incoming messages with
no Confidential ID, ID Override
Confidential Transmission, SUB
Code, Own Name, or Own Fax
Number are saved in the deliv-
ery server inbox. You can also set
so that the received messages are
stored in the specified delivery
server inbox according to the
used line for reception.

® You can check or download re-

ceived messages stored in the
delivery server inbox using
DesktopBinder V2 Professional
Lite or DesktopBinder V2 Pro-
fessional.

? Limitation

O Confidential messages are
also forwarded to the deliv-
ery server.

& Note

3 To view or download mes-
sages stored in the delivery
server inbox, you need to in-
stall the separately sold
DesktopBinder V2 Profes-
sional Lite or DesktopBinder
V2 Professional on your com-
puter.

O To send received messages to
your computer as e-mail at-
tachments, you need to have
a ScanRouter V2 Profession-
al-compatible e-mail pro-
gram on your computer.

O To create a network using the
delivery server, settings
must be specified in the User
Tools of the machine. Set-
tings must also be specified
on the delivery server. See
“Settings You Can Change
with User Tools — File Trans-
fer”, General Settings Guide.
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O See ScanRouter V2 Profes-
sional Help or instructions
for more information on the

delivery server (ScanRouter
V2 Professional).

O For information about Desk-
topBinder V2 Lite/Profes-
sional, see DesktopBinder V2
Lite/Professional Help or in-
structions.
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Programs

If you regularly send messages to a
particular destination or transmit us-
ing the same functions, you can save
repetitive keypad operations by reg-
istering this information in a Key-
stroke Program.

Registering and Changing
Keystroke Programs

Keystroke Programs can be recalled
by just pressing a Quick Dial key. The
following procedure can be used to
program a new Keystroke Program or
overwrite an old one.

You can register the following items
in Keystroke Programs:

* Memory Transmission, Internet
Fax transmission, Difference size
originals, Immediate Transmis-
sion, destinations (up to 500 num-
bers), resolution, original type, G3
communication mode, Stamp,
Send Later, Default ID, Auto Im-
age Density, Manual Image Densi-
ty, Scan Area, Auto Document,
Book Fax, Polling Transmission,
Polling Reception, Transfer Re-
quest, two-sided transmission, en-
tering text, reception confirmation
settings, and BCC transmission
settings, optional functions

¢ Program name (up to 20 charac-
ters)

& Note

0O The maximum number of pro-
grams you can register is 100 (200
with the optional fax function up-
grade unit).

O Use the same procedure to register
and change programs. Follow the
procedure for the items you want
to change.

O The method of registering or
changing programs for the copy
function is different from that of
the fax function.

O You cannot register the following
using program No. 1.:

* Any destination

¢ Polling Transmission

e User Transmission

e Store File

® Specifying a stored file

¢ Enter Subject of Mail Options

ﬂ Make sure that the machine is in
facsimile mode and the standby
display is shown.

& Note

O If the standby display is not
shown, press the [Facsimile]
key.

BPrepare for registering the pro-
gram.

& Note

O The procedure for program-
ming differs depending on the
items you want to register.

O Press the [Clear Modes] key to
cancel programming.
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Example of registering a program
using Send Later with the fax
number “0123456789”

© Press [0],[1], [2], [3], [4] [5),
[6], [7], [8), [9] using the
number keys.

@ Perform the Send Later setting
till the procedure of pressing
[OK] to return to the standby
mode.

/OReference
p-3 “Sending at a Specific
Time (Send Later)”

B Press the [Program] key.

2] [o][o 0@ = |

ZFLS170E

ﬂ Make sure that [Register] is select-
ed.

Program (Fax)
Select program Mo, to register.

[ 1 % ot Pogramed 12 % Programed

|+ [ %Mot Pogramed 105 % Programed

| 7 [ %Mot Pogramed

118 % Programed

10 [ Not Programed 1 F 11 % Programed

T T

|13 [ % ot Pogramed [

14 | ¥ ot Programed

B Select a program number in which
“*Not Programed” is shown.

Program (Fax)
Select program Mo, to register.

[ 1 % ot Pogramed 12 % Programed

|+ [ %Mot Pogramed 105 % Programed

| 7 [ %Mot Pogramed

118 % Programed

|10 [ ot Pogramed 1 F 11 % Programed

T T

|13 [ % ot Pogramed [

14 | ¥ ot Programed

& Note

O If you make a mistake, press
[Cancel] and select a program
number again.

O When you change a Keystroke
Program, press [Register] after
pressing the program number
you want to change. If you
make a mistake, press [Do not
Register] and return to step §.

B Enter the program name, and then
press [OK].

The standby display appears.

& Note

O If you make a mistake, press
[Backspace] or [Delete All], and
then try again.

O You should register the pro-
gram name.

O To cancel a programmed pro-
gram, press [Cancel]. The dis-
play returns to that of step §.

/OReference
“Entering Text”, General Set-
tings Guide

Registering a priority function using a
program

You can select whether or not the
function registered in program No. 1
will be set after the power is turned
on or the [Clear Modes ] key is pressed.

After registering a function in pro-
gram No. 1, select [Program No.1] for
[Change Initial Mode] on the Facsimile
Features menu. See p.144 “General
Settings / Adjustment”.
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Changing a program name

n Make sure that the machine is in
facsimile mode and the standby
display is shown.

& Note

O If the standby display is not
shown, press the [Facsimile]
key.

B Press the [Program] key.

2] [ ][® 1@ |h=]

ZFLS170E

B Press [Change Name].

Program (Fas)
Select program Mo, o recall
[#71 [T SETTING e 1 E
L [ 10
|- ) 7] ]
L 3 1]
R % Fegisler i Change Name i

ﬂ Select the program number of the
name you want to change.

Program (Fax)
Select program Mo. to change the name of,

[#1 [T serTing 155 Txn
=
1=

EES
JL il

f
| ENES JL sl

4 Recall g % Register ; :

73 TR e

FES

T T

B Enter a new program name, and
then press [OK].

& Note

(3 Press [Cancel] to cancel the
change, and proceed to step [3.

B Press [Exit].
The standby display appears.

Deleting a Program

n Make sure that the machine is in
facsimile mode and the standby
display is shown.

& Note

O If the standby display is not
shown, press the [Facsimile]
key.

B Press the [Program] key.

5] [ [ 3 11o |1=]

ZFLS170E

B Press [Delete].

Change Mame ; Delete §

ﬂ Select the program number you
want to delete.

Program (Fax) |

Select program key fo delete

[® 1 |7 SETTIG 1L
(NS 11
(IS 1L
(NS 1E]
L.l 1 1E]

<> Recall ; 4 Register § Change Name § -

B press [ves).

& Note
O Press [No] not to delete the pro-
gram. The display returns to
that of step B.
B Press [Exit].
The standby display appears.
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Using a Program

& Note

O Using the program causes the pre-
vious settings to be cleared.

n Make sure that the machine is in
facsimile mode and the standby
display is shown.

& Note

O If the standby display is not
shown, press the [Facsimile]
key.

ﬂ Place the original.

& Note

O If you have no programmed
destinations or scan settings as
programs, enter the fax number
of the destination and select the
scan settings you require.

B Press the [Program] key.

2] [ ][® )@ |z ]

ZFLS170E

ﬂ Select the program number you
registered.

Program (Fas)

Select pragram Mo, to recall

[# 1 [T seTTING 1N | E
S [ 10
[T 15 1
(NS 1L 10
T 1] — 1[0

4 Fiegister i Change Mame i

The standby display appears.

Then, the programmed fax
number is shown. Transmission
Mode is selected.

B Press the [Start] key.

The fax number and specified time
are shown on the display, and the
machine starts to scan the original.

The registered program will start.
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Using the Document Server

The Document Server can store docu-
ments from various applications.

The documents that are stored using
the facsimile function are available to
transmit by facsimile.

Storing in the Document Server ena-
bles the following:

e Once stored, a document can be
sent out as many times as you
want, just by selecting it.

¢ Storing a document does not use
facsimile memory.

You can send and print multiple
stored documents as a single docu-
ment, and also send them with
scanned originals at the same time.
Follow the instructions under [Select
Stored File] in [Sub TX Mode] when
sending or printing stored docu-
ments. See p.67 “Sending a Stored
File”.

/O Reference

“What You Can Do with This Ma-
chine”, General Settings Guide

ﬂlmportant

O Data stored in the machine might
be lost if some kind of failure oc-
curs. The manufacturer shall not
be responsible for any damage that
might result from the loss of data.

& Note
O Stored documents are not deleted
even when there is a power failure,

or the main power switch is turned
off.

O You can specify whether or not the
machine automatically deletes
documents from the Document
Server after a certain number of
days. The delete function is pre-
configured with the software and
automatically deletes any stored
document that is more than three
days (72 hours) old. You can
change the setting with “Auto De-
lete File”under “Key Operator
Tools” . See “Key Operator Tools
— Auto Delete File”, General Set-
tings Guide.

O You can store approximately 9,000
pages (ITU-T No.4 chart) in the
Document Server, using the copy,
facsimile, printer, and scanner
functions.

O The Document Server (Copier,
Facsimile (except for storing re-
ceived document), Printer, and
Scanner functions in total) has a
memory capacity of approximate-
ly 2,000 documents.

O You can store up to 1,000 pages per
document.

O You cannot check received and
stored documents through the
Document Server. See p.34 “Print-
ing Received and Stored Docu-
ments”.
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Storing a Document

You can store and send a document at
the same time. You can also just store
a document.

< File names
Scanned documents are automati-
cally assigned names like
“FAX0001” or “FAX0002”. See
p-133 “Setting a file name”.

% User Names
You can set this function if neces-
sary to know who and what de-
partments stored documents in the
machine. See p.133 “Programming
a user name”.

2
o

Password

You can set this function so as not
to send to unspecified people. See
p-133 “Setting a password”.

& Note

O You can change file names and
user names. See p.134 “Changing
Information of Stored Docu-
ments”.

n Make sure that the machine is in
facsimile mode and the standby
display is shown.

If the standby display is not
shown, press the [Facsimile] key.

B Place the original, and then select
the scan settings you require.

AL Reference
p-13 “Placing Originals”, Fac-
simile Reference <Basic Features>

B press [Store File].

R File Status E
Sub T Mode

DETROIT
FACTORY

ﬂ Select [Store & Transmit] or [Store on-
ly].
Select [Store & Transmit] to send
documents after they are stored.

1

99%

Store only

FAHI003
File Infs. Setting ¢

DETROIT
4. FACTORY

Select [Store only] to store docu-
ments.

When [Store only] is selected,
“He KK KKK KKK is shown.

B press [File Info. Setting], and then
set the user name, file name, and
password as necessary.

Infarmnation

[ Store only i

FAx0003

LOD0EST 000767 EGG057 g EiEy
BERLIN O NEW YORK J TORONTO § XY2Z COWP
FFICE OFFICE $0FFICE 3 ANY

| [ i
- 4 DETROIT

& Note

O If you are not setting a user
name, file name, or password,
proceed to step [3.

O You cannot change multiple
documents at once.
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Programming a user name

Setting a file name

& Note

O Set a user name from those pro-
grammed in the user code. User
code is programmed in System
Settings. See “Registering a
New User Code”, General Set-
tings Guide.

@ Press [User Name].

99%

@ Press the user name to be pro-
grammed, and then press [OK].

Search User Mame e
Cles

FE EE D T T

| "COWDON OFFICE §  Donald #lex |

© Press [File Name].

FARDD0Z

[l [GHRE EGG057 g EiEy [ File Mame
BERLIN O NEW YORK J TORONTO § XY2Z COWP Tlone
FFICE OFFICE J0OFFICE FANY 8 | |] e

|tz
DETROIT
|LAEACTORY ], SEEIEE, IR

@ Enter the file name, and then
press [OK].

ye Reference
“Entering Text”, General Set-
tings Guide
© Press [OK].

Setting a password

@ Press [Password].

T
| aptET ¥ Dorothe E Frank | Jor]

| wvoffiee Hark Jeffrey  § e

Lopez Eevin Harry

& Note

O Press the title key to switch
between titles.

O To set an non-programmed
user name, press [Non-pro-
grammed Name], and then en-
ter the name. User names
entered by pressing [Non-pro-
grammed Name] are not pro-
grammed into the user code.

pe Reference
“Entering Text”, General Set-
tings Guide
© Press [OK].

Fax003

[ File Mame g

Mone

@ Enter a password using the
number keys, and then press

[@].

1 UEL ZUNE 14217

Passuind

Enter new password with Mumber keys,
then press @

I

Confimm Passwond
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& Note

O If you make a mistake, press
[Clear] or the [Clear/Stop] key
before pressing [OK], and
then reenter your password.

O You can enter up to four dig-
its.

© Enter the password again, and
then press [@].

@ Press [OK].
& Note

3 Press [Change] to enter a dif-
ferent password.

@ Press [OK].
B Press [OK].

ﬂ If you have selected [Store & Trans-
mit], specify the receiver.

& Note
O If you have selected [Store only],
proceed to step [

B Press the [Start] key.

Changing Information of
Stored Documents

You can change the file name, user
name, and password of stored docu-
ments.

To change a stored document, delete
the document you no longer need,
and then reprogram the new docu-
ment. See p.136 “Deleting a Stored
Document”.

& Note

O You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps @l and B. See
p-145 “Quick Operation Key”.

BD press [Sub TX Mode].

THFile Status |

R File Status E
Sub T Mode

Store File

Tii26]
HEW ORK
OFFICE JOFFICE

G
SAN FRAN

g Select [Select Stored File].

Bl sciect [Manage/Delete File], and
then press the document to be
changed.

Select file

§ Date {rage|

| UserName  § " File Mame

[roee. [ 1]

[roee. [ 1]

© [ [SALES DIVISION |Féton0z

© [ [DOMESTIC DIVISIO|Fétonn T

£ Eorigi. + Stored File E Stored file + £ Origi 3
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ﬂ If you select a document for which
a password is set, enter the pass-
word, and then press [OK].

When a selected file does not have
a password, proceed to step B.

@ Erter passwird with Murnber keys,

then press [OK].

B Change the desired information
of the stored document.

leted or changed.

T Fiatams 1 bae 1psge[ Thowar 1|l DeblaFils |

..... SALES DIVISION

- Change User Namei

10 [FAxn001 | e | 1] FAHI002

Change File Mame ;

ARRE

Chiange Passwond i
oo | (TN s

Changing a user name

@ Press [Change User Name].
@ Press [Clear].

The user name is deleted.
]

[saLes prvision e “Ho

e oo Foer boe forw ] om ] oo ] Rt

I Doald 1 ilex ] Allen 1 Tokvo of

T Dorathy  F O Frank T Jones 3 Annet

M rke | Jernifer | Bra

Jeffrey |

[ /BC COM

Kevin Harry Bob

© Enter the new user name, and
then press [OK].

& Note

O Press the title keys to switch
between titles.

O To set a non-programmed
user name, press [Non-pro-
grammed Name], and then en-
ter the name.

O User names entered by press-
ing [Non-programmed Name]
are not programmed into the
user code.

,O Reference

“Entering Text”, General Set-
tings Guide

Changing the file name

@ Press [Change File Name].

@ Press [Backspace] or [Delete All],
and then re-enter the file name.

A Reference
“Entering Text” General Set-
tings Guide
© Press [0OK].

Changing the password

© Press [Change Password].
@ Press upper [Change].
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@ Enter a new password using
the number keys, and then

press [@].

Passuord

Enter new passwond with Number keys,
then press @

Confitm Password

[EEEE]

| | “Change

@ Press lower [Change].

@ Enter the password again, and
then press [@].

@ Press [OK].
B Press [Exit].

ﬂ Press [OK].
The standby display appears.

Deleting a Stored Document

Use this function to delete stored doc-
uments.

& Note

O You can program one of the Quick
Operation keys with operations for
this function. Using the key allows
you to omit steps @ and B. See
p-145 “Quick Operation Key”.

BD press [sub TX Mode].

TH File Status

R File Status E

Sub TH Wode

B Press [Select Stored File].

B Press [Manage/Delete File].

Select file

Fille Marne

| Dserhame 4 § Date |Pagel

[Troee. [T

[iec. T 111 4p

F i | DOMESTIC DIVISIO|Fax0n0 T

I
H [ i | SALES DIVISION  |Faxon02
i
1

£ Corigi. + Stored File E Stored file + £] Origi i

Manane/Delete File

ﬂ Select the document you want to
delete.

Select file

| UgerName 4 FileMame 1 Date |Page|

[Troee. [T

[iec. T 111 4p

F i | DOMESTIC DIVISIO|Fax0n0 T

I
H [ i | SALES DIVISION  |Faxon02
i
1

£ Corigi. + Stored File E Stored file + £] Origi i

Manage/Delete Fi

@ Note

O You can also delete multiple
documents at once.

With a programmed password

@ Enter a password using the
number keys, and then press
[OK].

Enter password with Number keys,
then press [OK]

®

B Press [Delete File].
(3 press [Delete].

& Note

O If you do not want to delete the
document, press [Do not Delete].



Using the Document Server

n Press [Exit].

m Press [OK].
The standby display appears.

Managing Documents Saved
in the Document Server from a
Computer

Using DesktopBinder

Fax documents saved in the Docu-
ment Server can be viewed and con-
trolled from a network computer
with DesktopBinder V2 Lite or Desk-
topBinder V2 Professional installed.
The following operations are availa-
ble using the computer:

¢ Displaying  documents
Viewer)

(Easy

¢ Displaying document properties
(Properties)

¢ Deleting documents (Delete)

¢ Copying documents to a computer
(Copy)

¢ Printing documents (Print from
Document Server)

¢ Exporting documents as files (Ex-
port Document)

For more information, see Desktop-
Binder V2 operating instructions and
Help.

& Note

O Settings made in System Settings
enable you to send documents to
the delivery server. See “Setting up
the Machine on a Network”, Net-
work Guide.

Using a Web browser

Fax documents saved in the Docu-
ment Server can be viewed using a
Web browser on a network computer.
These fax documents can also be
downloaded to the computer's hard
disk. See p.121 “Viewing Fax Infor-
mation Using a Web Browser”.
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Function List

The User Tools allow you to program your identification, store frequently used
numbers and settings, and customize default settings to meet your needs.

The User Tools are grouped by functions so that you can quickly and easily find
the desired User Tool.

< General Settings /Adjustment

Description Reference

Default Transmission Mode and scan set- p-144 “General Settings/ Adjustment”
tings. When the power is turned on, settings
specified here are selected:

¢ Memory/Immediate Transmission
Switch

e Text Size Priority

¢ Original Type Priority
¢ Auto Image Density

e Adjust Scan Density

¢ Select Title

¢ Change Initial Mode

e Adjust Sound Volume p-73 “Adjusting the Volume”, Facsimile Refer-
ence <Basic Features>

* Program Fax Information p-65 “Initial Settings and Adjustments”, Fac-
simile Reference <Basic Features>

¢ Scan End Reset

e Transmission Stamp Priority
e Line Priority Setting

¢ Program Economy Time

e  On Hook Mode Release Time

® Quick Operation key
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o
0"

Reception Settings

Description

Reference

Allows you to switch the following reception
functions on or off:

* Switch Reception Mode
e Authorized Reception

¢ Forwarding

¢ Reception File Print Quantity
* Two-Sided Print

* Reception Reverse Printing

¢ Paper Tray

* Specify Tray for Lines

p-146 “Reception Settings”

p-169 “Authorized RX (Authorized Recep-
tion)”

p-169 “Forwarding”

p-169 “Reception File Print Qty”
p-97 “Two-Sided Printing”

p-100 “Reverse Order Printing”
p-170 “Paper Tray”

p-105 “Specifying Tray for Lines”

* Checkered Mark p-96 “Checkered Mark”

¢ Center Mark p-96 “Centre Mark”

® Print Reception Time p-97 “Reception Time”
E-mail Settings

Description Reference

* Internet Fax Settings
¢ Maximum E-mail Size

® SMTP Reception File Delivery Settings

p-147 “E-mail Settings”




Function List

< Key Operator Tools

Description

Reference

sage
e Store/Change/Delete Auto Document
* Program/Change/Delete Scan Size

e Print Journal

¢ Transmission Page Count

e Forwarding

* Memory Lock Reception

e ECM

¢ Parameter Setting

* Program Special Sender

¢ Box Setting

e Transfer Report

* Program Confidential ID

* Program Polling ID

* Program Memory Lock ID

e Select Dial/Push Phone

¢ Reception File Setting

* Program/Change/Delete Standard Mes-

p-149 “Key Operator Setting”

EDisplays

Each menu appears in each tab.

You can switch the display by pressing [4A Prev.] or [V Next].

The selected item is highlighted.

When you have made all required settings, press [OK]. If [OK] is not pressed,

the new settings might be canceled.

Press [Cancel] to cancel the new settings. The previous display appears.
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$JKey Operator Code

When Key Operator Code is programmed and turned on, users have to enter a
programmed Key Operator Code (eight digits maximum) to operate the User
Tools. This prevents unauthorized people from changing settings.

& Note
O You can turn the Key Operator Code on or off in “User Tools Menu (System
Settings)”. See “Key Operator Tools”, General Settings Guide.

O When you set the Key Operator Code to active, enter a code (eight digits max-
imum) using the number keys and select [Partial] or [All Initial Settings] to limit
access.

¢ When [Partial] is selected:
Only Key Operator Tools are protected with a Key Operator Code.

e When [All Initial Settings] is selected:
Key Operator Tools and User Tools are protected with a Key Operator
Code.

@ Press the [User Tools/Counter] key.

@ Press [Facsimile Features].
If you have selected [All Initial Settings], proceed to step @.

® Press [Key Operator Tools].
@ Enter a Key Operator Code (eight digits maximum) using the number keys.

1 DEL ZUNE 14526

ey Operator Code is programmed.
Enter the code with Number keys,

then press [OK]

® Press [0K].

& Note
O If you enter a Key Operator Code not programmed, the display will return
to that of step @.
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Accessing User Tools (Facsimile Features)

Customize the facsimile settings ac-
cording to the operations to be fre-
quently performed.

& Note

O The machine allows you to change
the facsimile defaults in a mode
that is not the facsimile mode. Af-
ter changing the defaults, select
facsimile mode again. This section
describes the facsimile defaults
that the machine allows you to cus-
tomize.

O Customized facsimile defaults are
kept until the defaults are changed
again. The new settings are not
cancelled by turning off the main
power switch or the Operation
switch or pressing the [Clear
Modes] key.

A Reference
For the items that can be changed
using System Settings, see “User
Tools (System Settings)”. See “Us-
er Tools Menu (System Settings)”,
General Settings Guide.

l] Press the [User Tools/Counter] key.
The main menu display for default

g Press [Facsimile Features].

The menu display for facsimile de-
fault settings appears.

B Select the item that you want to
change.
The corresponding setting display
appears.

pe Reference
p-139 “Function List”

ﬂ Follow the displayed instructions
to change the default, and then
press [OK].

& Note
O If you make a mistake, press
[Cancel].

Quitting Default Settings

n After changing the defaults, press
[Exit] on the main menu display
for default settings.

The standby display appears.

1 DEL

settings appears. g oot e i ‘ g Frangate !
B Farzimile Features: I
@/ é] Printer Features I ‘ i Inquiry i
—L J
[ rsiior ’:| Seanner Features I ‘ = Counter i
& Note & Note

O With a Key Operator Code pro-
grammed, changing the default
causes the Key Operator Code
entry display to appear. If this
happens, enter the programmed
code first. For the Key Operator
Code, see “Key Operator Tools”,
General Settings Guide.

O You can also press the [User
Tools/Counter] key to quit the
main menu display for default
settings.
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General Settings/Adjustment

< Memory/lmmed. Transmission Switch
Use this function to specify the
Transmission Mode for document
transmission.

* Memory Transmission

e Immediate Transmission

2
o

Text Size Priority

Use this function to specify the

character size of your originals for

scanning.

e Standard

¢ Detail

¢ Super Fine (expansion memory
required)

% Original Type Priority

Use this function to specify the
type of originals for scanning.

e Text
¢ Text/Photo
e Photo

< Auto Image Density
Use this function to prioritize auto-
matic Image Density for scanning
your originals.
e ON

e OFF

2
o

Adjust Scan Density
Use this function to specify the
scan density of your originals.

< Select Title
Use this function for selecting the
title to be shown on the destination
list.

e Titlel
o Title2
e Title3

o
0"

2
o

2

Change Initial Mode

Use this function to select whether
contents registered in program
No.1 are to be used as the initial
settings after the power is turned
on or the [Clear Modes] key is
pressed:

e Standard
® Program No.l

& Note

O You cannot select Program
No.1 if program No.1 has not
been programmed with pri-
ority functions.

Adjust Sound Volume
See p.73 “Adjusting the Volume”,
Facsimile Reference <Basic Features>.

e On Hook Mode
e At Transmission
* At Reception

¢ At Dialing

¢ At Printing

Program Fax Information

See p.65 “Initial Settings and Ad-
justments”, Facsimile Reference <Ba-
sic Features>.

e Fax Header
¢ Own Name
e Own Fax Number

Scan End Reset

Use this function to return to the
initial settings each time an origi-
nal is scanned.

e ON

e OFF

TX Stamp Priority
Use this function to press a TX
stamp.

e ON
e OFF
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o
0"

2
o

2
o

Line Priority Setting
Use this function to specify the line
of usage.

& Note
O The display may differ depend-
ing on the line type you have.

Program Economy Time

Use this function for specifying a
time for transmission when call
charges are low. See p.3 “Sending
at a Specific Time (Send Later)”.

? Limitation

O You can program only one
Economy Time.

& Note

O If you make a mistake, press
[Clear] or the [Clear/Stop] key be-
fore pressing [OK], and then try
again.

On Hook Mode Release Time

Use this function to specify a time
to cancel On Hook mode after you
transmit using On Hook dialing.

e 1 minute
e 3 minutes
e 5 minutes

¢ 10 minutes

Quick Operation Key

Frequently used functions pro-
grammed as Quick Operation keys
are shown on the menu immedi-
ately after the power is turned on.
The Quick Operation keys can be
programmed with the following
functions:

e Journal

e TX File Status (Transmission
File Status)

e Print Conf. RX (Print Confiden-
tial Reception)

¢ Print Memory Lock

e Stored File

e Send Later

e Auto Document

¢ 2 Sided Original

e Closed Network

¢ Polling TX (Polling Transmission)
¢ Polling RX (Polling Reception)
e Fax Header Print

e Label Insertion

e RX File Status (Reception File
Status)

¢ Forwarding
¢ Transfer Request

e Switch RX Mode (Reception
Mode Switch)

e Manual E-mail RX (Manual E-
mail Reception)

¢ TX Status Report (Transmission
Status Report)

e User TX (User Transmission)

e E-mail TX Results (E-mail
Transmission Results)

Up to three functions can be pro-

grammed into a Quick Operation

keys.

@ Select Quick Operation key
you want to program.

@ Select the function you want to
program in the Quick Opera-
tion key.

I CQuick Operation Key 1

Select item to program.

‘ Journal ! il !l Print Canf. Rit !l Prirt hemof

Send Later

o Docurnent 1|/ 2 Sited O

PollngT# 1| PollingR¥ 1| FaxHeaderPrint 1| Label Ins

“ Transfer Aequest !l Switch A Mode !

\
‘ Forwarding
\

THStetusRepot §f  DoerTd [ E-mail T Result

& Note

O Functions that appear dimmed
have already been set.
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Reception Settings

o
0"

2
o

2
o

2
o

Switch Reception Mode

Specify the method for receiving
fax messages.

¢ Manual Reception

¢ Auto Reception

Authorized RX (Authorized Recep-
tion)
Specify whether or not unwanted
fax messages are to be screened
out.

e ON
e OFF

Forwarding

Specify whether or not received
fax messages are to be forwarded
to a programmed receiver.

¢ ON

e OFF

RX File Print Qty (Reception File Print
Quantity)

Specify the number of copies to be
printed for each fax message re-
ceived.

e 1to 10 set(s)

2 Sided Print

Specify whether or not received
fax messages are to be printed on
both sides of paper.

e ON

e OFF

RX Reverse Printing (Reception Re-
verse Printing)

Specify whether or not received
fax messages are to be printed
from the last page received.

e ON
e OFF

< Paper Tray

Use this function to print fax mes-
sages received from programmed
senders and fax messages from
other senders, using different pa-
per trays.

Display of tray names may differ
depending on the options in-
stalled.

e Tray1

e Tray2

¢ Tray 3 (option)

¢ Tray 4 (option)

e Auto Select

¢ LCT (option)

< Specify Tray for Lines

Specify a paper tray for each line
(telephone/LAN).

e OFF

e ON
@ Select [ON] to select a paper tray.

Specity Tray for Lines Select item, then press [Ok]

|E Deliver to: Line 1 ; |Imema\tray 1

[ Deliverto: E-mail i |Imema\tray 1

& Note

O If you select [OFF], the re-
ceived fax is delivered to a
default tray.

@ Select the line type.

Specity Tray for Lines Select item, then press [Ok]

OFF

|E Deliver to: Line 1 ; |Imema\tray 1

[ Deliverto: E-mail i |Imema\tray 1
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® Select a tray to deliver the re-
ceived paper onto, and then

press [OK].

Deliverto: Line 1
Select item, then press [OK].

Internal Tray 2

& Note

O If you want to specify anoth-
er line type, repeat from step

< Checkered Mark

Specify whether or not a checkered
mark is to be printed on the first
page of received fax messages.

¢ ON
e OFF

< Center Mark

Specify whether or not a centre
mark is to be printed halfway
down the left side and at the top
centre of each page received.

e ON

e OFF

< Print Reception Time

Specify whether or not received
date and time are to be printed at
the bottom of received fax messag-
es.

¢ ON
e OFF

E-mail Settings

X3

% Internet Fax Settings

You can select to display |=<]
not. When you want to send an In-
ternet Fax, set ON to display the
icon.

e ON
e OFF

Max. E-mail Size

Make this setting when you want
to limit the size of e-mail messages
that are transmitted, if receivers
limit e-mail size, or you cannot
send large size e-mail for some rea-
son. When this function is set to on,
transmission of e-mail that exceeds
the set size is aborted.

e ON
e OFF

& Note
O When e-mail exceeds the maxi-
mum file size, an Error Report is

output, and the e-mail is delet-
ed.

O Even when e-mail does not ex-
ceed the size limit, it may be re-
jected if it does not meet the
requirements of the server set-
tings.

@® Press [ON].

1 UEL ZUNE 14552

bdasc. E-mnail Size
Select ftem, then press [OK].
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@ Enter the maximum e-mail size
using the number keys.

1 DEL 2Ul

hdax. E-mail Size

Enter size with number kevys, then press [OK].

<fid - 102400

& Note
O Maximum e-mail size can be
between 64 and 102400 KB.

O If you make a mistake, press
[Cancel] or the [Clear/Stop]

key, and then enter again.

® Press [0K].

< SMTP RX File Delivery Settings

(SMTP Reception File Delivery Set-
tings)

This function is available on sys-
tems that allow routing of e-mail
received via SMTP. See p.94 “Rout-
ing E-mail Received via SMTP”.

e On

o Off

When an authorized e-mail ad-
dress is set, e-mail received from
addresses that do not match the
authorized address is discarded,
and an error message is returned
to the SMTP server.

The authorized e-mail address is
compared with the addresses of e-
mail originators, as illustrated by
the following examples.

When the authorized e-mail ad-
dress is set to "@aaa.abcd.com™:
abc@aaa.abcd.com - accepted
def@aaa.xyz.com - not accepted
abc@abcd.com - not accepted

& Note

O No Error Report is output even
when e-mail is discarded.

@® Press [On].

TDEL ZUNE 14133

SMTP RX File Delivery Sefttings
Select ftem, then press [OK]

@ Press [Change], and then enter
the sending e-mail address with
transmission permission.

SMTP RX File Delivery Setttings
Select ftem, then press [OK]

& Note

O If you make a mistake, press
[Backspace] or [Delete All], and
then enter again.

® Press [OK] twice.
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9. Key Operator Setting

Key Operator Tools List

You can program, change, or delete standard messages and auto documents.
You can also set the line type for the machine connection, program various IDs
(including a Polling ID), fax destinations, and many other items. In addition, you

can check the number of documents transmitted and received.

Function name

Description

Reference

Program/Change/Delete
Standard Message

You can program, change, or
delete standard messages
printed at the top of the first
page of each incoming mes-
sage.

p-151 “Programming, Chang-
ing, and Deleting Standard
Messages”

Store/Change/Delete Auto
Document

You can program, change, or
delete pages stored as auto
documents.

p.151 “Programming, Chang-
ing, and Deleting Standard
Messages”

Program/Change/Delete
Scan Size

You can program, change, or
cancel frequently used scan
sizes.

p-154 “Programming, Chang-
ing and Deleting a Scan Size”

Print Journal

Prints a Journal.

p-156 “Printing the Journal”

Transmission Page Count

Checks the transmission and
reception, and totals on the
display.

p-156 “Counters”

Forwarding

Transfers received messages
to a programmed receiver
(forwarding destination).

p-157 “Forwarding”

Memory Lock RX

Switches the Memory Lock to
on or off. To use it, program
an ID for printing a message
received in Memory Lock
mode.

p-159 “Memory Lock”

ECM

If part of the transmission fails
due to a telephone line fault,
this function resends the
failed part automatically.

p-160 “ECM (Error Correction
Mode)”

Parameter Setting

Allows you to change and
print the function settings to
meet your needs.

p-161 “User Parameters”

Program Special Sender

By programming particular
receivers as Special Sender in
advance, you can have Special
Senders treated differently.

p-168 “Programming/ Chang-
ing Special Senders”
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Function name

Description

Reference

Box Setting

By using SUB and SEP Codes
with these functions, you can
send messages to another par-
ty's box, and retrieve messag-
es stored in boxes.

p-174 “Box Settings”

Transfer Report

Before using Transfer Re-
quest, you need this Transfer
Report setting.

p-183 “Transfer Report”

Program Confidential ID

Registers an ID required for
Confidential communication.

p.184 “Programming a Confi-
dential ID”

uments are saved on the hard
disk to be printed later or
printed immediately without
being saved.

Program Polling ID Registers an ID required for | p.185“Programminga Polling
Polling communication. ID”

Program Memory Lock ID Registers an ID required for | p.185 “Programming a Memo-
Memory Lock reception. ry Lock ID”

Select Dial/Push Phone Selects a line type when you | p.186 “Selecting Dial/Push
connect the machine toa G3 | Phone”
analog line.
& Note
O This function is not availa-

ble in some areas.
Reception File Setting Selects whether received doc- | p.186 “Storing or Printing Re-

ceived Documents”

Stored RX File User Code Set-
ting

Set the password to view re-
ceived and stored documents
using a Web browser or Desk-
TopBinder V2 Lite.

p-188 “Setting a User Code for
Viewing Received and Stored
Documents”
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Using Key Operator Settings

Programming, Changing, and
Deleting Standard Messages

Use this function to program stand-
ard messages to be printed at the top
of the first page of the original. It is
useful for personalizing messages
such as sending greetings.

& Note

O You can program three standard
messages. You cannot change the
“Confidential”, “Urgent”, “Please
phone”, or “Copy to corres. sec-
tion” messages.

O Use the same procedure to pro-
gram and change your messages.

l] Press the [User Tools/Counter] key.

[ ¢/m
[

)|

ZFLS110E

B Press [Facsimile Features].
B Press [Key Operator Tools].

ﬂ Press [Program/Change/Delete Stand-
ard Message].

Programming or changing

standard messages

@ Select the message number key

you want to program or change.

TUEL 2UNE 14338
Program/Change Delete Standard bessane
Select programed message to program or change:

| Prog. Messge 1| HELLD

| Prog. Messge 2| PLEASE CONFIRM

‘ Prog. Messge 3| X Mot Programed

@ Enter a new message.

éo Reference
“Entering Text”, General Set-
tings Guide

© Press [OK].

& Note

O To program another mes-
sage, repeat the procedure
from step @.

O To cancel a registration, press
[Cancel].

Deleting Standard Messages

@ Press [Delete], and then select
the message you want to de-
lete.

Program,Change/Delete Standard Message
Select programed message to delete.

| Prog. hessge 1] HELLD

| Prog. Messge 7| PLEASE CONFIRM

[P wene o X% Pt

Delete
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@ Press [Delete].

& Note
O To delete another message,
repeat from step @.

O To cancel a deletion, press
[Do not Delete]. The display re-
turns to that of step @.

B Press [Exit].

B Press the [User Tools/Counter] key.
The standby display appears.

Storing, Changing, and
Deleting an Auto Document

If you often have to send a particular
page to people (for example, a map, a
standard attachment, or a set of in-
structions), you can store that page in
memory as an Auto Document. This
saves rescanning the original every
time you want to send it.

Use the following procedure to pro-
gram a new Auto Document or over-
write an existing one.

You can store the following items in
an Auto Document:

¢ Originals (6 documents maximum;
when the optional fax function up-
grade unit is installed, 18 docu-
ments maximum, only one page
per file).

¢ Scan settings (resolution, original
type, and image density)

i Irregular scan area

e Document name (16 characters
maximum)

ﬂlmportant

O When about one hour passes after
power of the machine is turned off,
all fax messages stored in memory
are lost. If any messages have been
lost for this reason, a Power Failure
Report is automatically printed
when the operation switch is
turned on. Use this report to iden-
tify lost messages.

l] Press the [User Tools/Counter] key.

ZFLST10E

g Press [Facsimile Features].
B Press [Key Operator Tools].

ﬂ Press [Store/Change/Delete Auto Doc-
ument].

B Select and follow the appropriate
procedure depending on what
you want to perform.

StoreChange/Delete Auto Documert
Select file to store or change.

[ e 1 | 4] %ot Programed

| 2] ot Programed | |5 | ¢ Not Programed

|3 ot Programed | |6 | % Not Programed

N Chonge ame ; Delete ;

& Note

O If there are stored files, the file
names are shown.
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Storing a file

© Select [*Not Programed].
@ Enter a file name, and then
press [OK].

/O Reference

“Entering Text”,General Set-
tings Guide

Changing a file

@ Select the file you want to
change.

The “A file is already
stored. If another file is
stored, previous one will
be deleted. Is it OK?” mes-
sage is shown.

@ Press [Store].

If you want to cancel storing,
press [Do not Store].

Changing only a file name

@ Press [Change Name].

@ Select the file whose name you
want to change.

© Enter a file name, and then
press [OK].

p Reference

“Entering Text”, General Set-
tings Guide
Proceed to step B.

B Place the original, and then select
any scan settings you require.

File can be stored p ' emory:
Set original, then press [Start] 100%
File Mo 1

File name: MAP

& Note

O You can also specify a scan size.
See p.16 “Setting a Scan Area”,
Facsimile Reference <Basic Fea-
tures>.

ﬂ Press the [Start] key.
The machine starts to scan and
completes scanning.

@ Note

O To cancel scanning, press [Stop
Scanning].

B Press [Exit].

ﬂ Press the [User Tools/Counter] key.
The standby display appears.

Deleting an Auto Document

& Note

O You cannot delete an Auto Docu-
ment waiting to be transmitted.
Delete it after the transmission or
cancel the transmission, and then
delete the Auto Document.

l] Press the [User Tools/Counter] key.

ZFLST10E
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g Press [Facsimile Features].
B Press [Key Operator Tools].

ﬂ Press [Store/Change/Delete Auto Doc-
ument].

B Press [Delete], and then select the
file you want to delete.

o Document

Change Mame

3 press [Delete].

& Note

O To cancel deleting, press [Do not
Delete]. The display returns to
that of step B.

ﬂ Press [Exit].

B Press the [User Tools/Counter] key.
The standby display appears.

Programming, Changing and
Deleting a Scan Size

When you select a scan size to scan a
non-standard size original, two cus-
tom sizes are available (Program Size
1 and Program Size 2). Use these func-
tions to program a custom size in ad-
vance.

To change an existing scan size, just
use the same procedure.

ﬂlmportant

O When programming or changing a
scan size, we recommend you
make a record of the new size.

& Note
O You can program up to two sizes.

O You can specify a horizontal length
from 128 to 1,200 mm, or from 5.5
to 47 inches.

l] Press the [User Tools/Counter] key.

ZFLST10E

B Press [Facsimile Features].
B Press [Key Operator Tools].

ﬂPress [Program/Change/Delete Scan
Size].
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B Select [Program Size 1] or [Program
Size 2].

1 DEC U3 1014

ProgramhangeDelete Scan Size
Select size to program or change

* ot programed

% Mot programed

B Enter a horizontal size using the
number keys.

Mumber keys, and select vertical size
«=Horizontal.
<128-1200%
1 Vertical:

T (10 ]| a1 ]
S ]|

W (4 Lf

low (M) ]

& Note

O Each time you press [mm] or
[inch], the units switch between
“mm” and “inch”. If you enter a
length and change the units by
pressing [mm] or [inch], the
length is converted automati-
cally according to the unit (frac-
tions are rounded off). For
example, when you enter [2],
[2], and [0] in millimeters and
change to “inch”, the length “8.7
inch” is shown on the display. If
you press [mm] or [inch] again,
“221 mm” is displayed.

O If you make a mistake, press
[Clear] or the [Clear/Stop] key,
and then try again.

O To cancel a scan size, press [Can-
cel].

nSelect a vertical size, and then
press [OK].

Number keys, and select vertical size
++Harizontal
<128-1200>
T Vertical:
Auto Detect

M (1) |
5w (84J5) |

e (812) |

Wi (43 | 10um (Ad)

& Note

O A displayed vertical size differs
depending on the selected unit.
When [mm] is selected, [Auto De-
tect], [210mm (A4)], [257mm (B4
JIS)], [297mm (A3)], [216mm (8
1/2)], and [279mm (11)] are
shown. When [inch] is selected,
[Auto Detect], [8.3inch (A4)],
[10.1inch (B4 JIS)], [11.7inch (A3)],
[8.5inch], and [11.0inch] are
shown.

O To cancel a scan size, press [Can-
cel].

m Press [Exit].

ﬂ Press the [User Tools/Counter] key.
The standby display appears.

Deleting a scan size

l] Press the [User Tools/Counter] key.

o/m
[

)

g Press [Facsimile Features].
B Press [Key Operator Tools].

ﬂPress [Program/Change/Delete Scan
Size].
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B Press [Delete], and then select [Pro-
gram Size 1] or [Program Size 2].

T UEL 2uUg Tuzlh

ProgramhangeDelete Scan Size
Select size to delete

T #uto Detect

T 210m

[ press [ves).

& Note

O To cancel deleting, press [No].
The display returns to that of

step B
n Press [Exit].

[3 Press the [User Tools/Counter] key.
The standby display appears.

Printing the Journal

The Journal allows you to check a
maximum of the last 50 communica-
tions (receptions & transmissions)
performed by the machine. You can
print the Journal using the Informa-
tion menu. See p.27 “Printing the
Journal”.

Counters

This function allows you to check the
total number of pages transmitted
and received on the display.

® Transmissions:
Total number of transmitted pages

* Receptions:
Total number of received pages

l] Press the [User Tools/Counter] key.

ZFLST10E

g Press [Facsimile Features].
B Press [Key Operator Tools].

ﬂ Press [Transmission Page Count].

]

j [ Forvarting Yo ‘

1 [ Mertory Lock Fix Y[ore ‘
[ ECH Hen ‘

B After checking the display, press
[Exit].

B Press the [User Tools/Counter] key.
The standby display appears.
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Forwarding

This function allows you to have mes-
sages printed on the machine, and
sent to a specified End Receiver.

This is useful if, for example, you are
visiting another office and would like
a copy of your messages to be sent to
that office.

ﬁ Preparation
To use this function, set Forward-
ing under Reception Settings to
ON (enable). See p.146 “Reception
Settings”.

? Limitation

O The Forwarding function does not
forward messages received with
Confidential Reception, Memory
Lock, Polling Reception mode, or
messages received by Transfer Re-
quest.

O You can select end receivers only
from among destinations pro-
grammed in the Address Book.
You cannot specify programmed
transfer stations as end receivers.

& Note

O An e-mail address can be set as the
forwarding destination.

0O If you do not program an End Re-
ceiver, the machine performs
printing but not forwarding even
with the Forwarding function On.

O You can program one of the Quick
Operation keys with operations for
this function. You can then switch
the function on or off merely by
pressing the Quick Operation key.
The function is on when the Quick
Operation key has been highlight-
ed.

O If you want to change End Receiv-
ers separately according to send-
ers, specify End Receivers for each
special sender in “Special Senders
to Treat Differently”. You can pro-
gram one receiver per Special
Sender. Received messages from
unspecified senders will be for-
warded to the End Receiver speci-
fied here. See p.165 “Special
Senders to Treat Differently”.

O One receiver only can be specified
using this function. For multiple
receivers, use Group Dial.

O You can specify whether or not to
print forwarded messages. See
p-161 “User Parameters” (switch
11, bit 6).

O Deleting a destination specified as
an end receiver from the Address
Book causes the settings for the
end receiver to be deleted. If this is
the case, reprogram the end receiv-
er. If the destination has been
changed, a message is transmitted
to the new destination.

O You can program one of the Quick
Operation keys with operations for
this function.

Programming an End Receiver

l] Press the [User Tools/Counter] key.

o/m
[

)

ZFLS110E

B Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Forwarding].
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B press [oN]. Quitting the forwarding function

Foryarding

Select tem, then press [OK] n PI‘eSS the [USEI‘ TOO|S/COunter] key.

| &/=
[

)

ZFLST10E

B Press [Facsimile Features].
& Note 3
O If there is an End Receiver al- Press [Key Operator Tools].

ready programmed, a receiver ﬂ Press [Forwarding]
name is shown. If you want to )

change the receiver, press [Re- B Press [OFF], and then press [OK].
ceiver] and proceed to step 3.

1 UEL 2UE Ta2 14

O To cancel Forwarding, press Fonuatlg

Select ftem, then press [OK].

[Cancel] and proceed to step BJ.

B Specify an End Receiver using the
destination list, and then press
[OK]‘ Recever

Specify End Receiver.

B Press the [User Tools/Counter] key.
The standby display appears.

The receiver name is shown to the
right of [Receiver].

& Note

O Pressing [&/] to switch the des-
tination between fax number
and e-mail address.

O If you make a mistake, press
[Clear] or the [Clear/Stop] key be-
fore pressing [OK], and then try
again.

ﬂ Press [OK].

B Press the [User Tools/Counter] key.
The standby display appears.
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Forwarding Mark

You can print a Forwarding Mark on
the receiver's messages that have
been forwarded.

The receiver can distinguish between
forwarded messages and usual recep-
tions.

& Note

O You can specify whether or not to
print a Forwarding Mark in the
User Parameters. See p.161 “User
Parameters” (switch 02, bit 0).

1N pr pob

GFMTENOE

Memory Lock

When you switch Memory Lock on,
received messages are stored in mem-
ory and not printed automatically.
When a message is received in the
Memory Lock mode, the Confidential
File (f) indicator blinks. To print this
message, enter the Memory Lock ID.
A user without the ID cannot print
the message. This prevents unauthor-
ized users from seeing the message.

5] Preparation
To use Memory Lock, program the
Memory Lock ID, and then switch
Memory Lock on. See p.185 “Pro-
gramming a Memory Lock ID”.

& Note

0O To store incoming documents
from Special Senders only in Mem-
ory Lock, program each sender
with “Special Senders to Treat Dif-
ferently”. See p.165 “Special Send-
ers to Treat Differently”.

l] Press the [User Tools/Counter] key.

ZFLST10E

B Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Memory Lock RX].

B seiect [ON] or [OFF], and then
press [OK].

TDEL ZUNE 19I1%

bdemnory Lock Reception
Select ftem, then press [OK]

& Note
O To cancel this setting, press
[Cancel]. The display returns to
that of step [.
O press the [User Tools/Counter] key.
The standby display appears.
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ECM (Error Correction Mode)

If part of a transmission fails because
of a line problem, the lost data is auto-
matically resent. For this function to
work, the other machine must have
ECM. You can turn this function on or
off through the following procedure.

& Note

O If you turn ECM off, you cannot
use the following functions:

¢ JBIG Transmission

¢ Super G3 Communication

l] Press the [User Tools/Counter] key.

| &/
[

J)

ZFLS110E

B Press [Facsimile Features].
B Press [Key Operator Tools].
O press [ECM).

BSelect [ON] or [OFF], and then
press [OK].

ECh
Select item, then press [OK].

& Note
O To cancel this setting, press
[Cancel]. The display returns to
that of step .
B Press the [User Tools/Counter] key.
The standby display appears.



Using Key Operator Settings

User Parameters

User Parameters allow you to customize various settings to suit your needs.

To change function settings, set the User Parameter Switches.

% Switches and Bits
Each User Parameter has a set of switches, and each of the switches consist of
eight bits, whose values are “0”or “1”. The right most bit is bit 0 and the left
most is bit 7. You can adjust the settings to match your needs by switching the
value of bits between “0”and”1”.

Switch 02 | 0 0 1 1 1 0 1 1
\: A l l A A l A
7 6 5 4 3 2 1 0

< User Parameter List
User Parameter Switches are outlined below.

Switch Bit Item 0 1
02 0 | Forwarding Mark Off On
3 | TSI Print Off On
03 0 | Automatic printing of the Off On
Memory Transmission Result
Report
2 | Automatic printing of the Off On
Memory Storage Report
3 | Automatic printing of the Poll- Off On

ing Reception Reserve Report

4 | Automatic printing of the Poll- Off On
ing Reception Result Report

5 | Automatic printing of the Im- Off On
mediate Transmission Result
Report

6 | Automatic printing of the Off On
Polling Transmission Clear
Report

7 | Automatic printing of the Off On
Journal

04 0 | Automatic printing of the Off On
Confidential File Report

7 | Include a portion of the image Off On
on reports
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Switch Bit Item 0 1
05 0 | Receive Service Call (SC) Possible Not possible
Condition (Substitute Recep- | (Substitute RX) (Reception off)
tion during service call)

2,1 | Substitute the reception when the machine cannot print (because all pa-
per trays have run out of paper, toner is empty, or all paper trays are out
of order)

00: Enabled unconditionally (Free)
01: Enabled when Own Name/Own Fax Number is received
10: Enabled for Polling ID match
11: Disabled (Reception off)
5 | Just Size Printing Off On
7 | Empty tray alert (Paper Emp- Off On
ty Warning) even when one
paper tray is empty

06 6 | First page scanned for book | From the left page | From the right
originals page

07 2 | Parallel Memory Transmission Off On

08 2 | Authorized Reception Type Receiving from Receiving all

only specified messages except
senders those from
specified senders

10 1 | Combine two originals Off On

3 | Pagereduction when printing Off On
11 6 | Local print when forwarding Off On
7 | Polling file after sending (Poll- | Delete (Use Once) | Standby (Save)
ing transmission standby time)

14 0 | Print documents received Immediate print- | When turning on
with Auto Power-On Recep- | ing (On) the operation
tion (Night Printing mode) switch (Off)

1 | Long Document Transmis- Off On
sion (Well Log)

2 | Batch Transmission Off On

3 | Reset when function changed Off On

7 | System Parameter List Trans- Off On
mission

17 2 | Whether you need to press Not necessary Necessary
[Add] after entering a Quick
Dial/Group Dial when
broadcasting

7 | Receive messages by pressing | Off (The machine | On (The machine
the [Start]key when originals | does not receive | receives messages
are not set. messages by press- | by pressing the
ing the [Start] key.) [Start] key .)
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Switch Bit Item 0 1
18 0 | Print date with Fax Header Off On
1 | Print transmitter origin with Off On
Fax Header
2 | Print file number with Fax Off On
Header
3 | Print page number with Fax Off On
Header
19 0 | Use paper delivery shift func- Off On
tion (Offset Print)
1 | Sort Journal by line type Off On
20 0 | Automatic printing of the Off On
LAN-Fax Error Report
1 | Reprint documents that could Off On
notbe printed using LAN-Fax
Driver

5,4,3,2 | Reprinting time of stored documents in memory that could not be print-
ed using LAN-Fax Driver

0000: 0 minute / 0001: 1 minute / 0010: 2 minutes / 0011: 3 minutes /

0100: 4 minutes / 0101: 5 minutes / 0110: 6 minutes / 0111: 7 minutes /
1000: 8 minutes / 1001: 9 minutes / 1010: 10 minutes / 1011: 11 minutes
/ 1100: 12 minutes / 1101: 13 minutes / 1110: 14 minutes / 1111: 15 min-

utes
7 | Notify LAN-Fax Result by E- Off On
mail
21 0 | Print results of sending Re- Off (print only On
ception Notice Request mes- when an error
sage occurs)
1 | Respond to e-mail reception Off On
acknowledgment request
4 | Transmit Journal by E-mail Off On
6 | Not display Network error Display (Off) Not display (On)
7 | Transmit Error Mail Notifica- On Off
tion
24 1,0 | Store a message in memory that could not be transmitted
00: Off, 01: Store for 24 hours, 11: Store for 72 hours
25 4 |RDS Off On
32 0 | Priority destination for For- Fax Destination E-mail Address
warding
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Changing the User Parameters

5] Preparation
Access to some User Parameter
Settings requires installation of op-
tional equipment, or that other set-
tings be made beforehand.

ﬂlmportant

O We recommend you print and
keep a User Parameter list when
you program or change a User Pa-
rameter. See p.165 “Printing the
User Parameter List”.

O Do not change any bit switches
other than those shown on the pre-
vious pages.

l] Press the [User Tools/Counter] key.

ZFLST10E

B Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Parameter Setting].

BSelect the switch number you
want to change.

Parameter Setting

Select switch Mo, referring to Operating Instructions.
oo j o1 oz [ o5 Jloa [ 05 J[ o

Lz fas e Jl1s |

Fro i 1

31 4| 324 33

B Select the bit number you want to
change.

ing to Operating Instructions, then press [OK]

When the bit number is pressed,
the current value switches be-
tween 1 and 0.

& Note

O Repeat from step [ to change
another bit number for the same
switch.

ﬂ Press [OK].

@ Note

O To cancel these settings, press
[Cancel]. The display returns to
that of step B.

B Repeat steps |§ and [J to change
the switch settings.

g After all the settings are finished,
press [Exit].

[E] Press the [User Tools/Counter] key.
The standby display appears.
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Printing the User Parameter List

Print this list to see the current User
Parameter settings. However, only
items of importance or often-used
items are included in the list.

l] Press the [User Tools/Counter] key.

ZFLST10E

g Press [Facsimile Features].
B Press [Key Operator Tools].

ﬂ Press [Print List] next to “Parameter
Setting”.
& Note
O To cancel printing a list, press

[Cancel]. The display returns to
that of step .

B Press the [Start] key.

& Note

O To cancel printing a list after
pressing the [Start] key, press
[Stop Printing]. The display re-
turns to that of step [J.

B Press the [User Tools/Counter] key.
The standby display appears.

Special Senders to Treat
Differently

By programming particular receivers
in advance, you can set the following
function for each receiver:

* Authorized Reception

¢ Forwarding

¢ Reception File Print Quantity
e Print 2 Sided

¢ Memory Lock

* Reception Reverse Printing

¢ Paper Tray

Use the Own Name or Own Fax
Number to program your receivers. If
the receiver has a machine of the
same manufacturer, program an Own
Name that has already been pro-
grammed as a receiver. If the machine
is not of the same manufacturer, use
Own Fax Number. You can apply the
same settings to all programmed
numbers. You can then customize the
settings for individual numbers as
necessary using the Special Sender
Registration function.

The following items can be pro-
grammed.

* Special Senders (Up to 30. A maxi-
mum of 50 when the optional fax
function upgrade unit is installed.
A maximum of 20 characters for
each name when using G3.)

¢ Full/ Partial agreement
When you program own names
and facsimile names for multiple
destinations, you can program a
common sequence of characters to
identify destinations using Partial
agreement.
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% Using a Full agreement

Number of
programmed
identifications

Destination to be
programmed
(Own Name)

NEW YORK 3
BRANCH
HONG KONG
BRANCH
SYDNEY
BRANCH

< Using a Partial agreement

Destination to be | Number of
programmed programmed
(Own Name) identifications
BRANCH 1

& Note

O You can program up to 30 wild
cards (50 with the optional fax
function upgrade unit).

O Spaces are ignored when identi-
fications are compared.

O You can use wild cards for the
following functions:

* See p.168 “Programming/
Changing Special Senders”.

¢ See p.169 “Authorized RX
(Authorized Reception)”.

¢ See p.169 “Forwarding”.

O You cannot use the following
functions with Internet Fax re-
ceptions.

¢ Authorized Reception

¢ Reception File Print Quantity
* Memory Lock

* Reception Reverse Printing

O To use the Forwarding, Print 2
Sided, or Paper Tray with Inter-
net Fax receptions, program the
e-mail address of the sender.

? Limitation

O You cannot program senders as
Special Senders if they do not have
Own Name or Own Fax Number
programmed.

O The machine cannot differentiate
between Polling Reception and
Free Polling documents from Spe-
cial Senders.

& Note
O You can program up to 24 charac-
ters for the sender.

O You can check Own Name and
Own Fax Number using the Jour-
nal. You can check programmed
Special Senders using the specified
sender list. See p.27 “Printing the
Journal”. See p.173 “Printing the
Special Sender List”.

O If you select “OFF” for the Special
Sender function in “Initial Set Up”,
the settings will be the same as the
Reception Settings. See p.146 “Re-
ception Settings”.

Authorized Reception

Use this function to limit incoming
senders. The machine only receives
faxes from programmed Special Send-
ers, and therefore, it helps you screen
out unwanted messages, such as junk
mail, and saves wasting fax paper.

& Note

O To use this function, program the
Special Senders function, and then
select “ON” in “Authorized RX”
with “Reception Settings”. See
p-146 “Reception Settings”. See
p-161 “User Parameters” (switch
08, bit 2).

0 Without programming Special
Senders, the Authorized RX func-
tion will not work, even if you se-
lect “ON".
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O You can select to receive only from
programmed senders or receive
only from senders other than those
programmed in User Parameters.
See p.161 “User Parameters”
(switch 08, bit 2).

O If you select “OFF” for “Author-
ized RX” in “Initial Set Up”, the
settings will be the same as the Re-
ception Mode settings. See p.146
“Reception Settings”.

O You can change Special Senders in
the same way as you program
them.

Forwarding

Use this function to print received
messages, and then transfer them to
those receivers programmed before-
hand.

It is also possible to forward faxes
sent only by senders programmed as
Special Senders.

& Note

O To use this function, program your
Special Senders, and then select
“ON” for “Forwarding” in “Recep-
tion Settings”. See p.146 “Recep-
tion Settings”.

O If you specify “ON” in “Forward-
ing” and select [Same as basic set-
tings], the fax message will be
forwarded to the other ends pro-
grammed in “Specify End Receiv-
er”. See p.157 “Forwarding”.

O If you do not program any Special
Senders, the machine transfers all
incoming documents to the other
end specified in “Specify End Re-
ceiver”.

O You can program e-mail address
as the receiver.

Reception File Print Quantity

Use this function to print the speci-
fied number of copies of documents
received from programmed senders
(Special Senders). If you do not pro-
gram any Special Senders, the ma-
chine prints the specified number of
copies for all received documents.

? Limitation

O You cannot use multi-copy print-
ing with Polling Reception, Free
Polling, Confidential Reception, or
Memory Lock.

& Note
O You can specify up to 10 copies.

Print 2 Sided

Use this function to print on both
sides of paper.

? Limitation
O If you select the bypass tray for “Paper
Tray”, duplex printing is disabled.

Memory Lock

Use this function to store incoming doc-
uments from programmed senders (Spe-
cial Senders) in memory without
printing them. People without the Mem-
ory Lock ID cannot print the documents,
and therefore this function is useful for
receiving confidential documents. If you
do not program any senders, the ma-
chine receives fax message from all
senders using Memory Lock reception.

p Reference

p-185 “Programming a Memory
Lock ID”

? Limitation

O If you program the same sender in
Memory Lock and Forwarding,
Forwarding is disabled.
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Reception Reverse Printing

Programming/ Changing Special Senders

Use this function to print the pages in
reverse order. See p.100 “Reverse Or-
der Printing”.

Paper Tray

Use this function to print documents
received from programmed senders
(Special Senders) and the documents
from other senders on different types
of paper.

For example, if blue paperis in Tray 1
and white paper is in Tray 2, the ma-
chine prints the documents from Spe-
cial Senders on the blue paper and
prints the documents from other
senders on the white paper, making it
easy for you to separate the two.

If you do not program any Special
Senders, the machine outputs docu-
ments received from all senders using
the default paper tray.

? Limitation

O For Polling Reception and Free
Polling, you cannot select the pa-
per tray.

& Note

O If the machine receives a message
that has a different size from the
paper in the specified tray, the ma-
chine prints it after splitting it or
minimizing its size. See p.100
“Page Separation and Length Re-
duction”.

O Selection of the bypass tray ena-
bles you to specify the paper size in
“Scan Area”.

l] Press the [User Tools/Counter] key.

ZFLST10E

B Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Program Special Sender].

B Select the destination to program
or change.

I Program Special Sender

Select destination to program or change.

| 01 [48C COMPanY | Part. agreement | 06 | % N Programed

| 02 | NEW YORK OFFICE { Fullagreemert | 07 | % Mot Programed

|03 | % Nol Programed ] | 08 ]  Not Programed

|04 | % Nol Programed ] |09 |  Not Programed

05 | % Nl Programed ] |10 ] % Not Programed

i Delete § ntial Set Up 3

When programming a new Special
Sender, press [*Not Programed].

BEnter a destination name, and
then press [OK].

Enter a destination name using
Own Name or Own Fax Number.

/O Reference

“Entering Text”, General Set-
tings Guide

ﬂPress [Full agreement] or [Partial
agreement].

MY ‘Condmans. £ Full agreemrert

| | Print 2 Sided I ‘Same as basic settings

basic settings | | I ‘Same as basic settings

R Reverse Printing | ‘Same 33 basic settings

basic seftings Paper Tray

| ‘Same 33 basic settings
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B Select the item you want to pro-
gram.

Registerhange Check cortents, then press [OK]
[ e nd Fachiunter] | 03 Y2 COMPANY | cong
[ uthorized A (o I Pri
[ Forwarding : ‘Same as basic settings | [ 2671
Rt Fie
FReception File Print City ! ‘Same a3 basic seftings | Pag

& Note

O You must select only the item
you want to program.

O To cancel these settings, press
[Cancel]. The display returns to
that of step B.

Authorized RX (Authorized
Reception)

@ Select [Authorized RX].

@ Press [ON] or [OFF], and then
press [OK].

& Note

O After you perform step [J, set
"Authorized RX" of “Recep-
tion Settings” to "ON". See
p-146 “Reception Settings”.

Forwarding

@ Select [Forwarding].
@ Select [ON] or [OFF].

Foryarding
Select tem, then press [OK]

If you select [OFF], proceed to
step @.

& Note

O Selecting [Same as basic set-
tings] will result in the same
setting made for “Forward-
ing” under “Key Operator
Tools”. See p.157 “Forward-
ing”.

© Specify an End Receiver.

End Receiver Specity End Receiver

=o|[= |

s foo fEF b oH ] k]om]ora]rsT]

0233 L0741 000251 Thiinz6] o271
LOWDON 0§ ABC COMP 4 BERLIN O § MEW VORK 3 TORONTO
FFICE ANV FFICE OFFICE JOFF1

[l e ]

O Press [OK].

If you select [ON], the name of
the End Receiver appears to the
right of “Receiver”.

@ Press [0OK].

& Note

O After you perform step [J, set
"Forwarding" of “Reception
Settings” to "ON". See p.146
“Reception Settings”.

Reception File Print Qty

@ Select [Reception File Print Qty].
@ Press [Number of Sets].

1 DEL ZUNE 1biZh

FReception File Print Gty
Select ftem, then press [OK]
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& Note

O Selecting [Same as basic set-
tings] will result in the same
setting made for “RX File
Print Qty” of “Reception Set-
tings”. See p.146 “Reception
Settings”.

@ Enter the print quantity using
the number keys, and then
press [OK].

Reception File Print Gty

Enter print quantity with Mumber keys,
then press [OK]

Same as hasic settings

& Note

O If you make a mistake, press
[Clear] or the [Clear/Stop] key
before pressing [OK], and
then try again.

Print 2 Sided

© Select [Print 2 Sided].

@ Select [ON] or [OFF], and then
press [OK].

& Note

O Selecting [Same as basic set-
tings] will result in the same
setting made for “2 Sided
Print” of “Reception Set-
tings”. See p.146 “Reception
Settings”.

Memory Lock

@ Select [Memory Lock].

@ Select [ON] or [OFF], and then
press [OK].

& Note

O Selecting [Same as basic set-
tings] will result in the same
setting made for "Program
Memory Lock ID" under
"Key Operator Tools". See
p-159 “Memory Lock”.

RX Reverse Printing (Reception
Reverse Printing)

@ Select [RX Reverse Printing].

@ Select [ON] or [OFF], and then
press [OK].

& Note

O Selecting [Same as basic set-
tings] will result in the same
setting made for “RX Reverse
Printing” of “Reception Set-
tings”. See p.146 “Reception
Settings”.

Paper Tray

@ Select [Paper Tray].

@ Select the tray you want to use,
and then press [OK].

& Note

O Selecting [Same as basic set-
tings] will result in the same
setting made for “Paper
Tray” of “Reception Set-
tings”. See p.146 “Reception
Settings”.
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B press [0K].

A Special Sender has been pro-
grammed.

& Note

O To program another sender, re-
peat the procedure from step B.

m Press [Exit].

[l] Press the [User Tools/Counter] key.
The standby display appears.

Programming Initial Set Up of a Special
Sender

Use this function to program “Initial
Set Up” of a Special Sender. You can
also specify the Bypass Tray Paper
Size.

l] Press the [User Tools/Counter] key.

ZFLS110E

B Press [Facsimile Features].

B Press [Key Operator Tools].

ﬂ Press [Program Special Sender].
B press [initial Set Up).

I Program Special Sender

Select destination to program or change

[o1]ac company + Part. agreemert | 06 | X Kot Programed

[02 [wew vork oFF IcE § Full agreement |07 | X Kot Programed

[03 ] % ot Programed ] 8] ot Programed

04 |  hict Programes ! 09 |  hit Programes

/05 | hit Programes ]

Delete ; Initial Set Up ;

10 ] nit Programes

B Select the function you want to
program.

[ uhorized Fix (o

[ Special i Function o

[ Bypass Tray Paper Size

] [t detect

& Note

O In this feature, “Authorized
RX” has the same settings as
“Reception Settings”. See p.146
“Reception Settings”.

Programming Authorized RX and
Special RX Function

@ Select [Authorized RX] or [Special
RX Function].

@ Select [ON] or [OFF], and then
press [OK].

Select ftem, then press [OK].

The illustration shows the “Au-
thorized RX” display as an ex-
ample.
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Programming Bypass Tray Paper
Size

@ Press [Bypass Tray Paper Size].

You can select a size from [Auto
Detect], [Standard Size], or [Cus-
tom Size].

If you select [Auto Detect], pro-
ceed to steps @ and @.

If you select [Standard Size], pro-
ceed to steps @, @, and @.

If you select [Custom Size], pro-
ceed to steps @ , and @ to @.

@ Select the size you want to pro-
gram.

Bypass Tray Paper Size

Select item, then press [OK]

Standard Size E | Custom Size |

Load standard size paper in orientation of 3
Adjust paper quide to paper size

& Note

O If you select [Auto Detect], the
machine recognizes the pa-
per size automatically.

e The machine will detect
the paper size for the by-
pass tray as the short edge
of the paper is inserted
into the machine. Even if
you placed an A4 size
sheet in the[[) orientation,
the machine will detect it
as A3,

O If you select [Standard Size],
select a paper size displayed,
and then proceed to step @.

O If you select [Custom Size],
proceed to step @.

© Select the size you want to pro-
gram from the sizes shown.

O Make sure that [Vertical] is se-
lected.

& Note

O If [Vertical] has not been se-
lected, press [Vertical].

@ Enter the vertical size of the pa-
per using the number keys,
and then press [@].

Bypass Tray Paper Size

Select item, then press [OK]

[ atobetet i StnderiSee |

Enter size with Number keys, then press @,

<210-305>

| e | mm

<148-B00>

& Note

O You can specify a vertical
size from 210 mm (8.3 inch)
to 305 mm (12.0 inch). You
cannot enter a size smaller
than 210 mm or larger than
305mm.

O Each time you press [mm] or
[inch], the units switch be-
tween “mm” and “inch”. If
you enter a length and
change the units by pressing
[mm] or [inch], it is converted
automatically (fractions are
rounded off).

O Enter the horizontal size of the
paper using the number keys,
and then press [@].

Bypass Tray Paper Size

Select item, then press [OK]

AufoDetect || StndardSize |

Enter size with Mumber keys, then press @,

Myvetical [

250m | [ |

<210-305> )

<148-B00>
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& Note

O You can specify a horizontal
size from 148 mm (5.9 inch)
to 600 mm (23.7 inch). You
cannot enter a size smaller
than 148 mm or larger than
600 mm.

O Each time you press [mm] or
[inch], the units switch be-
tween “mm” and “inch”. If
you enter a length and
change the units by pressing
[mm] or [inch], it is converted
automatically (fractions are
rounded off).

@ Press [OK].
ﬂ Press [Exit].

B Press the [User Tools/Counter] key.
The standby display appears.

Deleting a Special Sender

Use this function to program “Initial
Set Up” of a Special Sender. The By-
pass Tray Paper Size can also be spec-
ified.

l] Press the [User Tools/Counter] key.

[o/m
[

J)

g Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Program Special Sender].

B Press [Delete], and then select the
Special Sender you want to de-
lete.

(3 press [Delete].

& Note

O To cancel deleting a special
sender, press [Do not Delete]. The
display returns to that of step §.

ﬂ Press [Exit].

[3 Press the [User Tools/Counter] key.
The standby display appears.

Printing the Special Sender List

l] Press the [User Tools/Counter] key.

—C ®/@ )}
[

ZFLST10E

g Press [Facsimile Features].
B Press [Key Operator Tools].

ﬂ Press [Print List] next to “Program
Special Sender”.

@ Note

O To cancel printing, press [Can-
cel]. The display returns to that
of step @.

B Press the [Start] key.

& Note
O To cancel printing after press-
ing the [Start] key, press [Stop
Printing]. The display returns to
that of step [.
B Press the [User Tools/Counter] key.

The standby display appears.
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Box Settings

The following functions are for deliv-
ery and transfer of messages:

¢ Personal Box
¢ Information Box

e Transfer Box

/O Reference

For details about how to set up
these functions:

e p.174 “Programming/chang-
ing Personal Boxes”

e p.177 “Programming/chang-
ing Information Boxes”

e p.180 “Programming/chang-
ing Transfer Boxes”

For details about how to print out
and delete messages stored in box-
es:

¢ p.40 “Personal Boxes”

* p.43 “Information Boxes”

? Limitation
O You cannot set the same Box code
on two different boxes.

O Transmission or programming
may not be allowed if there is not
enough free memory left. The
amount of free memory left differs
depending on the optional equip-
ment installed.

& Note

O The combined total of items that
can be stored using the Personal
Box, Information Box, and Trans-
fer Box functions is 150. Installing
the optional fax function upgrade
unit increases this capacity to 400.

Programming/changing Personal Boxes

This section describes how to pro-
gram Personal Boxes.

You can store the following items:

¢ Box name (required)
Up to 20 characters long

¢ SUB Code (required)
Up to 20 characters long and can be
composed of digits 0-9, “#”, “*”,
and spaces (the first character can-
not be a space).

¢ Password (optional)
Up to 20 characters long and can be
composed of digits 0-9, “#”, “*”,
and spaces (the first character can-
not be a space).

& Note

O When programming a pass-
word, a mark is displayed be-
fore the Box name.

¢ Receiver (optional)
You can program one delivery des-
tination for each Personal Box.
Specify a delivery destination pro-
grammed in Quick Dial.

& Note

O An e-mail address can be set as the
transmission destination.

O The contents of the Personal Box
will be saved until printing is com-
pleted.

O The Fax Header is not printed on
delivered messages.

O If a message cannot be delivered, a
Communication Failure Report is
printed and the message is saved
as a Confidential Reception docu-
ment.

O You can edit boxes in the same
way you program them. However,
to change the SUB Code itself, you
must delete the box, and then pro-
gram a new SUB Code.



Using Key Operator Settings

O If the fax number or e-mail address of
a programmed receiver is deleted us-
ing System Settings, the setting for the
receiver is cancelled and a message is
not delivered. If the fax number or e-
mail address of a programmed receiv-
er is changed, a message is delivered
to the new fax number.

B Enter a SUB Code.

Personal Box Setting
SUBSER Corde

Enter SEP code

General Affairs Div.

/O Reference
p-40 “Personal Boxes”

& Note

l] Press the [User Tools/Counter] key.

O To change the SUB Code, press
[Clear] or the [Clear/Stop] key,
and then try again. To change a

®/ Box name, press [Box Name], and
L ) p

[ then repeat the procedure from

ZFLS110E Step ﬂ'
Brress [Facsimile Features]. 9] Specify the settings you require.
B press [Key Operator Tools]. If you do not want to program a
password or receiver, proceed to

ﬂ Press [Box Setting]. step [

B Select a box to program. .
. Programming a password
When programming a new box,

press [*Not Programed]. @ Press [Password].
% @ Enter a password, and then
0y Setting
Select Boxto program or change press [OK]

1DEL ZUNE 10148

Passuond

press [OK].

1122
|§1‘SALES DIVISION | i“a"“” ‘ |*Numgramed

| i Enter passward with Number keys, then

|>K Mot Programed

| ‘xwm Prograrmed | i

& Note
O To change a box already pro-
grammed, press it and proceed & Note
to step B O If you make a mistake, press
B Press [Personal Box]. [Clear] or the [Clear/Stop] key
before pressing [OK], and
ﬂ Enter a box name, and then press then try again.
[OK].
A Reference
“Entering Text”, General Set-
tings Guide
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© Re-enter the password, and
then press [OK].

Password

Re-gnter for password confimation,
and then press [OK].

& Note

O If you make a mistake, press
[Clear] or the [Clear/Stop] key
before pressing [OK], and
then try again.

O If you want to change the
password after pressing [OK],
press [Cancel], and then per-
form from step @.

O Press [OK].

Programming an End Receiver

@ Press [Receiver].

@ Select a destination using the
Quick Dial Table, and then
press [OK].

Specify Receiving Stn. 1 Specify Receiving station.

im Press [OK].
m Press [Exit].

[E Press the [User Tools/Counter] key.
The standby display appears.

Deleting Personal Boxes

This section describes how to delete
Personal Boxes.

? Limitation

O If messages have been pro-
grammed in the box, you cannot
delete the box.

l] Press the [User Tools/Counter] key.

o/m
[

)

ZFLST10E

B Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Box Setting].

B Press [Delete], and then select the
box you want to delete.

I Box Setting |

Select Boxto delete

1234
‘ |HR DIVISION ‘ IC"”"HE""| ‘x

Teeve
WRKETINE DIVISI‘ ]‘“‘“’W‘” | ‘m;

1122
MSALES DIVISION ‘ IT”"”S'” | ‘X

e Nt

FrogramChange
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With a programmed password

@ Enter a password using the
number keys, and then press
[OK].

@ Ertter pagsword with Nurmber keys,

then press [OK]

I

& Note
O If you make a mistake, press

[Clear] or the [ Clear/Stop] key.
3 press [Delete].

& Note

O To cancel deleting a box, press
[Do not Delete]. The display re-
turns to that of step B

ﬂ Press [Exit].

B Press the [User Tools/Counter] key.
The standby display appears.

Programming/changing Information
Boxes

This section describes how to set up
an Information Box.

You can store the following items:

¢ Box name (required)
Up to 20 characters long

¢ SEP Code (required)
Up to 20 characters long and can be
composed of digits 0-9, “#”, “*”,
and spaces (the first character can-
not be a space).

¢ Password (optional)

Up to 20 characters long and can be
composed of digits 0-9, “#”, “*”,
and spaces (the first character can-
not be a space).

When programming a password, a
mark is displayed before the Box
name.

& Note

O You can edit boxes in the same
way you program them. However,
to change the SEP Code itself, you
must delete the box, and then pro-
gram a new SEP Code.

p Reference
p-43 “Information Boxes”

l] Press the [User Tools/Counter] key.

o/m

= J

[

ZFLST10E

B Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Box Setting].

B Select the box to program.

When programming a new box,
press [*Not Programed].

I Bont Setting |

Select Box to program or change.

1238
‘ |HR DIVISION ‘ ]C“”"”E""| ‘*Numgmmad

Teere nformat
MARKETING DIVISI ntormnatn | | % Mot Programed

112z
MSALES DIVISION ‘ 17’3"9'” | ‘*Numgramed

‘ | * Mot Programed
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& Note

O To change a box already pro-
grammed, press it, and then
proceed to step [J. If a password
has been programmed, enter
the password, press [OK], and
then proceed to step B.

B Press [Information Box].

ﬂ Enter a box name, and then press
[OK].

/O Reference

“Entering Text”, General Set-
tings Guide

B Enter the SEP Code.

Enter SEP code:

Personal Box Setting

SUB/SEP Code

General Affairs Div.

Receiver

& Note

O To change the SEP Code, press
[Clear] or the [Clear/Stop] key,
and then try again. To change
the box name, press [Box Name],
and then repeat the procedure
from step [J.

g Press [Password].

& Note

O If you do not want to program a
password, proceed to step {B.

178

m Enter a password, and then press
[OK].

Passunnd

Enter passward with Number keys, then
press [OK]

& Note
O If you make a mistake, press
[Clear] or the [Clear/Stop] key be-
fore pressing [OK], and then try
again.
[I] Re-enter the password, and then
press [OK].

1 DEL £UU% 1h: 48

Passuond

Fe-enter for passwond confimation,
and then press [OK].

& Note

O If you make a mistake, press
[Clear] or the [ Clear/Stop] key be-
fore pressing [OK], and then try
again.

O If you want to change the pass-
word after pressing [OK], press
[Cancel], and then perform from

step (.
m Press [OK].
[B Press [OK].
m Press [Exit].

[B Press the [User Tools/Counter] key.
The standby display appears.
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Deleting Information Boxes

With a programmed password

This section describes how to delete
Information Boxes.

? Limitation

O If messages have been pro-
grammed in the box, you cannot
delete the box.

l] Press the [User Tools/Counter] key.

[o/m
[

)|

ZFLS110E

B Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Box Setting].

B Press [Delete], and then select the
box you want to delete.

By Sefting

Select By to delete

AED
| |HR DIVISIOM

WG
; ‘MARKETING DIVISI| ;'”“"maiﬂ ‘ |xx

| icnﬂmﬁﬂ” ‘ |x v i

@ Enter a password using the
number keys, and then press
[OK].

@ Enter password with Number keys,

then press [OK]

L1

& Note
O If you make a mistake, press

[Clear] or the [Clear/Stop] key.
(3 press [Delete].

& Note

O To cancel deleting a box, press
[Do not Delete]. The display re-
turns to that of step B

ﬂ Press [Exit].

B Press the [User Tools/Counter] key.
The standby display appears.
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Programming/changing Transfer Boxes

This function turns your machine into
a fax relay station. Documents sent
with a SUB Code that matches the
SUB Code programmed as a Transfer
Box are received, and then relayed to
a programmed receiver.

Since documents can be sent to multi-
ple destinations in a single transfer re-
quest, you can economize on call
charges when sending to remote des-
tinations.

This Machine (Transfer Station) End Receiver

Transfer Box

| SUB Code: 7777 |

Requesting party

SUB:777:

T Transfer

Request

GFCYUBON

& Note

O Inform the Requesting Party of
the SUB Code assigned to the
Transfer Box. When they want to
have a message transferred by
your machine, ask them to send
the message using SUB Code
Transmission and specifying this
SUB Code. If a password has also
been programmed, inform them of
this too, and ask them to enter it as
the SID code.

You can store the following items:

¢ Box name (required)
Up to 20 characters

¢ SUB (required)
Up to 20 characters long and can be
composed of digits 0-9, “#”, “*”,
and spaces (the first character can-
not be a space).

¢ Password (optional)
Up to 20 characters long and can be
composed of digits 0-9, “#”, “*”,
and spaces (the first character can-
not be a space).

& Note

O When programming a pass-
word, a mark is displayed in
front of the Box name.

¢ End Receiver (required)

You can store five End Receivers
(destinations to which messages
will be forwarded) for each box.
Specify End Receivers with Quick
Dials or Groups assigned to Quick
Dials that have been programmed
beforehand.

Limitation

After messages are transferred,
Transfer Result Reports are not
sent back to the sender.

& Note

O An e-mail address can be set as the
End Receiver.

Q -9

O After messages are transferred,
they are deleted.

O When this function is turned on,
the machine prints out the re-
ceived messages it transfers and a
Transfer Result Report after the
transfer has finished. If you want
to turn this function off, please
contact your service representa-
tive.

O When the programmed receiver is
a Multi-step Transfer Group Dial,
Multi-step Transfer takes place.
For more information, contact
your service representative.

O You can edit boxes in the same
way you program them.
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O Deleting a destination specified as
an end receiver from the Address
Book causes the settings for the
end receiver to be deleted. If this is
the case, reprogram the end receiv-
er. If the destination has been
changed, a message is transmitted
to the new destination.

l] Press the [User Tools/Counter] key.

ZFLS110E

g Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Box Setting].

B Select a box to program.

When programming a new box,
press [*Not Programed].

By Sefting

Select By to program or change.

T

| |HR DIVISION
5678 Informat

| [MARKETING DIVISL INTOITtR & | % ot Programed

[y 17
[ |seles prviston TrsTr | s ot Programed

|= ‘xwm Programend | ;

| ;Canﬂuem\ ‘ |* Not Programed

L |* Mot Programed

& Note

O To change a box already pro-
grammed, press it, and then
proceed to step [

B Press [Transfer Box].

ﬂ Enter a Box name, and then press
[OK].
pe Reference

“Entering Text”, General Set-
tings Guide

B Enter a SUB Code.

Transfer Box Enter SUB code

SUBSER Corde

General Affairs Div. Feocatving 5 4

Receiving Stn 5

& Note

O To change the SUB Code, press
[Clear] or the [Clear/Stop] key,
and then try again. To change
Box name, press [Box Name], and
then repeat from step fJ.

g Specify the condition of registra-
tion.

Programming End Receivers

@ Select an End Receiver.

& Note

O You can store five End Re-
ceivers.

@ Specify End Receivers with
Quick Dials, and then press
[OK].

& Note
O You can also specify End Re-
ceivers with Group Dials.

O Repeat from step @ to speci-
fy another End Receiver.
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Programming a password

If you do not want to program a
password, proceed to step {[J.

@ Press [Password].

@ Enter a password, and then
press [OK].

Enter password with Mumber keys, then
press [OK]

& Note

O If you make a mistake, press
[Clear] or the [Clear/Stop] key
before pressing [OK], and
then try again.

© Re-enter the password, and
then press [OK].

1 DEL 2003 19:4%
Passyon

Fe-enter for password confimation,
and then press [OK].

& Note

O If you make a mistake, press
[Clear] or the [Clear/Stop] key
before pressing [OK], and
then try again.

O If you want to change the
password after pressing [0K],
press [Cancel], and then per-
form from step @.

@ Press [OK].
m Press [OK].
m Press [Exit].

[B Press the [User Tools/Counter] key.
The standby display appears.

Deleting Transfer Boxes

l] Press the [User Tools/Counter] key.

o=
{

)

B Press [Facsimile Features].
B Press [Key Operator Tools].
B press [Box Setting].

B Press [Delete], and then select the
box you want to delete.

I Box Setting |

Select Boxto delete

1234
‘ |HR DIVISION ‘ IC"”"HE""| ‘x

Teeve
|MARKETINE DIVISI‘ ]‘“‘“’W‘” | ‘m;

1122
MSALES DIYISION ‘ 17'3”5'9’ H

e ]

FrogramChange

With a programmed password

@ Enter a password using the
number keys, and then press
[OK].

@ Enter password with Number keys,

then press [OK]

& Note
O If you make a mistake, press

[Clear] or the [ Clear/Stop] key.
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(3 press [Delete].

& Note

O To cancel deleting a special
sender, press [Do not Delete]. The
display returns to that of step B.

ﬂ Press [Exit].

[3 Press the [User Tools/Counter] key.
The standby display appears.

Printing the Box List

Follow the procedure below to print a
list showing the currently pro-
grammed Personal Boxes, Informa-
tion Boxes, and Transfer Boxes.

l] Press the [User Tools/Counter] key.

[o/m
[

J)

ZFLS110E

g Press [Facsimile Features].
B Press [Key Operator Tools].

ﬂ Press [Print List] next to “Box Set-
ting”.

B Press the [Start] key.

After printing the list, you can then
start from step [.

& Note

O To cancel printing a list before
pressing the [Start] key, press
[Cancel] or the [Clear/Stop] key.
The display returns to that of
step [J.

O To cancel printing a list after
pressing the [Start] key, press
[Stop Printing]. The display re-
turns to that of step [J.

B Press the [User Tools/Counter] key.
The standby display appears.

Transfer Report

For the Requesting Party to be able to
receive Transfer Result Reports from
the Transfer Station, the Requesting
Party must program the number of
the telephone line in connection on
their own machine. See p.52 “Trans-
fer Request”.

Be sure to insert a pause after the area
code.

For example, if you are in the United
States and your fax number is 212-
1234567, program the following:

e 1212-1234567

You can program the fax number for
the G3 line.

? Limitation

O You cannot program or edit a
Transfer Report when using a line
(during communication). Program
or edit after communication.

& Note

O You cannot use Transfer Request if
the telephone number of their ma-
chine is not programmed into that
machine.

O Up to 16 digits are available for G3.
l] Press the [User Tools/Counter] key.

—C ®/@ )}
[

ZFLST10E

g Press [Facsimile Features].

B Press [Key Operator Tools].
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ﬂ Press [Transfer Report].
B Specify the fax number.

Transfer Report
Select item to program.

G Faot N (Dir)

Programming a G3 Fax Number

@ Press [G3 Fax No.(Dir.)].

@ Enter your facsimile number
using the number keys, and
then press [OK].

G Fau Mo (Dir.)
Enter facsimile No. with Mumber keys,

& Note

O If you make a mistake, press

[Clear] or the [ Clear/Stop] key.
B Press [Exit].

ﬂ Press the [User Tools/Counter] key.
The standby display appears.

Programming a Confidential ID

Program a Confidential ID to print a
Confidential Reception. See p.36
“Printing a Confidential Message”.

& Note

O If you do not program a Confiden-
tial ID, you cannot receive a Confi-
dential Transmission.

l] Press the [User Tools/Counter] key.

_ | /@ |
[

ZFLST10E

B Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Program Confidential ID].

BEnter an ID using the number
keys, and then press [OK].

1DEL ZUNE 1322

Program Confidertial 10

Enter 4 digit D Mo with Number keys,
then press [OK].

“"0000"cannot be used as D

& Note
O A Confidential ID can be any
four-digit number, except 0000.

O If you make a mistake, press
[Clear] or the [ Clear/Stop] key be-
fore pressing [OK], and then try
again.

To cancel programming an ID,

press [Cancel]. The display returns

to that of step [.

B Press the [User Tools/Counter] key.
The standby display appears.



Using Key Operator Settings

Programming a Polling ID

Program a Polling ID to use the
Transfer Request, Transfer Station,
Default ID Polling Transmission, and
Default ID Polling Reception func-
tions. When you use ID Transmission,
program the same ID as the one pro-
grammed on the sender's machine.

A Reference
p-10 “Polling Transmission”
p-13 “Polling Reception”
p-52 “Transfer Request”
p-75 “Selecting transmission op-
tions for a single transmission”

l] Press the [User Tools/Counter] key.

ZFLS110E

B Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Program Polling ID].

B Enter an ID using the number
keys and [A] to [F], and then press
[OK].

Pragram Palling 1D

Enter 4 digit 1D No. with Mumber and # - F keys,
then press [OK]

#'0000" and "FFFF" cannot be used as 1D

o]

& Note

O A Polling ID can be any combi-
nation of digits (0-9) and letters
(A-F), except 0000 and FFFF.

O If you make a mistake, press
[Clear] or the [Clear/Stop] key be-
fore pressing [OK], and then try
again.

O To cancel programming an ID,
press [Cancel]. The display re-
turns to that of step [.

B Press the [User Tools/Counter] key.
The standby display appears.

Programming a Memory Lock
ID

Program a Memory Lock ID to be en-
tered before printing documents
when the Memory Lock function is
activated.

& Note

O A Memory Lock ID can be any
four-digit number, except 0000.

l] Press the [User Tools/Counter] key.

o/m
[

J

ZFLST10E

B Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Program Memory Lock ID].

BEnter an ID using the number
keys, and then press [OK].

T DEL ZUNE 19193

Program Memory Lock 1D

Enter 4 digit D Mo with Number keys,
then press [OK].

"0000" cannat be used as 1D
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Key Operator Setting

& Note

O If you make a mistake, press
[Clear] or the [Clear/Stop] key be-
fore pressing [OK], and then try
again.

O To cancel programming an ID,
press [Cancel]. The display re-
turns to that of step [J.

B Press the [User Tools/Counter] key.
The standby display appears.

Selecting Dial/Push Phone

Use this function to select a line type
when the machine is connected to a
G3 analog line.

Dial and Push lines are available for
selection.

& Note
O When the optional G3 expansion
unit is installed, “G3-2” appears.

O This function is not available in
some areas.

l] Press the [User Tools/Counter] key.

[o/m
[

J)

ZFLS110E

g Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Select Dial/Push Phone].

186

B press [Push Button Phone] or [Dial
Phone (10PPS)] to select the line,
and then press [OK].

Dl Frone (10PPS) |

pe Reference
p-195 “Selecting the Line Type”

B Press the [User Tools/Counter] key.
The standby display appears.

Storing or Printing Received
Documents

Specify whether received documents
are to be saved on the hard disk or
printed immediately without being
saved. You can print stored docu-
ments repeatedly or download them
as images to a computer using a Web
browser or DeskTopBinder V2 Lite. If
you select printing without saving,
documents are printed each time they
are received.

? Limitation

O If using System Settings you have
set the machine to distribute re-
ceived faxes to the delivery server,

the documents cannot be saved on
the hard disk.



Using Key Operator Settings

& Note

O If the facsimile is set to store re-
ceived documents, document re-
ception can be notified to a
specified e-mail address.

O Documents saved on the hard disk
are categorized as received and
stored documents. For details
about printing saved documents,
see p.34 “Printing/Deleting Re-
ceived and Stored Documents
(Print Stored RX File)”.

O You cannot switch the setting if re-
ceived documents have been
stored on the hard disk. To switch
the setting, print documents stored
on the hard disk if necessary, and
then delete them.

O Received confidential messages
are stored in memory. Use the
Print Confidential RX File function
to print them.

O With [Store] selected, more memo-
ry space will be used as the
number of saved documents in-
crease. After memory space be-
comes insufficient, no more
documents are saved on the hard
disk. If this happens, the machine
will start printing and deleting
saved documents with the oldest
one.

O You can store received documents
up to a total of approximately 320
pages or 2,240 (when the optional
expansion memory is installed) of
A4 size Standard <ITU-T#4Chart>.

O You cannot send received docu-
ments.

O You cannot manage documents
stored on the Document Server
display.

l] Press the [User Tools/Counter] key.

| &/=
[

)

ZFLST10E

B Press [Facsimile Features].
B Press [Key Operator Tools].
ﬂ Press [Reception File Setting].

BSelect [Print] or [Store], and then
press [OK].

Reception File Setting
Select ftem, then press [OK].

& Note

O To cancel your selection, press
[Cancel]. The display returns to
that of step [.

O When [Store] is selected, you
can select whether or not to
send notice of reception to a
specific e-mail address. To noti-
fy of reception, press [Notify
Dest.] and select an e-mail ad-
dress from the Internet Fax des-
tinations programmed in the
address book.

B Press the [User Tools/Counter] key.
The standby display appears.

Reception Report e-mail

When a received document is stored,
this report is sent to the e-mail ad-
dress set as the destination for notifi-
cation.
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Setting a User Code for
Viewing Received and Stored
Documents

You can view and print documents
received and saved on the hard disk
using a Web browser or DeskTop-
Binder V2 Lite. Specify whether or
not a user code is entered to view
saved documents. If you want to use
a user code, set one using a maximum
of eight digits.

& Note

O This function is only available
when received documents are
saved on the hard disk. See p.186
“Storing or Printing Received Doc-
uments”.

O You can set a user code with the
System Settings. See “Registering a
New User Code”, General Settings
Guide.

O If the programmed user code has
been deleted using the Address
Book Management function under
System Settings, you cannot view
received and saved documents us-
ing a Web browser. Select [OFF] in
step B or reprogram a user code.

l] Press the [User Tools/Counter] key.

[o/m
[

J)

ZFLS110E

B Press [Facsimile Features].
B Press [Key Operator Tools].

[ press [Stored RX File User Code Set-
ting].

Blf you want to use a user code,
press [ON].

1 DEL ZUNE TUIHE

Stored X File User Code Setting
Select ftem, then press [OK]

& Note

O If you do not want to use a user
code, press [OFF] and proceed to
step ).

O To cancel the selection, press
[Cancel]. The display returns to
that of step [J.

BEnter a user code (eight digits
maximum) using the number
keys, and then press [@].

TUEL 2UNE 100 ¢
Stored BX File Liser Code Setting
Enter user code with Mumber keys,
then press @

Stored R file user code is used when
wigwing from the PC.

& Note

O If you enter a wrong user code,
press [Clear] or the [Clear/Stop]
key, and then try again.

ﬂ Press [OK].

B Press the [User Tools/Counter] key.
The standby display appears.



When an Error Report is Printed

An Error Report is printed if a mes-
sage cannot be successfully sent or re-
ceived.

Possible causes include a problem
with your machine or noise on the tel-
ephone line. If an error occurs during
transmission, resend the original. If
an error occurs during reception, ask
the sender to resend the message.

& Note

O If an error happens frequently,
contact your service representa-
tive.

O The “Page” column gives the total
number of pages. The “Page Not
Sent” column gives the number of
pages not sent or received success-
fully.
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Solving Operation Problems

Turning Off the Main Power / When a

Power Failure Occurs

A\ CAUTION:

e When you disconnect the power
plug from the wall outlet, always
pull the plug (not the cable).

A\ CAUTION:

e When you disconnect the power
plug from the wall outlet, always
pull the plug (not the cable).

Even if the main power switch is
turned off, the contents of the ma-
chine memory (for example, pro-
grammed numbers) will not be lost.
However, if power is lost for about
one hour because the main power
switch is turned off, there is a power
cut, or the power cable is removed,
contents of the Fax memory will be
lost. Lost items will include any fax
messages stored in memory using
Memory Transmission/Reception,
Auto Document, Confidential Recep-
tion, Memory Lock, or Substitute Re-
ception.

If a file has been deleted from memo-
ry, a Power Failure Report is auto-
matically printed as soon as the
power is restored. This report can be
used to identify lost files. If a memory
stored for Memory Transmission was
lost, resend it. If a message received
by Memory Reception or Substitute
Reception was lost, ask the sender to
resend it.

#Important

O Do not turn off the main power
switch while the power indicator is
lit or blinking. If you do, the hard
disk and memory may be dam-
aged and failure could result.

O Turn off the main power switch be-
fore pulling out the plug. If you
pull out the plug with the switch
on, the hard disk and memory may
be damaged and failure could re-
sult.

O Make sure that 100% is shown on
the display before you unplug the
machine. If a lower value is shown,
some data is currently present in
memory.

O Right after a power failure, the in-
ternal battery needs to be suffi-
ciently recharged to guard against
future data loss. Keep the machine
plugged in and the main power
switch on for about one week after
the power loss.

$¥RDS (Remote Diagnostic
System)

If your machine has a problem, a
service representative can perform
various settings over the telephone
line from the service station.

If you want to use this function,
change the User Parameter. See p.161
“User Parameters” (switch 25, bit 4).



When an Error Occurs Using Internet Fax

When an Error Occurs Using Internet Fax

Error Mail Notification

The machine sends the Error Mail Notification to the sender when it is unable to
successfully receive a particular e-mail message. A "cc" of this notification is also
sent to the administrator's e-mail address when one is specified.

& Note
3 You can select to send Error Mail Notification with User Parameters. See
p-161 “User Parameters” (switch 21, bit 7).

O If Error Mail Notification cannot be sent, the Error Report (Mail) is printed by
the machine.

O If an error occurs when an e-mail is received via SMTP, the SMTP server
sends an error e-mail to the originator of the message.

pe Reference
p-161 “User Parameters”

p-191 “Error Report (Mail)”

Error Report (Mail)

The Error Report (Mail) is printed by the machine when it is unable to send an
Error Mail Notification.

Server-Generated Error E-mail

The transmitting server sends this error e-mail to the originator of e-mail that
cannot be transmitted successfully (due to reasons such as specifying an incor-
rect e-mail address).

& Note

O After a server-generated error e-mail is printed, the first page of the sent doc-
ument is printed.
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11. Appendix

Replacing the Stamp Cartridge

The optional ADF is required.

When the stamp becomes lighter, re- B Pull out the cartridge

place the cartridge.
Tap the cartridge lock lever several
& Note times. The cartridge will eject.
O Use the cartridge specified for this Then remove the cartridge, while
machine. pushing the lock lever.

O Do not add ink to the cartridge by
yourself. Neglecting this can cause
ink leakage.

O Be sure not to dirty your fingers
with ink from the cartridge.

n Lift the ADF.

1. Cartridge
2. Cartridge Lock Lever
ﬂ Set a new cartridge.

ZJFH020J

Insert the cartridge until the metal
‘ ‘ parts are no longer visible.

ZEXHO70J

ZJFHO30J

1. New cartridge

ZJFHO10J
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BReplace the stamp cover until it
clicks.

—]
ZDPH100J

E Lower the ADF.
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Connecting the Machine to a Telephone Line and Telephone

Connecting the Machine to a Telephone
Line and Telephone

Connecting the Telephone Line

To connect the machine to a telephone line, use a snap-in modular type connec-
tor.

#Important
O Make sure the connector is the correct type before you start.

< Where to connect the machine

1. G3 interface unit connector 3. Extra G3 interface unit connector

2. External telephone connector

Selecting the Line Type

Select the line type to which the machine is connected. There are two types: tone
and pulse dial.

& Note
O This function is not available in some areas.

Select the line type using “Key Operator Settings”. See p.186 “Selecting Di-
al/Push Phone”.
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Optional Equipment

Fax Function Upgrade Unit

JBIG compression for transmission/reception becomes possible.

You can increase the maximum programmable numbers of the following func-
tions. See p.202 “Maximum Values”.

¢ Quick Dial

¢ Memory Transmission file
* Auto Document

* Specific Sender

* Program

e Transmission Result

e Box

Expansion Memory (32MB: DIMM)

This allows you to send fax messages at high resolution (Super Fine). This also
allows you to receive fax messages at high resolution (Fine or Super Fine). If you
require this option, consult your service representative. See p.202 “Maximum
Values”.

Extra G3 Interface Unit

This option provides one extra G3 line connection.

A maximum of one G3 interface unit can be installed.



Specifications

Specifications

< Fax Transmission and Reception
Standard G3
Resolution G3:

8x3.85/mm*200x100 dpi (Standard),
8x7.7 /mm*200x200 dpi (Detail),
8x15.4/mm200x400 dpi (Fine),

expansion memory required)

16x15.4/mm ¢400x400 dpi (Super Fine: optional

Transmission time

G3: 3 seconds at 28,800 bps, Standard resolution

Data compression method

grade unit required)

MH, MR, MMR, JBIG (optional fax function up-

Maximum original size

Standard size: A3, 11"x17"

Maximum scanning size

Standard size: 297x432 mm/11"x17"
Irregular size: 297x1,200 mm /11"x47"

Print process

Printing on standard paper using a laser

Transmission speed

G3:

2,400bps (auto shift down system)

33,600/31,200/28,800/26,400/24,000/21,600/
19,200/16,800/14,400/12,000/9,600/7,200/4,800/

% Power Consumption

Standby mode approx. 220 W
Transmission approx. 260 W
Reception approx. 600 W

Maximum power consumption

1,500 W or less

Low power mode/sleep mode

196.3 W or less / 80 W or less

"1 Measured with the ADF and fax options installed.

< Internet Fax Transmission and Reception

Network

LAN : Local Area Network

Ethernet/10Base-T, 100Base-TX, IEEE1394 (IP over 1394),

IEEE802.11b (wireless LAN)

Transmit function

E-mail

Scan line density

Standard (200 x 100 dpi), Detail (200 x 200 dpi)

Original size : Scanning width

A4:210 mm (8.3 in.) (Originals larger than A4 size is reduced

in size when transmitted.)
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Communication Protocols

e Transmission
SMTP, TCP/IP

* Reception
POP3, SMTP, IMAP4, TCP/IP

E-mail format

Single/Multi-part, MIME Conversion
Attached file forms: TIFF-F (MH compression)

Authentication method

SMTP-AUTH, POP before SMTP, A-POP

Internet communication

Send and receive e-mail with a computer that has an e-mail
address

E-mail send functions

Automatic conversion of sent documents to e-mail format
and e-mail transmission. Memory transmission only.

E-mail receive functions

Automatic detection and printing of appended TIFF-F (MH)
files and ASCII text. Memory reception only.

Compatible Machines

This machine is compatible to machines having the following specifications.

Communication protocols

e Transmission
SMTP

* Reception
POP3, SMTP

E-mail format

e Format
MINE, Base64
e Content-Type
Image/tiff
Multipart/mixed [text/plain, Image/tiff] (attached file
forms)

Data format

e Profile
TIFF Profile S
e Coding
MH
¢ Original size
A4
* Resolution (dpi)
200%100/200x200 or 204x98 /204x196




Specifications

Acceptable Types of Originals

Make sure your originals are completely dry before setting them in the machine.
Wetink or correcting fluid from originals will mark the exposure glass and affect

the resulting image.

Acceptable original sizes

D to 11"x17'EF

Where original is set | Acceptable original size Maximum Paper thickness
number of
sheets
Exposure glass Up to A3 (297x420 mm), 1 e
11"x17" (279%x432 mm)
ADF, one-sided Fax transmission: A5 [ to A3 | 80 sheets 40-128 g/m?
document & (up to 1,200 mm long) (80 g/m?,201b) | (11-34 Ib)
8"x51/," [P to 11"x17"
ADF, two-sided Fax transmission: A5 [ to A3 | 80 sheets 52-105 g/ m?
document O (up to432 mmlong) 8"x5' /2" | (80 g/m?,201b) | (14-28 Ib)

Paper size and scanned area

< Exposure Glass

Positioning—3

f~——— ozIs [BOIIOA

mark ) N
Horizontal size ————————f

Maximum scanning area
A3 [ (297x420 mm)
11"x17" [ (279x432 mm)

X

& ADF

CPOTAEIN

le—— o2IS [BOILBA

,+ Horizontal size ————————~

Maximum scanning area
(297x1,200 mm)
(11"x47")

|

AAGO19S
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? Limitation

O There may be a difference in the size of the image when it is printed at the des-
tination.

O If you place an original larger than A3, 11"x17" on the exposure glass, only an
A3, 11"x17" area is scanned.

& Note

O Even if an original is correctly placed on the exposure glass or in the ADF, a
margin of 3 mm (0.1") around each edge of the original may not be sent.

O If the receiver uses paper of a smaller width than the original, the image will
be reduced to fit that paper. See p.75 “Auto Reduce”.

O The machine detects paper sizes in the following ways:

¢ When you place an original in the ADF, an original wider than about 264
mm (10.4") is scanned as A3, 11"x17" size.
An original narrower than about 230 mm (9.1") will be sent as 8!/5"x11" or
81/,"x14" size, and an original narrower than about 264 mm (10.4”) is
scanned as B4 JIS.
Originals up to 1,200 mm (47.2") in length can be scanned.

¢ Refer to the table below for sizes the machine can detect when you place
an original on the exposure glass. Because the machine scans non-standard
size documents in a standard size, part of the image may be truncated de-
pending on the length of the document. For details about how to set non-
standard size documents, see p.16 “Setting a Scan Area”, Facsimile Refer-
ence <Basic Features>.

< Metric Version

Length
—approx. 249 mm | approx.249mm- | approx.274mm- | approx. 316 mm-—
approx. 274 mm | approx. 316 mm
—approx. x B5 JIS[Y ALY F»
243 mm
approx. B5JIS[) B4 JIS? B4 JISLY B4 JIS?
£ | 243mm-
§ approx.
268 mm
approx. A4l A3DY A3D A3D
268 mm-—




Specifications

< Inch Version

Length
—approx. 9.8" approx. 9.8"— approx. 10.8"- approx. 12.4"-
approx. 10.8" approx. 12.4"
—approx. X X 81/,"x11">P F7
9.6"
approx. 11"x81/,"[) 11"x17"E 11"x17"E 11"x17"0
;ﬁ; 9.6" -
2
approx. 11"x81/,"[) 11"x17"E 11"x17"E 11"x17"2
10.6"-

x - Unable to auto detect
1 Normally a length of about 420 mm (16.5") can be scanned; however, it is only possi-

ble to specify a scanning size up to 432 mm (17").

EMaximum scan area

The maximum scan area is shown below:
¢ Memory Transmission: 297x1,200 mm/11"x47" (WxL) from the ADF
¢ Immediate Transmission: 297x1,200mm /11"x47" (WxL) from the ADF

& Note

O During Immediate Transmission, the length of the scanning range can be-
come narrower than 1,200 mm (47"), depending on the character size as
well as the settings on the destination machine.

* 297x432 mm/11"x17" (WXL) (from the exposure glass)
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Maximum Values

The following list contains the maximum value for each item.

& Note

O The maximum number of pages that can be stored or transmitted may de-
crease depending on the contents of documents.

Item Standard With optional unit
Fax function Expansion Expansion mem-
upgrade unit memory ory + fax function

upgrade unit

Memory 4 MB 4 MB 28 MB 28 MB

The number of pages that | Approx. | Approx. 320 Approx. 2,240 Approx. 2,240

you can store in memory | 320

(Using A4 size Standard

<ITU-T #4Chart> )

Total number of all 400 800 400 800

documents

The number of pages 1,000 1,000 1,000 1,000

per file

The number of pages 1,000 1,000 3,000 3,000

for all files

The number of destina- | 500 500 500 500
tions you can specify
for one file

The number of destina- | 500 2,000 500 2,000
tions you can specify
for all files

The number of Quick | 2,000 2,000 2,000 2,000
Dials you can program

The number of Group | 100 100 100 100
Dials you can program

The number of destina- | 500 500 500 500
tions you can program
in a group

The number of digits | 128 128 128 128
for Dials

The number of Pro- 100 200 100 200
grams you can register

The number of Auto 6 18 6 18
Documents you can
program
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Item Standard With optional unit
Fax function Expansion Expansion mem-
upgrade unit memory ory + fax function
upgrade unit
The number of Stand- |3 3 3 3
ard Message Stamps
you can program
The number of trans- | 200 1,000 ! 200 1,000 !
mission records the
machine can store
The number of stored | 1,000 1,000 1,000 1,000
documents you can
specify at one time
The number of stored | 30 30 30 30
documents you can
send at one time
The number of pages | Approx. | Approx. 9,000 Approx. 9,000 Approx. 9,000
thatyou canstoreinthe | 9,000
Document Server (Us-
ing ITU-T #4Chart )
The number of pages 1,000 1,000 1,000 1,000

you can store in the
Document Server for
one document

' This indicates the number of transmission records that you can check using Smart-
NetMonitor for Admin. From the machine you can check up to 400 communication
records (transmission plus reception).
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D
180-Degree Rotation Printing, 98 Default ID/Free Polling Reception, 13
2-Sided Printing, 85 Default ID Transmission, 10, 11,75
Deleting
A Information Box Messages, 46
programmed destinations, 117
Address Book, 116 Destination
Authorized Reception, 166 Adding, 21
Auto Document, 65, 152 Checking, 18
Changing, 152 Deleting, 20
Deleting, 153 Displaying the Memory Status, 33
Sending, 65 Document Server, 131
Storing, 152 Delete File, 136
Auto Fax Reception Power-up, 95 Manage File, 134
Automatic Redial, 79 Storing a Document, 132
Auto Reduce, 75 Dual Access, 79
B E
Basic Transmission, 112 ECM (Error Correction Mode), 149, 160
Batch Transmission, 79 Economy Transmission Time, 3
Book Fax, 61 E-mail transfer, 95
Box Setting, 150, 174 End Receiver, 157
Error Mail Notification, 191
c Error Report, 189
Canceling Error Report (Mail), 191

Expansion Memory, 196

Transmission, 19 .
Extra G3 Interface Unit, 196

Centre Mark, 96
Chain Dial, 47

Checkered Mark, 96 F
Checking Fax Function Upgrade Unit, 196
Transmission Result (TX File Status), 31 Fax Header Print, 74

Combine 2 originals, 85 Fax via Computer, 107
Combine Two originals, 99 File
Communication Failure Report, 84 Printing, 23
Communication Information, 27 Printing a List of Files in Memory
Confidential File Report, 37 (Print TX File List), 25
Confidential ID, 184 Re—sgnding, 24
Confidential Message, 36 Forwarding, 91, 149, 157, 167
Confidential Transmission, 8 Free Polling Transmission, 10, 11
Counters, 149, 156 Full/Partial agreement, 165
Cover sheet, 113

G

General Settings/ Adjustment, 144

H

Handy Dialing Functions, 47
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ID Override Polling Reception, 13
ID Override Transmission, 10
Image Rotation, 80, 99
Immediate Reception, 85
Information Boxes, 43,179

Changing, 177

Deleting, 179

Printing, 183

Programming, 177

Storing Messages, 43

J

On Hook Dial, 56
Optional Equipment, 196
Originals, 199

Output Tray, 105

P

JBIG, 81,95
Reception, 95
Transmission, 81
Journal, 27
Journal by E-mail, 82
Journal by E-mail, Transmitting, 81
Just size printing, 103

K

Key Operator Code, 142
Key Operator Settings, 149
Key Operator Tools List, 149
Keystroke Program, 127

L

Label Insertion, 74
LAN-Fax Operation Messages, 119
LAN-Fax Properties, Setting, 111
Line Type

Changing, 59

Selecting, 195

M

Manual Dial, 58

Maximum Value, 202
Memory Lock, 38, 159, 167
Memory Lock ID, 185
Memory Reception, 85
Memory Status, 33
Memory Storage Report, 83
More Transmission Functions, 78
Multi-copy, 85

Multi-copy Reception, 98
Multi-port, 59

Multistep Transfer, 90

Page Reduction, 101

Page Separation and Length Reduction, 100

Paper Tray, 146

Parallel Memory Transmission, 78
Parameter Setting, 149

Personal Boxes, 40,174,176

Changing, 174
Deleting, 176
Printing, 183
Programming, 174

Polling ID, 185

Polling Reception, 13
Polling Reserve Report, 15
Polling Result Report, 15
Polling Transmission, 10
Polling Transmission Clear Report, 12
Power Failure Report, 190
Print 2 Sided, 167

Print Completion Beep, 96
Printed Report, 83
Printing

Box List, 183

Confidential Message, 36

File Received with Memory Lock, 38
Information Box Messages, 45
Journal, 27

Options, 96

Personal Box Messages, 41

Special Sender List, 173

Printing and Saving, 115
Priority trays, 103
Programs, 127

Changing, 127
Deleting, 129
Registering, 127

PWD Code, 51

Q

Quick Operation key, 145
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R

RDS (Remote Diagnostic System), 190
Receiving Station, 52, 89
Reception, 85
Reception Features, 85
Reception File Print Quantity, 167
Reception Functions, 89
Reception Reverse Printing, 168
Reception Settings, 146
Reception Time, 97
Reception Result (RX File Status), 32
Redial, 47
Reduced Image Transmission, 75
Report, 83
Communication Failure Report, 84
Error Report, 189
Memory Storage Report, 83
Power Failure Report, 190
Transmission Result Report
(Immediate Transmission), 84
Transmission Result Report
(Memory Transmission), 83
Requesting Party, 52, 89
Reverse Order Printing, 85, 100
RX File Status, 32

S

Standard Message Stamp, 64
SUB Code, 49,92

Substitute Reception, 86
Switches and Bits, 161

T

Scan Size, 154
Changing, 154
Deleting, 154
Programming, 154
Scan size
Deleting, 155
Selecting
Dial/Push Phone, 186
Sender Stamp, 74
Send Later, 3
SEP Code, 50
Server-Generated Error E-mail, 191
SID Code, 50
Simultaneous Broadcast, 80
SMTP, 94
SMTP reception, 93
Special Senders, 165

Special Senders to Treat Differently, 165

Specifications, 197

Stamp, 73

Stamp Cartridge, 193

Standard Messages, 151
Deleting, 151
Programming, 151

Telephone Line, 195
Transfer Boxes, 182
Changing, 180
Deleting, 182
Printing, 183
Programming, 180
Transfer Report, 183
Transfer Request, 52
Transfer Result Report, 90
Transfer Result Report
(transfer request by e-mail), 91
Transferring, 93
Transfer Station, 52, 89
Transmission Features, 47
Transmission Mode, 3
Transmission Options, 74
Transmission Result Report
(Immediate Transmission), 84
Transmission Result Report
(Memory Transmission), 83
Transmission Time
Changing, 22
Transmission with Image Rotation, 80
Tray for Lines, 105
Tray Shift, 105
TSI Print, 101
Two-Sided Printing, 97
Two-Sided Transmission, 62
TX File, 18
TX File Status, 31

U

User Parameter List, 161
User Parameters, 161
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